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上海驱易电气科技有限公司

在“大众创业，万众创新”的宏

大背景下诞生。公司立志于做专

业的电气元件供应商及系统方案

提供者。涉及诸多工控产品、高

低压电气设备、工业标识系统解

决方案。上海驱易电气科技有限

公司管理团队始终坚持“质量第

一，信誉至上，做到极致”的经

营方针，秉承“顾客至上、服务

创新”的经营理念，脚踏实地为

市场提供安全可靠的产品及其服

务。

上海驱易电气科技有限公司

管理团队充分发挥“互联网 +”

的优势，集中精力开发行业内有

潜力企业现有资源以帮助他们提

高管理能力，大大降低企业的运

营成本，从而为最终客户降低成

本成为可能。上海驱易电气科技

有限公司管理团队竭诚欢迎与您

们合作，共同致力于您所在的企

业共谋发展！

质量与创新是企业的生命，

我们不断的学习、完善、创新 ......
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产品各分类的符号标志 Sign Indicator
UK---UL 产品认证，尼龙材质电缆接头及附件 UL Certified Product, Nylon Cable Gland And Accessories

XL--- 材料经 UL 认证的尼龙电缆接头及附件 UL Approved Nylon Material Cable Gland And Accessories

S--- 短螺纹 Short Thread

L--- 加长螺纹 Long Thread

SF --- 短螺纹 . 防折弯电缆接头 Short Thread.Spiral Cable Gland

LF--- 加长螺纹 . 防折弯电缆接头 Long Thread.Spiral Cable Gland

Z--- 短螺纹 . 抗拉力电缆接头 Short Thread.Stretching Resistance Cable Gland

LZ--- 加长螺纹 . 抗拉力电缆接头 Long Thread.Stretching Resistance Cable Gland

SPZ--- 平口式抗拉力电缆接头 Flat Type Stretching Resistance Cable Gland

PMZ--- 双锁紧抗拉力螺母 Double-Lock With Stretching Resistance Lock Nut

SP--- 平口式电缆接头 Flat Type Cable Gland

SU--- 微型及超大型 . 电缆接头 Miniature And Large  Cable Gland

H--- 短螺纹 . 内螺纹螺帽电缆接头 Short Thread.Internal Thread Nut Cable Gland

LH--- 加长螺纹 . 内螺纹螺帽电缆接头 Long Thread.Internal Thread Nut Cable Gland

DV--- 圆形塞头 Round Screw Plugs

HV--- 六角形塞头 Hexagonal Screw Plugs

ES--- 增径件及螺纹转换件 Enlarge Thread Adaptors And Thread Conversion Fittings

RS--- 缩径件及螺纹转换件 Reducer Thread Adaptors And Thread Conversion Fittings

DJ--- 内螺纹连接件 Internal Thread Connection

MNG--- 锁紧螺母 Lock Nut

VS--- 半球形堵头 Hemispherical Sealing Plug

NEP--- 密封垫圈 Sealing Washer

O-RING---O 形密封圈 O-ring For Sealing

MUD--- 多孔密封件 Multihole Sealing

FDN--- 扁孔密封件 Flat Hole Sealing

如 :UK-S, 是指 UL 产品认证的短螺纹尼龙电缆接头 . 
Such as:UK-S is UL certified short Thread nylon cable gland.



Metric ISO 公制螺纹规格 型号 牙间距
Pitch(mm)

外径
D1(mm)

内径
D2(mm)

Φ
D

2 Φ
D

1

60° Pitch

M12X1.5 1.5 12 10.5

M14X1.5 1.5 14 12.5

M16X1.5 1.5 16 14.5

M18X1.5 1.5 18 16.5

M20X1.5 1.5 20 18.5

M22X1.5 1.5 22 20.5

M24X1.5 1.5 24 22.5

M25X1.5 1.5 25 23.5

M27X1.5 1.5 27 25.5

M30X1.5 1.5 30 28.5

M32X1.5 1.5 32 30.5

M40X1.5 1.5 40 38.5

M50X1.5 1.5 50 48.5

M63X1.5 1.5 63 61.5

PG 制螺纹规格 型号 牙间距
Pitch(mm)

外径
D1(mm)

内径
D2(mm)

Φ
D

2 Φ
D

1

80° Pitch

PG7 1.270 12.5 11.28

PG9 1.410 15.2 13.86

PG11 1.410 18.6 17.26

PG13.5 1.410 20.4 19.06

PG16 1.410 22.5 21.16

PG21 1.588 28.3 26.78

PG29 1.588 37.0 35.48

PG36 1.588 47.0 45.48

PG42 1.588 54.0 52.48

PG48 1.588 59.3 57.78

NPT 制螺纹规格 型号 牙间距
Pitch(mm)

外径
D1(mm)

牙数 (n)
Number of pitches

60°
Pitch

90°
Conicity
6,25%

NPT1/4" 1.41 13.616 18.0

NPT3/8" 1.41 17.055 18.0

NPT1/2" 1.814 21.224 14.0

NPT3/4" 1.814 26.569 14.0

NPT1" 2.209 33.228 11.5

NPT1 1/4" 2.209 41.985 11.5

NPT1 1/2" 2.209 48.054 11.5

NPT2" 2.209 60.092 11.5

英制 G 螺纹规格 型号 牙间距
Pitch(mm)

外径
D1(mm)

内径
D2(mm)

Φ
D

2 Φ
D

1

55° Pitch

G1/4" 1.337 13.157 11.445

G3/8" 1.337 16.662 14.950

G1/2" 1.814 20.955 18.631

G3/4" 1.814 26.441 24.117

G1" 2.309 33.249 30.910

G1 1/4" 2.309 41.910 38.952

G1 1/2" 2.309 47.803 44.845

G2" 2.309 59.614 56.656
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驱易电气 ® ┃尼龙电缆接头

XL-S 标准螺纹电缆接头
XL-S Standard Thread Cable Gland

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

1370100110 XL-S-PG7(3-6.5)G 1370100120 XL-S-PG7(3-6.5)B 8 22 16 12 12-12.3 100

1370100210 XL-S-PG7(2-5)G 1370100220 XL-S-PG7(2-5)B 8 22 16 12 12-12.3 100

1370100310 XL-S-PG9(4-8)G 1370100320 XL-S-PG9(4-8)B 8 26 19 16 16-16.3 100

1370100410 XL-S-PG9(2-6)G 1370100420 XL-S-PG9(2-6)B 8 26 19 16 16-16.3 100

1370100510 XL-S-PG11(5-10)G 1370100520 XL-S-PG11(5-10)B 8 27 22 18 18-18.3 100

1370100610 XL-S-PG11(3-7)G 1370100620 XL-S-PG11(3-7)B 8 27 22 18 18-18.3 100

1370100710 XL-S-PG13.5(6-12)G 1370100720 XL-S-PG13.5(6-12)B 9 28 24 20 20-20.3 100

1370100810 XL-S-PG13.5(5-9)G 1370100820 XL-S-PG13.5(5-9)B 9 28 24 20 20-20.3 100

1370100910 XL-S-PG16(10-14)G 1370100920 XL-S-PG16(10-14)B 10 30 27 22 22-22.3 100

1370101010 XL-S-PG16(7-12)G 1370101020 XL-S-PG16(7-12)B 10 30 27 22 22-22.3 100

1370101110 XL-S-PG19(12-15)G 1370101120 XL-S-PG19(12-15)B 10 30 27/28 24 24-24.3 100

1370101210 XL-S-PG19(10-12)G 1370101220 XL-S-PG19(10-12)B 10 30 27/28 24 24-24.3 100

1370101310 XL-S-PG21(13-18)G 1370101320 XL-S-PG21(13-18)B 10 35 33 28 28-28.3 100

1370101410 XL-S-PG21(9-16)G 1370101420 XL-S-PG21(9-16)B 10 35 33 28 28-28.3 100

1370101510 XL-S-PG25(16-21)G 1370101520 XL-S-PG25(16-21)B 11 34 35/36 30 30-30.3 50

1370101610 XL-S-PG25(13-18)G 1370101620 XL-S-PG25(13-18)B 11 34 35/36 30 30-30.3 50

1370101710 XL-S-PG29(18-25)G 1370101720 XL-S-PG29(18-25)B 12 40 41/42 37 37-37.3 50

1370101810 XL-S-PG29(13-20)G 1370101820 XL-S-PG29(13-20)B 12 40 41/42 37 37-37.3 50

1370101910 XL-S-PG36(22-32)G 1370101920 XL-S-PG36(22-32)B 14 48 52/53 47 47-47.3 20

1370102010 XL-S-PG36(20-26)G 1370102020 XL-S-PG36(20-26)B 14 48 52/53 47 47-47.3 20

1370102110 XL-S-PG42(32-38)G 1370102120 XL-S-PG42(32-38)B 14 49 60/61 54 54-54.3 20

1370102210 XL-S-PG42(25-31)G 1370102220 XL-S-PG42(25-31)B 14 49 60/61 54 54-54.3 20

1370102310 XL-S-PG48(37-44)G 1370102320 XL-S-PG48(37-44)B 14 50 64/65 59 59-59.3 20

1370102410 XL-S-PG48(29-35)G 1370102420 XL-S-PG48(29-35)B 14 50 64/65 59 59-59.3 20

1370102510 XL-S-PG63(42-50)G 1370102520 XL-S-PG63(42-50)B 27 60 72 70 70-70.3 4

1370104610 XL-S-M10*1(3-6.5)G 1370104620 XL-S-M10*1(3-6.5)B 8 22 15 10 10-10.3 100

1370104710 XL-S-M12*1.5(3-6.5)G 1370104720 XL-S-M12*1.5(3-6.5)B 8 22 16 12 12-12.3 100

A
螺帽

B
垫片

C
本体

D
夹紧圈

E
夹紧爪

F
迫紧螺帽

2



灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

1370104810 XL-S-M12*1.5(2-5)G 1370104820 XL-S-M12*1.5(2-5)B 8 22 16 12 12-12.3 100

1370104910 XL-S-M14*1.5(4-8)G 1370104920 XL-S-M14*1.5(4-8)B 8 26 19 14 14-14.3 100

1370105010 XL-S-M14*1.5(2-6)G 1370105020 XL-S-M14*1.5(2-6)B 8 26 19 14 14-14.3 100

1370105110 XL-S-M16*1.5(4-8)G 1370105120 XL-S-M16*1.5(4-8)B 8 26 19 16 16-16.3 100

1370105210 XL-S-M16*1.5(2-6)G 1370105220 XL-S-M16*1.5(2-6)B 8 26 19 16 16-16.3 100

1370105310 XL-S-M16*1.5(5-10)G 1370105320 XL-S-M16*1.5(5-10)B 8 27 22 16 16-16.3 100

1370105410 XL-S-M18*1.5(3-7)G 1370105420 XL-S-M18*1.5(3-7)B 8 27 22 16 16-16.3 100

1370105510 XL-S-M18*1.5(5-10)G 1370105520 XL-S-M18*1.5(5-10)B 8 27 22 18 18-18.3 100

1370105610 XL-S-M18*1.5(3-7)G 1370105620 XL-S-M18*1.5(3-7)B 8 27 22 18 18-18.3 100

1370105710 XL-S-M20*1.5(6-12)G 1370105720 XL-S-M20*1.5(6-12)B 9 28 24 20 20-20.3 100

1370105810 XL-S-M20*1.5(5-9)G 1370105820 XL-S-M20*1.5(5-9)B 9 28 24 20 20-20.3 100

1370105910 XL-S-M20*1.5(10-14)G 1370105920 XL-S-M20*1.5(10-14)B 10 30 27 20 20-20.3 100

1370106010 XL-S-M20*1.5(7-12)G 1370106020 XL-S-M20*1.5(7-12)B 10 30 27 20 20-20.3 100

1370106110 XL-S-M22*1.5(10-14)G 1370106120 XL-S-M22*1.5(10-14)B 10 30 27 22 22-22.3 100

1370106210 XL-S-M22*1.5(7-12)G 1370106220 XL-S-M22*1.5(7-12)B 10 30 27 22 22-22.3 100

1370106310 XL-S-M24*1.5(12-15)G 1370106320 XL-S-M24*1.5(12-15)B 10 30 27 24 24-24.3 100

1370106410 XL-S-M24*1.5(10-12)G 1370106420 XL-S-M24*1.5(10-12)B 10 30 27 24 24-24.3 100

1370106510 XL-S-M25*1.5(13-18)G 1370106520 XL-S-M25*1.5(13-18)B 10 35 33 25 25-25.3 100

1370106610 XL-S-M25*1.5(9-16)G 1370106620 XL-S-M25*1.5(9-16)B 10 35 33 25 25-25.3 100

1370106710 XL-S-M27*1.5(13-18)G 1370106720 XL-S-M27*1.5(13-18)B 10 35 33 27 27-27.3 100

1370106810 XL-S-M27*1.5(9-16)G 1370106820 XL-S-M27*1.5(9-16)B 10 35 33 27 27-27.3 50

1370106910 XL-S-M30*1.5(12-21)G 1370106920 XL-S-M30*1.5(12-21)B 11 34 35/36 30 30-30.3 50

1370107010 XL-S-M30*1.5(7-15)G 1370107020 XL-S-M30*1.5(7-15)B 11 34 35/36 30 30-30.3 50

1370107110 XL-S-M32*1.5(12-21)G 1370107120 XL-S-M32*1.5(12-21)B 11 34 36/37 32 32-323 50

1370107210 XL-S-M32*1.5(7-15)G 1370107220 XL-S-M32*1.5(7-15)B 11 34 36/37 32 32-32.3 50

1370107310 XL-S-M32*1.5(18-25)G 1370107320 XL-S-M32*1.5(18-25)B 12 40 41/42 32 32-32.3 50

1370107410 XL-S-M32*1.5(13-20)G 1370107420 XL-S-M32*1.5(13-20)B 12 40 41/42 32 32-32.3 50

1370107510 XL-S-M36*1.5(18-25)G 1370107520 XL-S-M36*1.5(18-25)B 12 40 41/42 36 36-363 20

1370107610 XL-S-M36*1.5(13-20)G 1370107620 XL-S-M36*1.5(13-20)B 12 40 41/42 36 36-36.3 20

1370107710 XL-S-M40*1.5(22-32)G 1370107720 XL-S-M40*1.5(22-32)B 14 48 52/53 40 40-40.3 20

1370107810 XL-S-M40*1.5(20-26)G 1370107820 XL-S-M40*1.5(20-26)B 14 48 52/53 40 40-40.3 20

1370107910 XL-S-M50*1.5(32-38)G 1370107920 XL-S-M50*1.5(32-38)B 14 49 60/61 50 50-40.3 20

1370108010 XL-S-M50*1.5(25-31)G 1370108020 XL-S-M50*1.5(25-31)B 14 49 60/01 50 50-50.3 20

1370108110 XL-S-M63*1.5(37-44)G 1370108120 XL-S-M63*1.5(37-44)B 14 50 67 63 63-63.3 20

1370108210 XL-S-M63*1.5(29-35)G 1370108220 XL-S-M63*1.5(29-35)B 14 50 67 63 63-63.3 20

1370108310 XL-S-M75*2(53-60)G 1370108320 XL-S-M75*2(53-60)B 25 63 82 75 75-75.3 4

1370108410 XL-S-M75*2(48-55)G 1370108420 XL-S-M75*2(48-55)B 25 63 62 75 75-75.3 4

1370108510 XL-S-NPT1/4(3-6.5)G 1370108520 XL-S-NPT1/4(3-6.5)B 8 22 15/16 13.7 13.7-14 100

1370108610 XL-S-NPT1¼(2-5)G 1370108620 XL-S-NPT1¼(2-5)B 8 22 15/16 13.7 13.7-14 100

1370108710 XL-S-NPT3/8(4-8)G 1370108720 XL-S-NPT3/8(4-8)B 15 26 19 17 17-17.3 100

1370108810 XL-S-NPT3/8(2-6)G 1370108820 XL-S-NPT3/8(2-6)B 15 26 19 17 17-17.3 100

1370108910 XL-S-NPT1/2(6-12)G 1370108920 XL-S-NPT1/2(6-12)B 13 30 24 21.2 21.2-21.5 100

1370109010 XL-S-NPT1/2(5-9)G 1370109020 XL-S-NPT1/2(5-9)B 13 30 24 21.2 21.2-215 100

1370109110 XL-S-NPT1/2(10-14)G 1370109120 XL-S-NPT1/2(10-14)B 13 30 27 21.2 21.2-21.5 100

1370109210 XL-S-NPT1/2(7-12)G 1370109220 XL-S-NPT1/2(7-12)B 13 30 27 21.2 21.2-21.5 100

1370109310 XL-S-NPT3/4(13-18)G 1370109320 XL-S-NPT3/4(13-18)B 15 35 33 26.2 26.2-26.5 100

1370109410 XL-S-NPT3/4(9-16)G 1370109420 XL-S-NPT3/4(9-16)B 15 35 33 26.2 26.2-26.5 100

1370109510 XL-S-NPT1(18-25)G 1370109520 XL-S-NPT1(18-25)B 16 40 41 33.3 33.3-33.6 50

1370109610 XL-S-NPT1(13-20)G 1370109620 XL-S-NPT1(13-20)B 16 40 41 33.3 33.3-33.6 50

1370109710 XL-S-NPT1¼(18-25)G 1370109720 XL-S-NPT1¼(18-25)B 18 40 42/46 42 42-42.3 50

1370109810 XL-S-NPT1¼(13-20)G 1370109820 XL-S-NPT1¼(13-20)B 18 40 42/46 42 42-42.3 50

1370109910 XL-S-NPT1½(22-32)G 1370109920 XL-S-NPT1½(22-32)B 15 48 52/53 48 48-48.3 20
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驱易电气 ® ┃尼龙电缆接头
灰色 Gray 黑色 Black 螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ)

1370110010 XL-S-NPT1½(20-26)G 1370110020 XL-S-NPT1½(20-26)B 15 48 52/53 48 48-48.3 20

1370110110 XL-S-G1/4"(3-6.5)G 1370110120 XL-S-G1/4"(3-6.5)B 8 22 16/16 13.1 13.1-13.4 100

1370110210 XL-S-G1/4"(2-5)G 1370110220 XL-S-G1/4"(2-5)B 8 22 15/16 13.1 13.1-13.4 100

1370110310 XL-S-G3/8"(4-8)G 1370110320 XL-S-G3/8"(4-8)B 15 26 19 16.6 16.6-16.9 100

1370110410 XL-S-G3/8"(2-6)G 1370110420 XL-S-G3/8"(2-6)B 15 26 19 16.6 16.6-16.9 100

1370110510 XL-S-G1/2"(6-12)G 1370110520 XL-S-G1/2"(6-12)B 13 30 24 20.9 20.9-21.2 100

1370110610 XL-S-G1/2"(5-9)G 1370110620 XL-S-G1/2"(5-9)B 13 30 24 20.9 20.9-21.2 100

1370110710 XL-S-G1/2"(10-14)G 1370110720 XL-S-G1/2"(10-14)B 13 30 27 20.9 20.9-20.2 100

1370110810 XL-S-G1/2"(7-12)G 1370110820 XL-S-G1/2"(7-12)B 13 30 27 20.9 20.9-20.2 100

1370110910 XL-S-G3/4"(13-18)G 1370110920 XL-S-G3/4"(13-18)B 15 35 33 26.4 26.4-26.7 100

1370111010 XL-S-G3/4"(9-16)G 1370111020 XL-S-G3/4"(9-16)B 15 35 33 26.4 26.4-26.7 100

1370111110 XL-S-G1"(18-25)G 1370111120 XL-S-G1"(18-25)B 16 40 41 33.2 33.2-33.5 50

1370111210 XL-S-G1"(13-20)G 1370111220 XL-S-G1"(13-20)B 16 40 41 33.2 33.2-33.5 50

1370111310 XL-S-G1¼"(18-25)G 1370111320 XL-S-G1¼"(18-25)B 18 40 42/46 41.9 41.9-42.2 50

1370111410 XL-S-G1¼"(13-20)G 1370111420 XL-S-G1¼"(13-20)B 18 40 42/46 41.9 41.9-42.2 50

1370111510 XL-S-G1½"(22-32)G 1370111520 XL-S-G1½"(22-32)B 15 48 52/53 47.8 47.8-48.1 20

1370111610 XL-S-G1½"(20-26)G 1370111620 XL-S-G1½"(20-26)B 15 48 52/53 47.8 47.8-48.1 20

1370111710 XL-S-G2"(37-44)G 1370111720 XL-S-G2"(37-44)B 15 50 64 59.6 59.6-50.9 20

1370111810 XL-S-G2"(29-35)G 1370111820 XL-S-G2"(29-35)B 15 50 64 59.6 59.6-59.9 20

1370111910 XL-S-MG12(4.5-8)G 1370111920 XL-S-MG12(4.5-8)B 9 - 17/19 12 12-12.3 100

1370112010 XL-S-MG12(3-5.3)G 1370112020 XL-S-MG12(3-5.3)B 9 - 17/19 12 12-12.3 100

1370112110 XL-S-MG16(6-10)G 1370112120 XL-S-MG16(6-10)B 15 - 22 16 16-16.3 100

1370112210 XL-S-MG16(4-7)G 1370112220 XL-S-MG16(4-7)B 15 - 22 16 16-16.3 100

1370112310 XL-S-MG20(9-14)G 1370112320 XL-S-MG20(9-14)B 15 - 26/27 20 20-20.3 100

1370112410 XL-S-MG20(6-11)G 1370112420 XL-S-MG20(6-11)B 15 - 26/27 20 20-20.3 100

1370112510 XL-S-MG25(13-18)G 1370112520 XL-S-MG25(13-18)B 15 - 32/33 25 25-25.3 50

1370112610 XL-S-MG25(10-16)G 1370112620 XL-S-MG25(10-16)B 15 - 32/33 25 25-25.3 50

1370112710 XL-S-MG32(18-25)G 1370112720 XL-S-MG32(18-25)B 15 - 41 32 32-32.3 50

1370112810 XL-S-MG32(15-22)G 1370112820 XL-S-MG32(15-22)B 15 - 41 32 32-32.3 50

1370112910 XL-S-MG40(24-30)G 1370112920 XL-S-MG40(24-30)B 20 - 50 40 40-40.3 20

1370113010 XL-S-MG40(20-25)G 1370113020 XL-S-MG40(20-25)B 20 - 50 40 40-40.3 20

1370113110 XL-S-MG50(30-40)G 1370113120 XL-S-MG50(30-40)B 23 - 60/62 50 50-50.3 10

1370113210 XL-S-MG50(26-32)G 1370113220 XL-S-MG50(26-32)B 23 - 60/62 50 50-50.3 10

1370113310 XL-S-MG63(40-50)G 1370113320 XL-S-MG63(40-50)B 24 - 73/75 63 63-63.3 4

1370113410 XL-S-MG63(38-46)G 1370113420 XL-S-MG63(38-46)B 24 - 73/75 63 63-63.3 4

1370113510 XL-S-BSC1/2"(3-6.5)G 1370113520 XL-S-BSC1/2"(3-6.5)B 8 22 15/16 12.5 12.5-12.8 100

1370113610 XL-S-BSC1/2"(2-5)G 1370113620 XL-S-BSC1/2"(2-5)B 8 22 15/16 12.5 12.5-12.8 100

1370113710 XL-S-BSC5/8"(4-8)G 1370113720 XL-S-BSC5/8"(4-8)B 8 26 19 15.7 15.7-16 100

1370113810 XL-S-BSC5/8"(2-6)G 1370113820 XL-S-BSC5/8"(2-6)B 8 26 19 15.7 15.7-16 100

1370113910 XL-S-BSC3/4"(6-12)G 1370113920 XL-S-BSC3/4"(6-12)B 9 28 24 18.8 18.8-19.1 100

1370114010 XL-S-BSC3/4"(5-9)G 1370114020 XL-S-BSC3/4"(5-9)B 9 28 24 18.8 18.8-19.1 100

1370114110 XL-S-BSC7/8"(10-14)G 1370114120 XL-S-BSC7/8"(10-14)B 10 30 27 22 22-22.3 100

1370114210 XL-S-BSC7/8"(7-12)G 1370114220 XL-S-BSC7/8"(7-12)B 10 30 27 22 22-22.3 100

1370114310 XL-S-BSC1"(13-18)G 1370114320 XL-S-BSC1"(13-18)B 10 35 33 25.2 25.2-25.5 100

1370114410 XL-S-BSC1"(9-16)G 1370114420 XL-S-BSC1"(9-16)B 10 35 33 25.2 25.2-25.5 100

1370114510 XL-S-BSC1¼"(18-25)G 1370114520 XL-S-BSC1¼"(18-25)B 15 40 41/42 31.5 31.5-31.8 50

1370114610 XL-S-BSC1¼"(13-20)G 1370114620 XL-S-BSC1¼"(13-20)B 15 40 41/42 31.5 31.5-31.8 50

1370114710 XL-S-BSC1½"(22-32)G 1370114720 XL-S-BSC1½"(22-32)B 15 48 52/53 37.8 37.8-38.1 20

1370114810 XL-S-BSC1½"(20-26)G 1370114820 XL-S-BSC1½"(20-26)B 15 48 52/53 37.8 37.8-38.1 20

1370114910 XL-S-BSC2"(37-44)G 1370114920 XL-S-BSC2"(37-44)B 15 50 64/65 50.3 50.3-50.6 20

1370115010 XL-S-BSC2"(29-35)G 1370115020 XL-S-BSC2"(29-35)B 15 50 64/65 50.3 50.3-50.6 20
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XL-L 加长螺纹电缆接头
XL-L Long Thread Cable Gland

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) Black

型号 ( 电缆范围 ) 
Model(Φ) 

1370200110 XL-L-PG7(3-6.5)G 1370200120 XL-L-PG7(3-6.5)B 15 22 15/16 12.5 12.5-12.8 100

1370200210 XL-L-PG7(2-5)G 1370200220 XL-L-PG7(2-5)B 15 22 15/16 12.5 12.5-12.8 100

1370200310 XL-L-PG9(4-8)G 1370200320 XL-L-PG9(4-8)B 15 26 19 15.2 15.2-15.5 100

1370200410 XL-L-PG9(2-6)G 1370200420 XL-L-PG9(2-6)B 15 26 19 15.2 15.2-15.5 100

1370200510 XL-L-PG11(5-10)G 1370200520 XL-L-PG11(5-10)B 15 27 22 18.6 18.6-18.9 100

1370200610 XL-L-PG11(3-7)G 1370200620 XL-L-PG11(3-7)B 15 27 22 18.6 18.6-18.9 100

1370200710 XL-L-PG13.5(6-12)G 1370200720 XL-L-PG13.5(6-12)B 15 28 24 20.4 20.4-20.7 100

1370200810 XL-L-PG13.5(5-9)G 1370200820 XL-L-PG13.5(5-9)B 15 28 24 20.4 20.4-20.7 100

1370200910 XL-L-PG16(10-14)G 1370200920 XL-L-PG16(10-14)B 15 30 27 22.5 22.5-22.8 100

1370201010 XL-L-PG16(7-12)G 1370201020 XL-L-PG16(7-12)B 15 30 27 22.5 22.5-22.8 100

1370201110 XL-L-PG21(13-18)G 1370201120 XL-L-PG21(13-18)B 15 35 33 28.3 28.3-28.6 100

1370201210 XL-L-PG21(9-16)G 1370201220 XL-L-PG21(9-16)B 15 35 33 28.3 28.3-28.6 100

1370201310 XL-L-PG29(18-25)G 1370201320 XL-L-PG29(18-25)B 18 40 41/42 37 37-37.3 50

1370201410 XL-L-PG29(13-20)G 1370201420 XL-L-PG29(13-20)B 18 40 41/42 37 37-37.3 50

1370201510 XL-L-PG36(22-32)G 1370201520 XL-L-PG36(22-32)B 18 48 52/53 47 47-47.3 20

1370201610 XL-L-PG36(20-26)G 1370201620 XL-L-PG36(20-26)B 18 48 52/53 47 47-47.3 20

1370201710 XL-L-PG42(32-38)G 1370201720 XL-L-PG42(32-38)B 18 49 60/61 54 54-54.3 20

1370201810 XL-L-PG42(25-31)G 1370201820 XL-L-PG42(25-31)B 18 49 60/61 54 54-54.3 20
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驱易电气 ® ┃尼龙电缆接头
灰色 Gray 黑色 Black 螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) Black

型号 ( 电缆范围 ) 
Model(Φ) 

1370201910 XL-L-PG48(37-44)G 1370201920 XL-L-PG48(37-44)B 18 50 64 59.3 59.3-59.6 20

1370202010 XL-L-PG48(29-35)G 1370202020 XL-L-PG48(29-35)B 18 50 64 59.3 59.3-59.6 20

1370202110 XL-L-M12*1.5(3-6.5)G 1370202120 XL-L-M12*1.5(3-6.5)B 15 22 15/16 12 12-12.3 100

1370202210 XL-L-M12*1.5(2-5)G 1370202220 XL-L-M12*1.5(2-5)B 15 22 15/16 12 12-12.3 100

1370202310 XL-L-M16*1.5(4-8)G 1370202320 XL-L-M16*1.5(4-8)B 15 26 19 16 16-16.3 100

1370202410 XL-L-M16*1.5(2-6)G 1370202420 XL-L-M16*1.5(2-6)B 15 26 19 16 16-16.3 100

1370202510 XL-L-M16*1.5(5-10)G 1370202520 XL-L-M16*1.5(5-10)B 15 27 22 16 16-16.3 100

1370202610 XL-L-M16*1.5(3-7)G 1370202620 XL-L-M16*1.5(3-7)B 15 27 22 16 16-16.3 100

1370202710 XL-L-M18*1.5(5-10)G 1370202720 XL-L-M18*1.5(5-10)B 15 27 22 18 18-18.3 100

1370202810 XL-L-M18*1.5(3-70)G 1370202820 XL-L-M18*1.5(3-70)B 15 27 22 18 18-18.3 100

1370202910 XL-L-M20*1.5(6-12)G 1370202920 XL-L-M20*1.5(6-12)B 15 28 24 20 20-20.3 100

1370203010 XL-L-M20*1.5(5-9)G 1370203020 XL-L-M20*1.5(5-9)B 15 28 24 20 20-20.3 100

1370203110 XL-L-M20*1.5(10-14)G 1370203120 XL-L-M20*1.5(10-14)B 15 30 27 20 20-20.3 100

1370203210 XL-L-M20*1.5(7-12)G 1370203220 XL-L-M20*1.5(7-12)B 15 30 27 20 20-20.3 100

1370203310 XL-L-M22*1.5(10-14)G 1370203320 XL-L-M22*1.5(10-14)B 15 30 27 22 22-22.3 100

1370203410 XL-L-M22*1.5(7-12)G 1370203420 XL-L-M22*1.5(7-12)B 15 30 27 22 22-22.3 100

1370203510 XL-L-M25*1.5(13-18)G 1370203520 XL-L-M25*1.5(13-18)B 15 35 33 25 25-22.3 100

1370203610 XL-L-M25*1.5(9-16)G 1370203620 XL-L-M25*1.5(9-16)B 15 35 33 25 25-25.3 100

1370203710 XL-L-M32*1.5(18-25)G 1370203720 XL-L-M32*1.5(18-25)B 15 40 41/42 32 32-32.3 50

1370203810 XL-L-M32*1.5(13-20)G 1370203820 XL-L-M32*1.5(13-20)B 15 40 41/42 32 32-32.3 50

1370203910 XL-L-M40*1.5(19-28)G 1370203920 XL-L-M40*1.5(19-28)B 18 43 45/46 40 40-40.3 20

1370204010 XL-L-M40*1.5(15-23)G 1370204020 XL-L-M40*1.5(15-23)B 18 43 45/46 40 40-40.3 20

1370204110 XL-L-M40*1.5(22-32)G 1370204120 XL-L-M40*1.5(22-32)B 18 48 52/53 40 40-40.3 20

1370204210 XL-L-M40*1.5(20-26)G 1370204220 XL-L-M40*1.5(20-26)B 18 48 52/53 40 40-40.3 20

1370204310 XL-L-M50*1.5(27-35)G 1370204320 XL-L-M50*1.5(27-35)B 18 48 55/56 50 50-50.3 20

1370204410 XL-L-M50*1.5(22-29)G 1370204420 XL-L-M50*1.5(22-29)B 18 48 55/56 50 50-50.3 20

1370204510 XL-L-M50*1.5(32-38)G 1370204520 XL-L-M50*1.5(32-38)B 18 49 60/61 50 50-50.3 20

1370204610 XL-L-M50*1.5(25-31)G 1370204620 XL-L-M50*1.5(25-31)B 18 49 60/61 50 50-50.3 20

1370204710 XL-L-M63*1.5(37-44)G 1370204720 XL-L-M63*1.5(37-44)B 18 50 64 63 63-63.3 20

1370204810 XL-L-M63*1.5(29-35)G 1370204820 XL-L-M63*1.5(29-35)B 18 50 64 63 63-63.3 20

1370204910 XL-L-M63*1.5(34-45)G 1370204920 XL-L-M63*1.5(34-45)B 19 57 67/68 63 63-63.3 20

1370205010 XL-L-M63*1.5(28-39)G 1370205020 XL-L-M63*1.5(28-39)B 19 57 67/68 63 63-63.3 20
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XL-SF 标准螺纹防折弯电缆接头
XL-SF Standard Thread Spiral Cable Gland

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

1380100110 XL-SF-PG7(3-6.5)G 1380100120 XL-SF-PG7(3-6.5)B 8 65 15/16 12.5 12.5-12.8 100

1380100210 XL-SF-PG7(2-5)G 1380100220 XL-SF-PG7(2-5)B a 65 15/16 12.5 12.5-12.8 100

1380100310 XL-SF-PG9(4-8)G 1380100320 XL-SF-PG9(4-8)B 8 70 19 15.2 15.2-15.5 100

1380100410 XL-SF-PG9(2-6)G 1380100420 XL-SF-PG9(2-6)B 8 70 19 15.2 15.2-15.5 100

1380100510 XL-SF-PG11(5-10)G 1380100520 XL-SF-PG11(5-10)B 8 78 22 18.6 18.6-18.9 50

1380100610 XL-SF-PG11(3-7)G 1380100620 XL-SF-PG11(3-7)B 8 78 22 18.6 18.6-18.9 50

1380100710 XL-SF-PG13.5(6-12)G 1380100720 XL-SF-PG13.5(6-12)B 9 90 24 20.4 20.4-20.7 50

1380100810 XL-SF-PG13.5(5-9)G 1380100820 XL-SF-PG13.5(5-9)B 9 90 24 20.4 20.4-20.7 50

1380100910 XL-SF-PG16(10-14)G 1380100920 XL-SF-PG16(10-14)B 10 100 27 22.5 22.5-22.8 20

1380101010 XL-SF-PG16(7-12)G 1380101020 XL-SF-PG16(7-12)B 10 100 27 22.5 22.5-22.8 20

1380101110 XL-SF-PG21(13-18)G 1380101120 XL-SF-PG21(13-18)B 10 112 33 28.3 28.3-28.6 20

1380101210 XL-SF-PG21(9-16)G 1380101220 XL-SF-PG21(9-16)B 10 112 33 28.3 28.3-28.6 20

1380101310 XL-SF-M12*1.5(3-6.5)G 1380101320 XL-SF-M12*1.5(3-6.5)B 8 65 15/16 12 12-12.3 100

1380101410 XL-SF-M12*1.5(2-5)G 1380101420 XL-SF-M12*1.5(2-5)B 8 65 15/16 12 12-12.3 100

1380101510 XL-SF-M14*1.5(4-8)G 1380101520 XL-SF-M14*1.5(4-8)B 8 70 19 14 14-14.3 100

1380101610 XL-SF-M14*1.5(2-6)G 1380101620 XL-SF-M14*1.5(2-6)B 8 70 19 14 14-14.3 100

1380101710 XL-SF-M16*1.5(4-8)G 1380101720 XL-SF-M16*1.5(4-8)B 8 70 19 16 16-16.3 100

1380101810 XL-SF-M16*1.5(2-6)G 1380101820 XL-SF-M16*1.5(2-6)B 8 70 19 16 16-16.3 100

1380101910 XL-SF-M16*1.5(5-10)G 1380101920 XL-SF-M16*1.5(5-10)B 8 78 22 16 16-16.3 100

1380102010 XL-SF-M16*1.5(3-7)G 1380102020 XL-SF-M16*1.5(3-7)B 8 78 22 16 16-16.3 100

1380102110 XL-SF-M18*1.5(5-10)G 1380102120 XL-SF-M18*1.5(5-10)B 8 78 22 18 18-18.3 100
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驱易电气 ® ┃尼龙电缆接头
灰色 Gray 黑色 Black 螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

1380102210 XL-SF-M18*1.5(3-7)G 1380102220 XL-SF-M18*1.5(3-7)B 8 78 22 18 18-18.3 100

1380102310 XL-SF-M20*1.5(6-12)G 1380102320 XL-SF-M20*1.5(6-12)B 9 90 24 20 20-20.3 50

1380102410 XL-SF-M20*1.5(5-9)G 1380102420 XL-SF-M20*1.5(5-9)B 9 90 24 20 20-20.3 50

1380102510 XL-SF-M20*1.5(10-14)G 1380102520 XL-SF-M20*1.5(10-14)B 10 100 27 20 20-20.3 20

1380102610 XL-SF-M20*1.5(7-12)G 1380102620 XL-SF-M20*1.5(7-12)B 10 100 27 20 20-20.3 20

1380102710 XL-SF-M22*1.5(10-14)G 1380102720 XL-SF-M22*1.5(10-14)B 10 100 27 22 22-22.3 20

1380102810 XL-SF-M22*1.5(7-12)G 1380102820 XL-SF-M22*1.5(7-12)B 10 100 27 22 22-22.3 20

1380102910 XL-SF-M25*1.5(13-18)G 1380102920 XL-SF-M25*1.5(13-18)B 10 112 33 25 25-25.3 20

1380103010 XL-SF-M25*1.5(9-16)G 1380103020 XL-SF-M25*1.5(9-16)B 10 112 33 25 25-25.3 20

1380103110 XL-SF-M27*1.5(13-18)G 1380103120 XL-SF-M27*1.5(13-18)B 10 112 33 27 27-27.3 20

1380103210 XL-SF-M27*15(9-16)G 1380103220 XL-SF-M27*15(9-16)B 10 112 33 27 27-27.3 20

1380103310 XL-SF-NPT1/4(3-6.5)G 1380103320 XL-SF-NPT1/4(3-6.5)B 8 65 15/16 13.7 13.7-14 100

1380103410 XL-SF-NPT1/4(2-5)G 1380103420 XL-SF-NPT1/4(2-5)B 8 65 15/16 13.7 13.7-14 100

1380103510 XL-SF-NPT3/8(4-8)G 1380103520 XL-SF-NPT3/8(4-8)B 15 70 19/20 17 17-17.3 100

1380103610 XL-SF-NPT3/8(2-6)G 1380103620 XL-SF-NPT3/8(2-6)B 15 70 19/20 17 17-17.3 100

1380103710 XL-SF-NPT3/8(5-10)G 1380103720 XL-SF-NPT3/8(5-10)B 15 78 22 17 17-17.3 100

1380103810 XL-SF-NPT3/8(3-7)G 1380103820 XL-SF-NPT3/8(3-7)B 15 78 22 17 17-17.3 100

1380103910 XL-SF-NPT1/2(6-12)G 1380103920 XL-SF-NPT1/2(6-12)B 13 92 24 21.2 21.2-21.5 50

1380104010 XL-SF-NPT1/2(5-9)G 1380104020 XL-SF-NPT1/2(5-9)B 13 92 27 21.2 21.2-21.5 50

1380104110 XL-SF-NPT1/2(10-14)G 1380104120 XL-SF-NPT1/2(10-14)B 13 100 27 21.2 21.2-21.5 20

1380104210 XL-SF-NPT1/2(7-12)G 1380104220 XL-SF-NPT1/2(7-12)B 13 100 24 21.2 21.2-21.5 20

1380104310 XL-SF-NPT3/4(13-18)G 1380104320 XL-SF-NPT3/4(13-18)B 15 112 33/34 26.2 26.2-26.5 20

1380104410 XL-SF-NPT3/4(9-16)G 1380104420 XL-SF-NPT3/4(9-16)B 15 112 33/34 26.2 26.2-26.5 20

1380104510 XL-SF-G1/4(3-6.5)G 1380104520 XL-SF-G1/4(3-6.5)B 8 65 15/16 13.1 13.1-13.4 100

1380104610 XL-SF-G1/4(2-5)G 1380104620 XL-SF-G1/4(2-5)B 8 65 15/16 13.1 13.1-13.4 100

1380104710 XL-SF-G3/8(4-8)G 1380104720 XL-SF-G3/8(4-8)B 15 70 19 16.6 10.6-16.9 100

1380104810 XL-SF-G3/8(2-6)G 1380104820 XL-SF-G3/8(2-6)B 15 70 19 16.6 16.6-16.9 100

1380104910 XL-SF-G3/8(5-10)G 1380104920 XL-SF-G3/8(5-10)B 15 78 22 16.6 16.6-16.9 100

1380105010 XL-SF-G3/8(3-7)G 1380105020 XL-SF-G3/8(3-7)B 15 78 22 16.6 16.6-16.9 100

1380105110 XL-SF-G1/2(6-12)G 1380105120 XL-SF-G1/2(6-12)B 13 92 24 20.9 20.9-21.2 50

1380105210 XL-SF-G1/2(5-9)G 1380105220 XL-SF-G1/2(5-9)B 13 92 24 20.9 20.9-21.2 50

1380105310 XL-SF-G1/2(10-14)G 1380105320 XL-SF-G1/2(10-14)B 13 100 27 20.9 20.9-21.2 20

1380105410 XL-SF-G1/2(7-12)G 1380105420 XL-SF-G1/2(7-12)B 13 100 27 20.9 20.9-21.2 20

1380105510 XL-SF-G3/4(13-18)G 1380105520 XL-SF-G3/4(13-18)B 15 112 33 26.4 26.4-26.7 20

1380105610 XL-SF-G3/4(9-16)G 1380105620 XL-SF-G3/4(9-16)B 15 112 33 26.4 26.4-26.7 20

1380105710 XL-SF-BSC1/2"(3-6.5)G 1380105720 XL-SF-BSC1/2"(3-6.5)B 8 65 15/16 12.5 12.5-12.8 100

1380105810 XL-SF-BSC1/2"(2-5)G 1380105820 XL-SF-BSC1/2"(2-5)B 8 65 15/16 12.5 12.5-12.8 100

1380105910 XL-SF-BSC5/8"(4-8)G 1380105920 XL-SF-BSC5/8"(4-8)B 8 70 19 15.7 15.7-16 100

1380106010 XL-SF-BSC5/8”(2-6)G 1380106020 XL-SF-BSC5/8”(2-6)B 8 70 19 15.7 15.7-16 100

1380106110 XL-SF-BSC3/4"(6-12)G 1380106120 XL-SF-BSC3/4"(6-12)B 9 90 24 18.8 18.8-19.1 50

1380106210 XL-SF-BSC3/4"(5-9)G 1380106220 XL-SF-BSC3/4"(5-9)B 9 90 24 18.8 18.8-19.11 50

1380106310 XL-SF-BSC7/8"(10-14)G 1380106320 XL-SF-BSC7/8"(10-14)B 10 100 27 22 22-22.3 20

1380106410 XL-SF-BSC7/8"(7-12)G 1380106420 XL-SF-BSC7/8"(7-12)B 10 100 27 22 22-22.3 20

1380106510 XL-SF-BSC1"(13-18)G 1380106520 XL-SF-BSC1"(13-18)B 10 112 33 25.2 25.2-25.5 20

1380106610 XL-SF-BSC1"(9-16)G 1380106620 XL-SF-BSC1"(9-16)B 10 112 33 25.2 25.2-25.5 20
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XL-LF 加长螺纹防折弯电缆接头
XL-LF Long Thread Spiral Cable Gland

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

 灰色 Gray Black 黑色 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 )
Model(Φ) 

订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

1380200110 XL-LF-PG7(3-6.5)G 1380200120 XL-LF-PG7(3-6.5)B 15 65 15/16 12.5 12.5-12.8 100

1380200210 XL-LF-PG7(2-5)G 1380200220 XL-LF-PG7(2-5)B 15 65 15/16 12.5 12.5-12.8 100

1380200310 XL-LF-PG9(4-8)G 1380200320 XL-LF-PG9(4-8)B 15 70 19 15.2 15.2-15.5 100

1380200410 XL-LF-PG9(2-6)G 1380200420 XL-LF-PG9(2-6)B 15 70 19 15.2 15.2-15.5 100

1380200510 XL-LF-PG11(5-10)G 1380200520 XL-LF-PG11(5-10)B 15 78 22 18.6 18.6-18.9 50

1380200610 XL-LF-PG11(3-7)G 1380200620 XL-LF-PG11(3-7)B 15 78 22 18.6 18.6-18.9 50

1380200710 XL-LF-PG13.5(6-12)G 1380200720 XL-LF-PG13.5(6-12)B 15 90 24 20.4 20.4-20.7 50

1380200810 XL-LF-PG13.5(5-9)G 1380200820 XL-LF-PG13.5(5-9)B 15 90 24 20.4 20.4-20.7 50

1380200910 XL-LF-PG16(10-14)G 1380200920 XL-LF-PG16(10-14)B 15 100 27 22.5 22.5-22.8 20

1380201010 XL-LF-PG16(7-12)G 1380201020 XL-LF-PG16(7-12)B 15 100 27 22.5 22.5-22.8 20

1380201110 XL-LF-PG21(13-18)G 1380201120 XL-LF-PG21(13-18)B 15 112 33 28.3 28.3-28.6 20

1380201210 XL-LF-PG21(9-16)G 1380201220 XL-LF-PG21(9-16)B 15 112 33 28.3 28.3-28.6 20

1380201310 XL-LF-M12*1.5(3-6.5)G 1380201320 XL-LF-M12*1.5(3-6.5)B 15 65 15/18 12 12-12.3 100

1380201410 XL-LF-M12*1.5(2-5)G 1380201420 XL-LF-M12*1.5(2-5)B 15 65 15/16 12 12-12.3 100

1380201510 XL-LF-M16*1.5(4-8)G 1380201520 XL-LF-M16*1.5(4-8)B 15 70 19 16 16-16.3 100

1380201610 XL-LF-M16*1.5(2-6)G 1380201620 XL-LF-M16*1.5(2-6)B 15 70 19 16 16-16.3 100

1380201710 XL-LF-M16*1.5(5-10)G 1380201720 XL-LF-M16*1.5(5-10)B 15 78 22 16 16-16.3 50

1380201810 XL-LF-M16*1.5(3-7)G 1380201820 XL-LF-M16*1.5(3-7)B 15 78 22 16 16-16.3 50

1380201910 XL-LF-M18*1.5(5-10)G 1380201920 XL-LF-M18*1.5(5-10)B 15 78 22 18 18-18.3 50

1380202010 XL-LF-M18*1.5(3-7)G 1380202020 XL-LF-M18*1.5(3-7)B 15 78 22 18 18-18.3 50

1380202110 XL-LF-M20*1.5(6-12)G 1380202120 XL-LF-M20*1.5(6-12)B 15 90 24 20 20-20.3 50

1380202210 XL-LF-M20*1.5(5-9)G 1380202220 XL-LF-M20*1.5(5-9)B 15 90 24 20 20-20.3 50

1380202310 XL-LF-M20*1.5(10-14)G 1380202320 XL-LF-M20*1.5(10-14)B 15 100 27 20 20-20.3 20

1380202410 XL-LF-M20*1.5(7-12)G 1380202420 XL-LF-M20*1.5(7-12)B 15 100 27 20 20-20.3 20

1380202510 XL-LF-M22*1.5(10-14)G 1380202520 XL-LF-M22*1.5(10-14)B 15 100 27 22 22-20.3 20

1380202610 XL-LF-M22*1.5(7-12)G 1380202620 XL-LF-M22*1.5(7-12)B 15 100 27 22 22-20.3 20

1380202710 XL-LF-M25*1.5(13-18)G 1380202720 XL-LF-M25*1.5(13-18)B 15 112 33 25 25-25.3 20

1380202810 XL-LF-M25*1.5(9-16)G 1380202820 XL-LF-M25*1.5(9-16)B 15 112 33 25 25-25.3 20

1380202910 XL-LF-M27*1.5(13-18)G 1380202920 XL-LF-M27*1.5(13-18)B 15 112 33 27 27-27.3 20

1380203010 XL-LF-M27*1.5(9-16)G 1380203020 XL-LF-M27*1.5(9-16) 15 112 33 27 27-27.3 20
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驱易电气 ® ┃尼龙电缆接头

XL-W 标准螺纹弯角电缆接头
XL-W Standard Thread Elbow Cable Gland

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )
订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1360100110 XL-W-PG9(4-8)G 1360100120 XL-W-PG9(4-8)B 8 37 19 15.2 15.2-15.5 100

1360100210 XL-W-PG9(2-6)G 1360100220 XL-W-PG9(2-6)B 8 37 19 15.2 15.2-15.5 100

1360100310 XL-W-PG11(5-10)G 1360100320 XL-W-PG11(5-10)B 8 39 22 18.6 18.6-18.9 50

1360100410 XL-W-PG11(3-7)G 1360100420 XL-W-PG11(3-7)B 8 39 22 18.6 18.6-18.9 50

1360100510 XL-W-PG13.5(6-12)G 1360100520 XL-W-PG13.5(6-12)B 9 43 24 20.4 20.4-20.7 50

1360100610 XL-W-PG13.5(5-9)G 1360100620 XL-W-PG13.5(5-9)B 9 43 24 20.4 20.4-20.7 50

1360100710 XL-W-PG16(10-14)G 1360100720 XL-W-PG16(10-14)B 10 48 27 22.5 22.5-22.8 50

1360100810 XL-W-PG16(7-12)G 1360100820 XL-W-PG16(7-12)B 10 48 27 22.5 22.5-22.8 50

1360100910 XL-W-PG21(13-18)G 1360100920 XL-W-PG21(13-18)B 11 56 33 28.3 28.3-28.6 20

1360101010 XL-W-PG21(9-16)G 1360101020 XL-W-PG21(9-16)B 11 56 33 28.3 28.3-28.6 20

1360101110 XL-W-PG29(18-25)G 1360101120 XL-W-PG29(18-25)B 11 68 41/42 37 37-37.3 20

1360101210 XL-W-PG29(13-20)G 1360101220 XL-W-PG29(13-20)B 11 68 41/42 37 37-37.3 20

1360101310 XL-W-M16*1.5(4-8)G 1360101320 XL-W-M16*1.5(4-8)B 8 37 19 16 16-16.3 100

1360101410 XL-W-M16*1.5(2-6)G 1360101420 XL-W-M16*1.5(2-6)B 8 37 19 16 16-16.3 100

1360101510 XL-W-M18*1.5(5-10)G 1360101520 XL-W-M18*1.5(5-10)B 8 39 22 18 18-16.3 50

1360101610 XL-W-M18*1.5(3-7)G 1360101620 XL-W-M18*1.5(3-7)B 8 39 22 18 18-18.3 50

1360101710 XL-W-M20*1.5(6-12)G 1360101720 XL-W-M20*1.5(6-12)B 9 43 24 20 20-20.3 50

1360101810 XL-W-M20*1.5(5-9)G 1360101820 XL-W-M20*1.5(5-9)B 9 43 24 20 20-20.3 50

1360101910 XL-W-M22*1.5(10-14)G 1360101920 XL-W-M22*1.5(10-14)B 10 48 27 22 22-22.3 50

1360102010 XL-W-M22*1.5(7-12)G 1360102020 XL-W-M22*1.5(7-12)B 10 48 27 22 22-22.3 50

1360102110 XL-W-M25*1.5(13-18)G 1360102120 XL-W-M25*1.5(13-18)B 11 56 33 25 25-25.3 20

1360102210 XL-W-M25*1.5(9-16)G 1360102220 XL-W-M25*1.5(9-16)B 11 56 33 25 25-25.3 20

1360102310 XL-W-M32*1.5(18-25)G 1360102320 XL-W-M32*1.5(18-25)B 11 68 41/42 32 32-32.3 20

1360102410 XL-W-M32*1.5(13-20)G 1360102420 XL-W-M32*1.5(13-20)B 11 68 41/42 32 32-32.3 20

1360102510 XL-W-NPT3/8(4-8)G 1360102520 XL-W-NPT3/8(4-8)B 13 42 19 17 17-17.3 100

1360102610 XL-W-NPT3/8(2-6)G 1360102620 XL-W-NPT3/8(2-6)B 13 42 19 17 17-17.3 100

1360102710 XL-W-NPT1/2(6-12)G 1360102720 XL-W-NPT1/2(6-12)B 13 43 24 21.2 21.2-21.5 50

1360102810 XL-W-NPT1/2(5-9)G 1360102820 XL-W-NPT1/2(5-9)B 13 43 24 21.2 21.2-21.5 50

1360102910 XL-W-NPT3/4(13-18)G 1360102920 XL-W-NPT3/4(13-18)B 13 58 33 26.2 26.2-26.5 20

1360103010 XL-W-NPT3/4(9-16)G 1360103020 XL-W-NPT3/4(9-16)B 13 58 33 26.2 26.2-26.5 20

1360103110 XL-W-NPT1(18-25)G 1360103120 XL-W-NPT1(18-25)B 15 72 41/42 33.3 33.3-33.6 20

1360103210 XL-W-NPT1(13-20)G 1360103220 XL-W-NPT1(13-20)B 15 72 41/42 33.3 33.3-33.6 20
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XL-Z 标准螺纹抗拉力电缆接头
XL-Z Standard Thread Tensile Resistance Cable Gland

・	材 料：尼龙 PA

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )
订货号

(P.N.) Gray
型号 ( 电缆范围 ) 

Model(Φ) 
订货号

(P.N.) Black
型号 ( 电缆范围 ) 

Model(Φ) 

1350100110 XL-Z-PG9(4-8)G 1350100120 XL-Z-PG9(4-8)B 8 31 19 15.2 15.2-15.5 50
1350100210 XL-Z-PG11(5-10)G 1350100220 XL-Z-PG11(5-10)B 8 35 22 18.6 18.6-18.9 50
1350100310 XL-Z-PG13.5(6-12)G 1350100320 XL-Z-PG13.5(6-12)B 9 37 24 20.4 20.4-20.7 50
1350100410 XL-Z-PG16(10-14)G 1350100420 XL-Z-PG16(10-14)B 10 38 27 22.5 22.5-22.8 20
1350100510 XL-Z-PG21(13-18)G 1350100520 XL-Z-PG21(13-18)B 10 42 33 28.3 28.3-28.6 20
1350100610 XL-Z-PG29(18-25)G 1350100620 XL-Z-PG29(18-25)B 12 50 41/42 37 37-37.3 20
1350100710 XL-Z-PG36(22-32)G 1350100720 XL-Z-PG36(22-32)B 14 60 52/53 47 47-47.3 4
1350100810 XL-Z-PG42(32-38)G 1350100820 XL-Z-PG42(32-38)B 14 61 60/61 54 54-54.3 4
1350100910 XL-Z-PG48(37-44)G 1350100920 XL-Z-PG48(37-44)B 14 62 64/65 59.3 59.3-59.6 4
1350101010 XL-Z-M14*1.5(4-8)G 1350101020 XL-Z-M14*1.5(4-8)B 8 31 19 14 14-14.3 50
1350101110 XL-Z-M16*1.5(4-8)G 1350101120 XL-Z-M16*1.5(4-8)B 8 31 19 16 16-16.3 50
1350101210 XL-Z-M16*1.5(5-10)G 1350101220 XL-Z-M16*1.5(5-10)B 6 35 22 16 16-16.3 50
1350101310 XL-Z-M18*1.5(5-10)G 1350101320 XL-Z-M18*1.5(5-10)B 8 35 22 18 18-18.3 50
1350101410 XL-Z-M20*1.5(6-12)G 1350101420 XL-Z-M20*1.5(6-12)B 9 37 24 20 20-20.3 50
1350101510 XL-Z-M20*1.5(10-14)G 1350101520 XL-Z-M20*1.5(10-14)B 10 38 27 20 20-20.3 50
1350101610 XL-Z-M22*1.5(10-14)G 1350101620 XL-Z-M22*1.5(10-14)B 10 38 27 22 22-22.3 50
1350101710 XL-Z-M25*1.5(13-18)G 1350101720 XL-Z-M25*1.5(13-18)B 10 42 33 25 25-25.3 50
1350101810 XL-Z-M27*1.5(13-18)G 1350101820 XL-Z-M27*1.5(13-18)B 10 42 33 27 27-27.3 20
1350101910 XL-Z-M32*1.5(18-25)G 1350101920 XL-Z-M32*1.5(18-25)B 12 50 41/42 32 32-32.3 20
1350102010 XL-Z-M40*1.5(22-32)G 1350102020 XL-Z-M40*1.5(22-32)B 14 60 52/53 40 40-40.3 20
1350102110 XL-Z-M50*1.5(32-38)G 1350102120 XL-Z-M50*1.5(32-38)B 14 61 60/61 50 50-50.3 4
1350102210 XL-Z-M63*1.5(37-44)G 1350102220 XL-Z-M63*1.5(37-44)B 14 62 64/65 63 63-63.3 4
1350102310 XL-Z-NPT3/8"(4-8)G 1350102320 XL-Z-NPT3/8"(4-8)B 15 31 19 17 17-17.3 50
1350102410 XL-Z-NPT1/2"(6-12)G 1350102420 XL-Z-NPT1/2"(6-12)B 13 39 24 21.2 21.2-21.5 50
1350102510 XL-Z-NPT3/4"(13-18)G 1350102520 XL-Z-NPT3/4"(13-18)B 15 42 33 26.2 26.2-26.5 20
1350102610 XL-Z-NPT1"(18-25)G 1350102620 XL-Z-NPT1"(18-25)B 16 50 41/42 33.3 33.3-33.6 20
1350102710 XL-Z-NPT1¼"(16-25)G 1350102720 XL-Z-NPT1¼"(16-25)B 18 50 42/46 42 42-42.3 20
1350102810 XL-Z-NPT1½"(22-32)G 1350102820 XL-Z-NPT1½"(22-32)B 18 60 52/53 48 48-48.3 4
1350102910 XL-Z-G3/8"(4-8)G 1350102920 XL-Z-G3/8"(4-8)B 15 31 19 16.6 16.6-16.9 50
1350103010 XL-Z-G1/2"(6-12)G 1350103020 XL-Z-G1/2"(6-12)B 13 39 24 20.9 20.9-21.2 50
1350103110 XL-Z-G3/4"(13-18)G 1350103120 XL-Z-G3/4"(13-18)B 15 42 33 26.4 26.4-26.7 20
1350103210 XL-Z-G1"(18-25)G 1350103220 XL-Z-G1"(18-25)B 16 50 41/42 33.2 33.2-33.5 20
1350103310 XL-Z-G1¼"(18-25)G 1350103320 XL-Z-G1¼"(18-25)B 18 50 42/46 41.9 41.9-42.2 20
1350103410 XL-Z-G1½"(22-32)G 1350103420 XL-Z-G1½"(22-32)B 15 60 52/53 47.8 47.8-48.1 4
1350103510 XL-Z-G2"(37-44)G 1350103520 XL-Z-G2"(37-44)B 15 62 64 59.6 59.6-59.9 4
1350103610 XL-Z-BSC5/8"(4-8)G 1350103620 XL-Z-BSC5/8"(4-8)B 8 31 19 15.7 15.7-16 50
1350103710 XL-Z-BSC3/4"(6-12)G 1350103720 XL-Z-BSC3/4"(6-12)B 9 37 24 18.8 18.8-19.1 50
1350103810 XL-Z-BSC7/8"(10-14)G 1350103820 XL-Z-BSC7/8"(10-14)B 10 38 27 22 22-22.3 50
1350103910 XL-Z-BSC1"(13-18)G 1350103920 XL-Z-BSC1"(13-18)B 10 42 33 25.2 25.2-25.5 20
1350104010 XL-Z-BSC1¼"(16-25)G 1350104020 XL-Z-BSC1¼"(16-25)B 15 50 41/42 31.5 31.5-31.8 20
1350104110 XL-Z-BSC1½"(22-32)G 1350104120 XL-Z-BSC1½"(22-32)B 15 60 52/53 37.8 37.8-38.1 4
1350104210 XL-Z-BSC2"(37-44)G 1350104220 XL-Z-BSC2"(37-44)B 15 62 64/65 50.3 50.3-50.6 4
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驱易电气 ® ┃尼龙电缆接头

XL-LZ 加长螺纹抗拉力电缆接头
XL-LZ Long Thread Tensile Resistance Cable Gland

・	材 料：尼龙 PA

・	密封件：丁腈橡胶，三元乙橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR EPDM

・	Protection dass:IP68(with sealing)

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black
螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1350200110 XL-LZ-PG9(4-8)G 1350200120 XL-LZ-PG9(4-8)B 15 31 19 15.2 15.2-15.3 50

1350200210 XL-LZ-PG11(5-10)G 1350200220 XL-LZ-PG11(5-10)B 15 35 22 18.6 18.6-18.9 50

1350200310 XL-LZ-PG13.6(6-12)G 1350200320 XL-LZ-PG13.6(6-12)B 15 37 24 20.4 20.4-20.7 50

1350200410 XL-LZ-PG16(10-14)G 1350200420 XL-LZ-PG16(10-14)B 15 38 27 22.5 22.5-22.8 50

1350200510 XL-LZ-PG21(13-18)G 1350200520 XL-LZ-PG21(13-18)B 15 42 33 28.3 28.3-28.6 20

1350200610 XL-LZ-PG29(18-25)G 1350200620 XL-LZ-PG29(18-25)B 18 50 41/42 37 37-37.3 20

1350200710 XL-LZ-PG36(22-32)G 1350200720 XL-LZ-PG36(22-32)B 18 60 52/53 47 47-47.3 4

1350200810 XL-LZ-PG42(32-38)G 1350200820 XL-LZ-PG42(32-38)B 18 61 60/61 54 54-54.3 4

1350200910 XL-LZ-PG48(37-44)G 1350200920 XL-LZ-PG48(37-44)B 18 62 64/65 59.3 59.3-59.6 4

1350201010 XL-LZ-M16*1.5(4-8)G 1350201020 XL-LZ-M16*1.5(4-8)B 15 31 19 16 16-16.3 50

1350201110 XL-LZ-M16*1.5(5-10)G 1350201120 XL-LZ-M16*1.5(5-10)B 15 35 22 16 16-16.3 50

1350201210 XL-LZ-M18*1.5(5-10)G 1350201220 XL-LZ-M18*1.5(5-10)B 15 35 22 18 18-18.3 50

1350201310 XL-LZ-M20*1.5(6-12)G 1350201320 XL-LZ-M20*1.5(6-12)B 15 37 24 20 20-20.3 50

1350201410 XL-LZ-M20*1.5(10-14)G 1350201420 XL-LZ-M20*1.5(10-14)B 15 38 27 20 20-20.3 50

1350201510 XL-LZ-M22*1.5(10-14)G 1350201520 XL-LZ-M22*1.5(10-14)B 15 38 27 22 22-22.3 50

1350201610 XL-LZ-M25*1.5(13-18)G 1350201620 XL-LZ-M25*1.5(13-18)B 15 42 33 25 25-22.3 20

1350201710 XL-LZ-M32*1.5(18-25)G 1350201720 XL-LZ-M32*1.5(18-25)B 15 50 41/42 32 32-32.3 20

1350201810 XL-LZ-M40*1.5(22-32)G 1350201820 XL-LZ-M40*1.5(22-32)B 18 60 52/53 40 40-40.3 4

1350201910 XL-LZ-M50*1.5(32-38)G 1350201920 XL-LZ-M50*1.5(32-38)B 18 61 60/61 50 50-50.3 4

1350202010 XL-LZ-M63*1.5(37-44)G 1350202020 XL-LZ-M63*1.5(37-44)B 18 62 64/65 63 63-60.3 4
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XL-DV 圆形塞头
XL-DV Round Screw Plugs

・	材 料：尼龙 PA(UL File NO:E 240925)

・	防护等级：IP54

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Protection dass:IP54

・	Temperature range:-20℃ to 80℃

灰色 Gray 黑色 Black
螺纹长度

GL
(mm)

本体高度
H

(mm)

螺纹外径
AG

(mm)

平面直径
D

(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 型号 Model 订货号

(P.N.) 型号 Model  

1390100110 XL-DV-PG7G 1390100120 XL-DV-PG7B 8 12.5 12.5 15 12.5-12.8 100

1390100210 XL-DV-PG9G 1390100220 XL-DV-PG9B 8 13 15.2 19 15.2-15.5 100

1390100310 XL-DV-PG11G 1390100320 XL-DV-PG11B 9 13 18.6 22 18.6-18.9 100

1390100410 XL-DV-PG13.5G 1390100420 XL-DV-PG13.5B 9 13 20.4 25 20.4-20.7 100

1390100510 XL-DV-PG16G 1390100520 XL-DV-PG16B 10 15 22.5 27 22.5-22.8 100

1390100610 XL-DV-PG21G 1390100620 XL-DV-PG21B 10 15.5 28.3 33 28.3-28.6 100

1390100710 XL-DV-PG29G 1390100720 XL-DV-PG29B 11 16 37 14 37-37.3 50

1390100810 XL-DV-PG36G 1390100820 XL-DV-PG36B 13 18 47 55 47-47.3 20

1390100910 XL-DV-PG42G 1390100920 XL-DV-PG42B 13 18.5 54 62 54-54.3 20

1390101010 XL-DV-PG48G 1390101020 XL-DV-PG48B 14 19.5 59.3 68 59.3-59.6 20

1390101110 XL-DV-M12G 1390101120 XL-DV-M12B 8 12.5 12 15 12-12.3 100

1390101210 XL-DV-M16G 1390101220 XL-DV-M16B 8 13 16 19 16-16.3 100

1390101310 XL-DV-M18G 1390101320 XL-DV-M18B 9 13 18 22 18-18.3 100

1390101410 XL-DV-M20G 1390101420 XL-DV-M20B 9 13 20 25 20-20.3 100

1390101510 XL-DV-M22G 1390101520 XL-DV-M22B 10 15 22 27 22-22.3 100

1390101610 XL-DV-M25G 1390101620 XL-DV-M25B 10 15.5 25 30 25-25.3 100

1390101710 XL-DV-M27G 1390101720 XL-DV-M27B 10 15.5 27 33 27-27.3 100

1390101810 XL-DV-M32G 1390101820 XL-DV-M32B 10 16 32 38 32-32.3 50

1390101910 XL-DV-M40G 1390101920 XL-DV-M40B 11 16 40 46 40-40.3 20

1390102010 XL-DV-M50G 1390102020 XL-DV-M50B 13 18 50 56 50-50.3 20

1390102110 XL-DV-M63G 1390102120 XL-DV-M63B 14 19 63 68 63-63.3 20
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驱易电气 ® ┃尼龙电缆接头

XL-HV 六角形塞头
XL-HV Hexagonal Screw Plugs

・	材 料：尼龙 PA(UL File NO:E 240925)

・	密封件：丁腈橡胶

・	防护等级：IP68( 旋转部位，并使用 O 型圈 )

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Seal:NBR

・	Protection dass:IP68(with sealing)

・	Temperature range:from -40℃ to 100℃ (120℃ ,short term)

灰色 Gray 黑色 Black
电缆范围

(mm)
螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

内扳手
直径

(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 
Model 

订货号
(P.N.) 

型号 
Model 

1390200110 XL-HV-PG7G 1390200120 XL-HV-PG7B - 8.5 13 15 12.5 6 12.6-12.5 100

1390200210 XL-HV-PG9G 1390200220 XL-HV-PG9B - 8.5 13 19 15.2 8 15.2-15.5 100

1390200310 XL-HV-PG11G 1390200320 XL-HV-PG11B - 9 14.5 24 18.6 8 18.6-18.9 100

1390200410 XL-HV-PG13.5G 1390200420 XL-HV-PG13.5B - 9 14.5 24 20.4 8 20.4-20.7 100

1390200510 XL-HV-PG16G 1390200520 XL-HV-PG16B - 12 16 28 22.5 8 22.5-22.8 100

1390200610 XL-HV-PG21G 1390200620 XL-HV-PG21B - 12 18 36 28.3 8 28.3-28.6 100

1390200710 XL-HV-PG29G 1390200720 XL-HV-PG29B - 14 18 46 37 8 37-37.3 50

1390200810 XL-HV-PG36G 1390200820 XL-HV-PG36B - 14 20 55 47 8 47-47.3 20

1390200910 XL-HV-PG42G 1390200920 XL-HV-PG42B - 14 20 60 54 8 54-54.3 20

1390201010 XL-HV-PG48G 1390201020 XL-HV-PG48B - 14 21 70 59.3 8 59.3-59.6 20

1390201110 XL-HV-M12*1.5G 1390201120 XL-HV-M12*1.5B 6 8.5 13 15 12 - 12-12.3 100

1390201210 XL-HV-M16*1.5G 1390201220 XL-HV-M16*1.5B 8 8.5 13 19 16 - 16-16.3 100

1390201310 XL-HV-M18*1.5G 1390201320 XL-HV-M18*1.5B 8 9 14.5 24 18 - 18-18.3 100

1390201410 XL-HV-M20*1.5G 1390201420 XL-HV-M20*1.5B 8 9 14.5 24 20 - 20-20.3 100

1390201510 XL-HV-M22*1.5G 1390201520 XL-HV-M22*1.5B 8 11 16 28 22 - 22-20.3 100

1390201610 XL-HV-M25*1.5G 1390201620 XL-HV-M25*1.5B 8 12 17 28 25 - 25-25.3 100

1390201710 XL-HV-M32*1.5G 1390201720 XL-HV-M32*1.5B 8 12 18 36 32 - 32-32.3 50

1390201810 XL-HV-M40*1.5G 1390201820 XL-HV-M40*1.5B 8 14 18 46 40 - 40-40.3 20

1390201910 XL-HV-M50*1.5G 1390201920 XL-HV-M50*1.5B 8 14 20 55 50 - 50-50.3 20

1390202010 XL-HV-M63*1.5G 1390202020 XL-HV-M63*1.5B 8 14 21 70 63 - 63-60.3 20

1390202110 XL-HV-NPT3/8"G 1390202120 XL-HV-NPT3/8"B - 13 17 24 17 8 17-17.3 100

1390202210 XL-HV-NPT1/2"G 1390202220 XL-HV-NPT1/2"B - 13 17 24 21.2 8 21.2-21.5 100

1390202310 XL-HV-NPT3/4"G 1390202320 XL-HV-NPT3/4"B - 15 20 28 26.2 8 26.2-26.5 100

1390202410 XL-HV-NPT1"G 1390202420 XL-HV-NPT1"B - 15 21 36 33.3 8 33.3-33.6 50

1390202510 XL-HV-NPT1¼"G 1390202520 XL-HV-NPT1¼"B - 15 19 46 42 8 42-42.3 50

1390202610 XL-HV-NPT1½"G 1390202620 XL-HV-NPT1½"B - 15 21 55 48 8 48-48.3 20
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XL-ES 螺纹转换件
XL-ES Thread Conversion Fittings

・	材 料：尼龙 PA(UL File NO:E 240925)

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Temperature range: -20℃ to 80℃

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
  Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 螺纹内径 ) 
Model(IG) 

订货号
(P.N.) 

型号 ( 螺纹内径 ) 
Model(IG)   

1390300110 XL-ES-PG7(M16*1.5)G 1390300120 XL-ES-PG7(M16*1.5)B 15 19 20 12 12-12.3 100

1390300210 XL-ES-PG9(M20*1.5)G 1390300220 XL-ES-PG9(M20*1.5)B 15 19 24 16 16-16.3 100

1390300310 XL-ES-PG13.5(M25*1.5)G 1390300320 XL-ES-PG13.5(M25*1.5)B 15 19 19 20 20-20.3 100

1390300410 XL-ES-PG21(M32*1.5)G 1390300420 XL-ES-PG21(M32*1.5)B 15 19 36 25 25-25.3 50

1390300510 XL-ES-PG29(M40*1.5)G 1390300520 XL-ES-PG29(M40*1.5)B 15 19.5 45 32 32-32.3 20

1390300610 XL-ES-PG36(M50*1.5)G 1390300620 XL-ES-PG36(M50*1.5)B 15 19.5 55 40 40-40.3 10

1390300710 XL-ES-PG42(M63*1.5)G 1390300720 XL-ES-PG42(M63*1.5)B 15 19.5 68 50 50-150.3 10
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驱易电气 ® ┃尼龙电缆接头

XL-ES 螺纹增径件
Xl-ES Enlarge Thread Adaptors

・	材 料：尼龙 PA(UL File NO:E 240925)

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Temperature range: -20℃ to 80℃

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 螺纹内径 ) 
Model(IG)  

订货号
(P.N.) 

型号 ( 螺纹内径 ) 
Model(IG)   

1390300810 XL-ES-M12*1.5(M16*1.5)G 1390300820 XL-ES-M12*1.5(M16*1.5)B 15 19 20 12 12-12.3 100

1390300910 XL-ES-M16*1.5(M20*1.5)G 1390300920 XL-ES-M16*1.5(M20*1.5)B 15 19 24 16 16-16.3 100

1390301010 XL-ES-M20*1.5(M25*1.5)G 1390301020 XL-ES-M20*1.5(M25*1.5)B 15 19 29 20 20-20.3 100

1390301110 XL-ES-M25*1.5(M32*1.5)G 1390301120 XL-ES-M25*1.5(M32*1.5)B 15 19 36 25 25-25.3 50

1390301210 XL-ES-M32*1.5(M40*1.5)G 1390301220 XL-ES-M32*1.5(M40*1.5)B 15 19.5 45 32 32-32.3 20

1390301310 XL-ES-M40*1.5(M50*1.5)G 1390301320 XL-ES-M40*1.5(M50*1.5)B 15 19.5 55 40 40-40.3 10

1390301410 XL-ES-M50*1.5(M63*1.5)G 1390301420 XL-ES-M50*1.5(M63*1.5)B 15 19.5 68 50 50-150.3 10
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XL-RS 缩径件
XL-RS Reducer Thread Adaptors

・	材 料：尼龙 PA(UL File NO:E 240925)

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Temperature range: -20℃ to 80℃

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)

螺纹外径
AG

(mm)

平面直径
D

(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 螺纹内径 ) 
Model(IG)

订货号
(P.N.) 

型号 ( 螺纹内径 )
Model(IG)  

1390400110 XL-RS-PG13.5(PG9)G 1390400120 XL-RS-PG13.5(PG9)B 8 12 20.4 27 20.4-20.7 100

1390400210 XL-RS-PG16(PG9)G 1390400220 XL-RS-PG16(PG9)B 10 13 22.5 29 22.5-22.8 100

1390400310 XL-RS-PG16(PG11)G 1390400320 XL-RS-PG16(PG11)B 10 13 22.5 29 22.5-22.8 100

1390400410 XL-RS-PG21(PG13.5)G 1390400420 XL-RS-PG21(PG13.5)B 11 13.5 28.3 36 28.3-28.6 100

1390400510 XL-RS-PG21(PG16)G 1390400520 XL-RS-PG21(PG16)B 11 13.5 28.3 36 28.3-28.6 100

1390400610 XL-RS-PG29(PG21)G 1390400620 XL-RS-PG29(PG21)B 11 13.5 37 46 37-37.3 50

1390400710 XL-RS-PG36(PG29)G 1390400720 XL-RS-PG36(PG29)B 11 15 47 58 47-47.3 20

1390400810 XL-RS-M20*1.5(M12*1.5)G 1390400820 XL-RS-M20*1.5(M12*1.5)B 8 12 20 27 20-20.3 100

1390400910 XL-RS-M20*1.5(M16*1.5)G 1390400920 XL-RS-M20*1.5(M16*1.5)B 8 12 20 27 20-20.3 100

1390401010 XL-RS-M25*1.5(M16*1.5)G 1390401020 XL-RS-M25*1.5(M16*1.5)B 10 13 25 29 25-25.3 100

1390401110 XL-RS-M25*1.5(M20*1.5)G 1390401120 XL-RS-M25*1.5(M20*1.5)B 10 13 25 29 25-25.3 50

1390401210 XL-RS-M32*1.5(M20*1.5)G 1390401220 XL-RS-M32*1.5(M20*1.5)B 11 13.5 32 36 32-32.3 50

1390401310 XL-RS-M32*1.5(M25*1.5)G 1390401320 XL-RS-M32*1.5(M25*1.5)B 11 13.5 32 36 32-32.3 50

1390401410 XL-RS-M40*1.5(M25*1.5)G 1390401420 XL-RS-M40*1.5(M25*1.5)B 11 13.5 40 46 40-40.3 50

1390401510 XL-RS-M40*1.5(M32*1.5)G 1390401520 XL-RS-M40*1.5(M32*1.5)B 11 13.5 40 46 40-40.3 50

1390401610 XL-RS-M50*1.5(M32*1.5)G 1390401620 XL-RS-M50*1.5(M32*1.5)B 11 15 50 58 50-50.3 20

1390401710 XL-RS-M50*1.5(M40*1.5)G 1390401720 XL-RS-M50*1.5(M40*1.5)B 11 15 50 58 50-50.3 20
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驱易电气 ® ┃尼龙电缆接头

XL-VS 半球形堵头
XL-VS Hemispherical Sealing Plug

・	材 料：尼龙 PA(UL File NO:E 240925)

・	环境温度：-20℃至 80℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Temperature range: -20℃ to 80℃

灰色 Gray 黑色 Black
适用于下列尺寸

(mm)
D

(mm)
d

(mm)
H

(mm)
包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 
Model 

订货号
(P.N.) 

型号 
Model  

1400061310 XL-VS-Φ6B 1400061320 XL-VS-Φ6B 3-6.5 9.5 6.3 2.5 100

1400081310 XL-VS-Φ8B 1400081320 XL-VS-Φ8B 4-8 11 7.8 3 100

1400101310 XL-VS-Φ10B 1400101320 XL-VS-Φ10B 5-10 13.5 9.8 3.5 100

1400121310 XL-VS-Φ12B 1400121320 XL-VS-Φ12B 6-12 16 11.8 4.5 100

1400141310 XL-VS-Φ14B 1400141320 XL-VS-Φ14B 10-14 18.5 13.8 5 100

1400161310 XL-VS-Φ18B 1400161320 XL-VS-Φ18B 13-18 22.5 17.8 6 100

1400181310 XL-VS-Φ25B 1400181320 XL-VS-Φ25B 18-25 29 25 7 50

1400201310 XL-VS-Φ32G 1400201320 XL-VS-Φ32B 22-32 38 32 11 20

1400221310 XL-VS-Φ38G 1400221320 XL-VS-Φ38B 32-38 43 38 12 20

1400241310 XL-VS-Φ44G 1400241320 XL-VS-Φ44B 37-44 49 44 12 20
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XL-MNG 六角形锁紧螺母
XL-MNG Hexagon Lock Nut

・	材 料：尼龙 PA(UL File NO:E 240925)

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃

至 80℃，短时至 100℃

・	Malerial:Nylon PA(UL File NO:E 240925)

・	Temperature range:Static slate:-40 ℃ to 100 ℃，

short term to 120 ℃，Dynamic slate:-20 ℃ to 

80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black 螺母厚度
H(mm)

扳手直径
(mm)

包装量 Pack
( 个 / 包 )订货号 (P.N.) 型号 Model 订货号 (P.N.) 型号 Model  

1390600110 XL-MNG-PG7B 1390600120 XL-MNG-PG7B 5 18 100
1390600210 XL-MNG-PG9B 1390600220 XL-MNG-PG9B 5 22 100
1390600310 XL-MNG-PG11B 1390600320 XL-MNG-PG11B 5 24 100
1390600410 XL-MNG-PG13.5B 1390600420 XL-MNG-PG13.5B 5.5 27 100
1390600510 XL-MNG-PG16B 1390600520 XL-MNG-PG16B 6 30 100
1390600610 XL-MNG-PG19B 1390600620 XL-MNG-PG19B 6 30 100
1390600710 XL-MNG-PG21B 1390600720 XL-MNG-PG21B 7 36 100
1390600810 XL-MNG-PG25G 1390600820 XL-MNG-PG25B 7 37 50
1390600910 XL-MNG-PG29G 1390600920 XL-MNG-PG29B 7 45 50
1390601010 XL-MNG-PG36G 1390601020 XL-MNG-PG36B 8 58 20
1390601110 XL-MNG-PG42G 1390601120 XL-MNG-PG42B 8 63 20
1390601210 XL-MNG-PG48G 1390601220 XL-MNG-PG48B 8 69 20
1390601310 XL-MNG-M10*1.0G 1390601320 XL-MNG-M10*1.0B 5 15 100
1390601410 XL-MNG-M12*1.5G 1390601420 XL-MNG-M12*1.5B 5 17 100
1390601510 XL-MNG-M14*1.5G 1390601520 XL-MNG-M14*1.5B 5 19 100
1390601610 XL-MNG-M16*1.5G 1390601620 XL-MNG-M16*1.5B 5 22 100
1390601710 XL-MNG-M18*1.5G 1390601720 XL-MNG-M18*1.5B 5 24 100
1390601810 XL-MNG-M20*1.5G 1390601820 XL-MNG-M20*1.5B 5.5 27 100
1390601910 XL-MNG-M22*1.5G 1390601920 XL-MNG-M22*1.5B 6 30 100
1390602010 XL-MNG-M24*1.5G 1390602020 XL-MNG-M24*1.5B 6 30 100
1390602110 XL-MNG-M25*1.5G 1390602120 XL-MNG-M25*1.5B 6.5 32 100
1390602210 XL-MNG-M27*1.5G 1390602220 XL-MNG-M27*1.5B 6.5 36 100
1390602310 XL-MNG-M30*1.5G 1390602320 XL-MNG-M30*1.5B 7 37 50
1390602410 XL-MNG-M32*1.5G 1390602420 XL-MNG-M32*1.5B 7 39 50
1390602510 XL-MNG-M40*1.5G 1390602520 XL-MNG-M40*1.5B 7 50 20
1390602610 XL-MNG-M50*1.5G 1390602620 XL-MNG-M50*1.5B 8 60 20
1390602710 XL-MNG-M63*1.5G 1390602720 XL-MNG-M63*1.5B 8 74 20
1390602810 XL-MNG-M70*2G 1390602820 XL-MNG-M70*2B 9 81 10
1390602910 XL-MNG-M75*2G 1390602920 XL-MNG-M75*2B 10 86 10
1390603010 XL-MNG-MG12G 1390603020 XL-MNG-MG12B 5 17 100
1390603110 XL-MNG-MG16G 1390603120 XL-MNG-MG16B 7 22 100
1390603210 XL-MNG-MG20G 1390603220 XL-MNG-MG20B 8 26 100
1390603310 XL-MNG-MG25G 1390603320 XL-MNG-MG25B 8 32 100
1390603410 XL-MNG-MG32G 1390603420 XL-MNG-MG32B 8 40 50
1390603510 XL-MNG-MG40G 1390603520 XL-MNG-MG40B 10 49 20
1390603610 XL-MNG-MG50G 1390603620 XL-MNG-MG50B 10 60 20
1390603710 XL-MNG-MG63G 1390603720 XL-MNG-MG63B 10.5 73 20
1390603810 XL-MNG-NPT1/4G 1390603820 XL-MNG-NPT1/4B 5 19 100
1390603910 XL-MNG-NPT3/8G 1390603920 XL-MNG-NPT3/8B 7 24 100
1390604010 XL-MNG-NPT1/2G 1390604020 XL-MNG-NPT1/2B 6 27 100
1390604110 XL-MNG-NPT3/4G 1390604120 XL-MNG-NPT3/4B 7 32 100
1390604210 XL-MNG-NPT1G 1390604220 XL-MNG-NPT1B 7 40 50
1390604310 XL-MNG-NPT1¼G 1390604320 XL-MNG-NPT1¼B 8 50 50
1390604410 XL-MNG-NPT1½G 1390604420 XL-MNG-NPT1½B 8 60 20
1390604510 XL-MNG-G1/4G 1390604520 XL-MNG-G1/4B 5 19 100
1390604610 XL-MNG-G3/8G 1390604620 XL-MNG-G3/8B 7 24 100
1390604710 XL-MNG-G1/2G 1390604720 XL-MNG-G1/2B 6 27 100
1390604810 XL-MNG-G3/4G 1390604820 XL-MNG-G3/4B 7 22 100
1390604910 XL-MNG-G1G 1390604920 XL-MNG-G1B 7 40 50
1390605010 XL-MNG-G1¼G 1390605020 XL-MNG-G1¼B 8 50 20
1390605110 XL-MNG-G1½G 1390605120 XL-MNG-G1½B 8 60 20
1390605210 XL-MNG-G2G 1390605220 XL-MNG-G2B 8 69 20
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驱易电气 ® ┃尼龙电缆接头

MUD 多孔密封件
MUD Multihole Sealing

・	材料：丁腈橡胶

・	环境温度：静态 -40℃至 100℃，短时至 120℃，

・	Material:NBR EPDM

・	Temperature range:from -40 ℃ to 100 ℃，short 

term to 120℃

适用于下列规格 订货号 (P.N.) 产品型号 Model 订货号 (P.N.) 产品型号 Model 包装 Pack

PG9,M16*1.5,NPT3/8,G3/8,R-M12*1.5,R-NPT1/4 1481000100 MUD-4*1.4 1481001600 MUD-2*3 50

PG9,M16*1.5,NPT3/8,G3/8,R-M12*1.5,R-NPT1/4 1481000200 MUD-5*1.6 1481001700 MUD-10*1.4 50

PG11,M18*1.5,R-NPT3/8,R-G3/8,R-M16*1.5 1481000300 MUD-2*3 1481001800 MUD-3*3 50

PG11,M18*1.5,R-NPT3/8,R-G3/8,R-M16*1.5 1481000400 MUD-2*4 1481001900 MUD-3*1.5 50

PG13.5,M20*1.5,NPT1/2,G1/2 1481000500 MUD-3*2 1481002000 MUD-6*3 50

PG13.5,M20*1.5,NPT1/2,G1/2 1481000600 MUD-3*4 1481002100 MUD-2*5 50

PG16,M22*1.5,R-M20*1.5,R-NPT1/2,R-G1/2 1481000700 MUD-4*4 1481002200 MUD-5*4 50

PG16,M22*1.5,R-M20*1.5,R-NPT1/2,R-G1/2 1481000800 MUD-6*4 1481002300 MUD-2*6 50

PG21,M25*1.5,NPT3/4,G3/4 1481000900 MUD-4*6 1481002400 MUD-3*7 50

PG21,M25*15,NPT3/4,G3/4 1481001000 MUD-2*8 1481002500 MUD-4*5 50

PG29,M32*1.5,NPT1,NPT1 1/4,G1,G1 1/4 1481001100 MUD-6*6.5 1481002600 MUD-4*9 20

PG29,M32*1.5,NPT1,NPT1 1/4,G1,G1 1/4 1481001200 MUD-7*6 20

PG36,M40*1.5,NPT1 1/2,G1 1/2 1481001300 MUD-5*9 1481002700 MUD-7*9 20

PG36,M40*1.5,NPT1 1/2,G1 1/2 1481001400 MUD-6*8 1481002800 MUD-2*15 20

PG48,M63*1.5 1481001500 MUD-8*10 1481002900 MUD-6*12 20
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FDN 扁孔密到件
FDN Flat Hole Seal

・	材料：丁腈橡胶

・	环境温度：静态 -40℃至 100℃，短时至 120℃，

・	Material:NBR EPDM

・	Temperature range:from -40 ℃ to 100 ℃，short 

term to 120℃

适用于下列规格 订货号 (P.N.) 产品型号 Model 订货号 (P.N.) 产品型号 Model 包装 Pack

PG13.5,M20*1.5,NPT1 1/2,G1/2 1481100100 FDN-4.2*10.4 50

PG16,M22*1.5,R-M20*1.5,R-NPT1/2,R-G1/2 1481100200 FDN-6*4 1481100900 FDN-11.5*5 50

PG16,M22*1.5,R-M20*1.6,R-NPT1/2,R-G1/2 1481100300 FDN-7*12 50

PG21,M25*1.5,NPT3/4,G3/4 1481100400 FDN-6*14 1481101000 FDN-7*14 50

PG29,M32*1.5,NPT1,NPT1 1/4,G1,G1 1/4 1481100500 FDN-8*22 20

PG36,M40*1.5,NPT1 1/2,G1 1/2 1481100600 FDN-10*28.5 1481101100 FDN-5.5*29 20

PG42,M50 1481100700 FDN-11.5*33.5 20

PG48,M63*1.5 1481100800 FDN-12*38 20
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驱易电气 ® ┃尼龙电缆接头

NEP 密封件垫片
NEP Seal Washer

・	材料：聚乙烯

・	环境温度：-30℃至 70℃，短时至 120℃

・	材料：三元乙橡胶

・	环境温度：-30℃至 70℃，短时至 120℃

・	Malerial:PE

・	Temperature range:from-30 ℃ to 70 ℃ ,short term 

to 120℃ .

・	Malerial:NBR

・	Temperature range:from-30 ℃ to 70 ℃ ,short term 

to 120℃ .

订货号 (P.N.)
产品型号 Model d

(mm)
D

(mm)
S

(mm) 包装 Pack
塑料 PE 橡胶 NR

1390900130 1390900140 NEP-PG7 12.5 16 1.5 100

1390900230 1390900240 NEP-PG9 15.2 19 1.5 100

1390900330 1390900340 NEP-PG11 18.6 22.5 1.5 100

1390900430 1390900440 NEP-PG13.5 20.4 25 1.5 100

1390900530 1390900540 NEP-PG16 21.5 27 1.5 100

1390900630 1390900640 NEP-PG19 24 28 1.5 100

1390900730 1390900740 NEP-PG21 28.3 33.5 1.5 100

1390900830 1390900840 NEP-PG25 30 37 1.5 100

1390900930 1390900940 NEP-PG29 37 43.5 1.5 100

1390901030 1390901040 NEP-PG36 47 55 2 100

1390901130 1390901140 NEP-PG42 54 63 2 100

1390901230 1390901240 NEP-PG48 59.3 69 2 100

1390901330 1390901340 NEP-M10*1.0 10 14 1.5 100

1390901430 1390901440 NEP-M12*1.5 12 16 1.5 100

1390901530 1390901540 NEP-M14*1.5 14 18 1.5 100

1390901630 1390901640 NEP-M16*1.5 16 20 1.5 100

1390901730 1390901740 NEP-M18*1.5 18 22 1.5 100

1390901830 1390901840 NEP-M20*1.5 20 24 1.5 100

1390901930 1390901940 NEP-M22*1.5 22 27 1.5 100

1390902030 1390902040 NEP-M24*1.5 24 28 1.5 100

1390902130 1390902140 NEP-M25*1.5 25 29 1.5 100

1390902230 1390902240 NEP-M27*1.5 27 31 1.5 100

1390902330 1390902340 NEP-M30*1.5 30 34 1.5 100

1390902430 1390902440 NEP-M32*1.5 32 36 1.5 100

1390902530 1390902540 NEP-M30*1.5 36 41 1.5 100

1390902630 1390902640 NEP-M40*1.5 40 45 2 100

1390902730 1390902740 NEP-M50*1.5 50 56 2 100

1390902830 1390902840 NEP-M53*1.5 63 70 2 100

22



UK-S 标准螺纹电缆接头
UK-S Standard Thread Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 

・	动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR 

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 型号 ( 电缆范围 ) Model(Φ) 

1310100110 UK-S-PG7(3-6.5)G 1310100120 UK-S-PG7(3-6.5)B 8 22 15 12.5 12.5-12.8 50

1310100210 UK-S-PG7(2-5)G 1310100220 UK-S-PG7(2-5)B 8 22 15 12.5 12.5-12.8 50

1310100310 UK-S-PG9(4-8)G 1310100320 UK-S-PG9(4-8)B 8.2 24 19 15.2 15.2-15.5 50

1310100410 UK-S-PG9(2-6)G 1310100420 UK-S-PG9(2-6)B 8.2 24 19 15.2 15.2-15.5 50

1310100510 UK-S-PG11(5-10)G 1310100520 UK-S-PG11(5-10)B 8.6 26 22 18.6 18.6-18.9 50

1310100610 UK-S-PG11(3-7)G 1310100620 UK-S-PG11(3-7)B 8.6 26 22 18.6 18.6-18.9 50

1310100710 UK-S-PG13.5(6.7-12)G 1310100720 UK-S-PG13.5(6.7-12)B 9 27 24 20.4 20.4-20.7 50

1310100810 UK-S-PG13.5(5-9)G 1310100820 UK-S-PG13.5(5-9)B 9 27 24 20.4 20.4-20.7 50

1310100910 UK-S-PG16(10.2-14)G 1310100920 UK-S-PG16(10.2-14)B 10 29 27 22.5 22.5-22.8 50

1310101010 UK-S-PG16(7-12)G 1310101020 UK-S-PG16(7-12)B 10 29 27 22.5 22.5-22.8 50

1310101110 UK-S-PG21(13-18)G 1310101120 UK-S-PG21(13-18)B 10 35 33 28.3 28.3-28.6 50

1310101210 UK-S-PG21(9-16)G 1310101220 UK-S-PG21(9-16)B 10 35 33 28.3 28.3-28.6 50

1310101310 UK-S-PG29(18.5-25)G 1310101320 UK-S-PG29(18.5-25)B 12 40 42 37 37-37.3 10

1310101410 UK-S-PG29(13-20)G 1310101420 UK-S-PG29(13-20)B 12 40 42 37 37-37.3 10

1310101510 UK-S-PG36(23-32)G 1310101520 UK-S-PG36(23-32)B 14 48 53 47 47-47.3 10

1310101610 UK-S-PG36(20-26)G 1310101620 UK-S-PG36(20-26)B 14 48 53 47 47-47.3 10

1310101710 UK-S-PG42(32.7-38)G 1310101720 UK-S-PG42(32.7-38)B 14 50 60 54 54-54.3 10

1310101810 UK-S-PG42(25-31)G 1310101820 UK-S-PG42(25-31)B 14 50 60 54 54-54.3 10

1310101910 UK-S-PG48(37-44)G 1310101920 UK-S-PG48(37-44)B 16.6 51 65 59.3 59.3-59.6 10
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驱易电气 ® ┃尼龙电缆接头

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 型号 ( 电缆范围 ) Model(Φ) 

1310102010 UK-S-PG48(29-35)G 1310102020 UK-S-PG48(29-35)B 16.6 51 65 59.3 59.3-59.6 10

1310102110 UK-S-M12*1.5(3-6.5)G 1310102120 UK-S-M12*1.5(3-6.5)B 8 22 15 12 12-12.3 50

1310102210 UK-S-M12*1.5(2-5)G 1310102220 UK-S-M12*1.5(2-5)B 8 22 15 12 12-12.3 50

1310102310 UK-S-M16*1.5(4-8)G 1310102320 UK-S-M16*1.5(4-8)B 8.2 24 19 16 16-16.3 50

1310102410 UK-S-M16*1.5(2-6)G 1310102420 UK-S-M16*1.5(2-6)B 8.2 24 19 16 16-163 50

1310102510 UK-S-M20*1.5(6.7-12)G 1310102520 UK-S-M20*1.5(6.7-12)B 9 27 24 20 20-20.3 50

1310102610 UK-S-M20*1.5(5-9)G 1310102620 UK-S-M20*1.5(5-9)B 9 27 24 20 20-20.3 50

1310102710 UK-S-M25*1.5(13-18)G 1310102720 UK-S-M25*1.5(13-18)B 10 35 33 25 25-25.3 50

1310102810 UK-S-M25*1.5(9-16)G 1310102820 UK-S-M25*1.5(9-16)B 10 35 33 25 25-25.3 50

1310102910 UK-S-M32*1.5(18.5-25)G 1310102920 UK-S-M32*1.5(18.5-25)B 12 40 42 32 32-32.3 10

1310103010 UK-S-M32*1.5(13-20)G 1310103020 UK-S-M32*1.5(13-20)B 12 40 42 32 32-32.3 10

1310103110 UK-S-M40*1.5(23-32)G 1310103120 UK-S-M40*1.5(23-32)B 14 48 53 40 40-40.3 10

1310103210 UK-S-M40*1.5(20-26)G 1310103220 UK-S-M40*1.5(20-26)B 14 48 53 40 40-40.3 10

1310103310 UK-S-M50*1.5(32.7-38)G 1310103320 UK-S-M50*1.5(32.7-38)B 14 50 60 50 50-50.3 10

1310103410 UK-S-M50*1.5(25-31)G 1310103420 UK-S-M50*1.5(25-31)B 14 50 60 50 50-50.3 10

1310103510 UK-S-M63*1.5(37-44)G 1310103520 UK-S-M63*1.5(37-44)B 16.6 51 65/68 63 63-63.3 10

1310103610 UK-S-M63*1.5(29-35)G 1310103620 UK-S-M63*1.5(29-35)B 16.6 51 65/68 63 63-63.3 10

1310103710 UK-S-NPT1/4(3-6.5)G 1310103720 UK-S-NPT1/4(3-6.5)B 8 22 15 13.7 13.7-14 50

1310103810 UK-S-NPT1/4(2-5)G 1310103820 UK-S-NPT1/4(2-5)B 8 22 15 13.7 13.7-14 50

1310103910 UK-S-NPT3/8(4-8)G 1310103920 UK-S-NPT3/8(4-8)B 15 24 19 17 17-17.3 50

1310104010 UK-S-NPT3/8(2-6)G 1310104020 UK-S-NPT3/8(2-6)B 15 24 19 17 17-17.3 50

1310104110 UK-S-NPT1/2(6.7-12)G 1310104120 UK-S-NPT1/2(6.7-12)B 13 27 24 21.2 21.2-21.5 50

1310104210 UK-S-NPT1/2(5-9)G 1310104220 UK-S-NPT1/2(5-9)B 13 27 24 21.2 21.2-21.5 50

1310104310 UK-S-NPT3/4(13-18)G 1310104320 UK-S-NPT3/4(13-18)B 15 35 33 26.6 26.6-26.9 50

1310104410 UK-S-NPT3/4(9-16)G 1310104420 UK-S-NPT3/4(9-16)B 15 35 33 26.6 26.6-26.9 50

1310104510 UK-S-NPT1(18.5-25)G 1310104520 UK-S-NPT1(18.5-25)B 16 40 42 33.3 33.3-33.6 10

1310104610 UK-S-NPT1(13-20)G 1310104620 UK-S-NPT1(13-20)B 16 40 42 33.3 33.3-33.6 10

1310104710 UK-S-NPT1¼(18.5-25)G 1310104720 UK-S-NPT1¼(18.5-25)B 18 40 42/46 42 42-42.3 10

1310104810 UK-S-NPT1¼(13-20)G 1310104820 UK-S-NPT1¼(13-20)B 18 40 42/46 42 42-42.3 10

1310104910 UK-S-NPT1½(23-32)G 1310104920 UK-S-NPT1½(23-32)B 18 48 53 48 48-48.3 10

1310105010 UK-S-NPT1½(20-26)G 1310105020 UK-S-NPT1½(20-26)B 18 48 53 48 48-48.3 10
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UK-R 标准螺纹增线径电缆接头
UK-R Standard Thread ToIncrease Wire Diameter Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 

・	动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR 

・	Protection dass: IP68/IP69K

・	(the wire/cable is in clamping range, and assemble O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 )
Model(Φ) 

订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

1310200110 UK-R-M12*1.5(4-8)G 1310200120 UK-R-M12*1.5(4-8)B 8 24 19 12 12-12.3 50

1310200210 UK-R-M12*1.5(2-6)G 1310200220 UK-R-M12*1.5(2-6)B 8 24 19 12 12-12.3 50

1310200310 UK-R-M16*1.5(5-10)G 1310200320 UK-R-M16*1.5(5-10)B 8.6 26 22 16 16-16.3 50

1310200410 UK-R-M16*1.5(3-7)G 1310200420 UK-R-M16*1.5(3-7)B 8.6 26 22 16 16-16.3 50

1310200510 UK-R-M20*1.5(10.2-14)G 1310200520 UK-R-M20*1.5(10.2-14)B 10 29 27 20 20-20.3 50

1310200610 UK-R-M20*1.5(7-12)G 1310200620 UK-R-M20*1.5(7-12)B 10 29 27 20 20-20.3 50

1310200710 UK-R-NPT1/4(4-8)G 1310200720 UK-R-NPT1/4(4-8)B 8 24 19 13.7 13.7-14 50

1310200810 UK-R-NPT1/4(2-6)G 1310200820 UK-R-NPT1/4(2-6)B 8 24 19 13.7 13.7-14 50

1310200910 UK-R-NPT3/8(5-10)G 1310200920 UK-R-NPT3/8(5-10)B 15 26 22 17 17-17.3 50

1310201010 UK-R-NPT3/8(3-7)G 1310201020 UK-R-NPT3/8(3-7)B 15 26 22 17 17-17.3 50

1310201110 UK-R-NPT1/2(10.2-14)G 1310201120 UK-R-NPT1/2(10.2-14)B 13 29 27 21.2 21.2-21.5 50

1310201210 UK-R-NPT1/2(7-12)G 1310201220 UK-R-NPT1/2(7-12)B 13 29 27 21.2 21.2-21.5 50
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驱易电气 ® ┃尼龙电缆接头

UK-L 加长螺纹电缆接头
UK-L Long Thread Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 , 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)
包装量 Pack

( 个 / 包 )订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1310300110 UK-L-PG7(3-6.5)G 1310300120 UK-L-PG7(3-6.5)B 15 22 15 12.5 12.5-12.8 50

1310300210 UK-L-PG7(2-5)G 1310300220 UK-L-PG7(2-5)B 15 22 15 12.5 12.5-12.8 50

1310300310 UK-L-PG9(4-8)G 1310300320 UK-L-PG9(4-8)B 15 24 19 15.2 15.2-15.5 50

1310300410 UK-L-PG9(2-6)G 1310300420 UK-L-PG9(2-6)B 15 24 19 15.2 15.2-15.5 50

1310300510 UK-L-PG11(5-10)G 1310300520 UK-L-PG11(5-10)B 15 26 22 18.6 18.6-18.9 50

1310300610 UK-L-PG11(3-7)G 1310300620 UK-L-PG11(3-7)B 15 26 22 18.6 18.6-18.9 50

1310300710 UK-L-PG13.5(6.7-12)G 1310300720 UK-L-PG13.5(6.7-12)B 15 27 24 20.4 20.4-20.7 50

1310300810 UK-L-PG13.5(5-9)G 1310300820 UK-L-PG13.5(5-9)B 15 27 24 20.4 20.4-20.7 50

1310300910 UK-L-PG16(10.2-14)G 1310300920 UK-L-PG16(10.2-14)B 15 29 27 22.5 22.5-22.8 50

1310301010 UK-L-PG16(7-12)G 1310301020 UK-L-PG16(7-12)B 15 29 27 22.5 22.5-22.8 50

1310301110 UK-L-PG21(13-18)G 1310301120 UK-L-PG21(13-18)B 15 35 33 28.3 28.3-28.6 50

1310301210 UK-L-PG21(9-16)G 1310301220 UK-L-PG21(9-16)B 15 35 33 28.3 28.3-28.6 50

1310301310 UK-L-PG29(18.5-25)G 1310301320 UK-L-PG29(18.5-25)B 18 40 42 37 37-37.3 10

1310301410 UK-L-PG29(13-20)G 1310301420 UK-L-PG29(13-20)B 18 40 42 37 37-37.3 10

1310301510 UK-L-PG36(23-32)G 1310301520 UK-L-PG36(23-32)B 18 48 53 47 47-47.3 10

1310301610 UK-L-PG36(24-26)G 1310301620 UK-L-PG36(24-26)B 18 48 53 47 47-47.3 10

1310301710 UK-L-PG42(32.7-38)G 1310301720 UK-L-PG42(32.7-38)B 18 50 60 54 54-54.3 10

1310301810 UK-L-PG42(25-31)G 1310301820 UK-L-PG42(25-31)B 18 50 60 54 54-54.3 10

1310301910 UK-L-PG48(37-44)G 1310301920 UK-L-PG48(37-44)B 19 51 65 59.3 59.3-59.6 10

1310302010 UK-L-PG48(29-35)G 1310302020 UK-L-PG48(29-35)B 19 51 65 59.3 59.3-59.6 10

1310302110 UK-L-M12*1.5(3-6.5)G 1310302120 UK-L-M12*1.5(3-6.5)B 15 22 15 12 12-12.3 50

1310302210 UK-L-M12*1.5(2-5)G 1310302220 UK-L-M12*1.5(2-5)B 15 22 15 12 12-12.3 50

1310302310 UK-L-M16*1.5(4-8)G 1310302320 UK-L-M16*1.5(4-8)B 15 24 19 16 16-16.3 50

1310302410 UK-L-M16*1.5(2-6)G 1310302420 UK-L-M16*1.5(2-6)B 15 24 19 16 16-16.3 50

1310302510 UK-L-M20*1.5(6.7-12)G 1310302520 UK-L-M20*1.5(6.7-12)B 15 27 24 20 20-20.3 50

1310302610 UK-L-M20*1.5(2-9)G 1310302620 UK-L-M20*1.5(2-9)B 15 27 24 20 20-20.3 50

1310302710 UK-L-M25*1.5(13-18)G 1310302720 UK-L-M25*1.5(13-18)B 15 35 33 25 25-25.3 50

1310302810 UK-L-M25*1.5(9-16)G 1310302820 UK-L-M25*1.5(9-16)B 15 35 33 25 25-25.3 50

1310302910 UK-L-M32*1.5(18.5-25)G 1310302920 UK-L-M32*1.5(18.5-25)B 15 40 42 32 32-32.3 10

1310303010 UK-L-M32*1.5(13-20)G 1310303020 UK-L-M32*1.5(13-20)B 15 40 42 32 32-32.3 10

1310303110 UK-L-M40*1.5(23-32)G 1310303120 UK-L-M40*1.5(23-32)B 18 48 53 40 40-40.3 10

1310303210 UK-L-M40*1.5(20-26)G 1310303220 UK-L-M40*1.5(20-26)B 18 48 53 40 40-40.3 10

1310303310 UK-L-M50*1.5(32.7-38)G 1310303320 UK-L-M50*1.5(32.7-38)B 18 50 60 50 50-50.3 10

1310303410 UK-L-M50*1.5(25-31)G 1310303420 UK-L-M50*1.5(25-31)B 18 51 60 50 50-50.3 10

1310303510 UK-L-M63*1.5(37-44)G 1310303520 UK-L-M63*1.5(37-44)B 19 50 65/68 63 63-63.3 10

1310303610 UK-L-M63*1.5(29-35)G 1310303620 UK-L-M63*1.5(29-35)B 19 51 65/68 63 63-63.3 10
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UK-LR 加长螺纹增线径电缆接头
UK-LR Long Thread ToIncrease Wire Diameter Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1310400110 UK-LR-M12*1.5(4-8)G 1310400120 UK-LR-M12*1.5(4-8)B 15 24 19 12 12-12.3 50

1310400210 UK-LR-M12*1.5(2-6)G 1310400220 UK-LR-M12*1.5(2-6)B 15 24 19 12 12-12.3 50

1310400310 UK-LR-M16*1.5(5-10)G 1310400320 UK-LR-M16*1.5(5-10)B 15 26 22 16 16-16.3 50

1310400410 UK-LR-M16*1.5(3-7)G 1310400420 UK-LR-M16*1.5(3-7)B 15 26 22 16 16-16.3 50

1310400510 UK-LR-M20*1.5(10.2-14)G 1310400520 UK-LR-M20*1.5(10.2-14)B 15 29 27 20 20-20.3 50

1310400610 UK-LR-M20*1.5(7-12)G 1310400620 UK-LR-M20*1.5(7-12)B 15 29 27 20 20-20.3 50
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驱易电气 ® ┃尼龙电缆接头

UK-SF 标准螺纹防折弯电缆接头
UK-SF Standard Thread Spiral Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.)

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1320100110 UK-SF-PG7(3-6.5)G 1320100120 UK-SF-PG7(3-6.5)B 8 53 15 12.5 12.5-12.8 10

1320100210 UK-SF-PG7(2-5)G 1320100220 UK-SF-PG7(2-5)B 8 53 15 12.5 12.5-12.8 10

1320100310 UK-SF-PG9(4-8)G 1320100320 UK-SF-PG9(4-8)B 8.2 63 19 15.2 152-15.5 10

1320100410 UK-SF-PG9(2-6)G 1320100420 UK-SF-PG9(2-6)B 8.2 63 19 15.2 15.2-15.5 10

1320100510 UK-SF-PG11(5-10)G 1320100520 UK-SF-PG11(5-10)B 8.6 78 22 18.6 18.6-18.9 10

1320100610 UK-SF-PG11(3-7)G 1320100620 UK-SF-PG11(3-7)B 8.6 78 22 18.6 18.6-18.9 10

1320100710 UK-SF-PG13.5(6.7-12)G 1320100720 UK-SF-PG13.5(6.7-12)B 9 88 24 20.4 20.4-20.7 10

1320100810 UK-SF-PG13.5(5-9)G 1320100820 UK-SF-PG13.5(5-9)B 9 88 24 20.4 20.4-20.7 10

1320100910 UK-SF-PG16(10.2-14)G 1320100920 UK-SF-PG16(10.2-14)B 10 98 27 22.5 22.5-22.8 10

1320101010 UK-SF-PG16(7-12)G 1320101020 UK-SF-PG16(7-12)B 10 98 27 22.5 22.5-22.8 10

1320101110 UK-SF-PG21(13-18)G 1320101120 UK-SF-PG21(13-18)B 10 112 33 28.3 28.3-28.6 10

1320101210 UK-SF-PG21(9-16)G 1320101220 UK-SF-PG21(9-16)B 10 112 33 28.3 28.3-28.6 10

1320101310 UK-SF-M12*1.5(3-6.5)G 1320101320 UK-SF-M12*1.5(3-6.5)B 8 53 15 12 12-12.3 10

1320101410 UK-SF-M12*1.5(2-5)G 1320101420 UK-SF-M12*1.5(2-5)B 8 53 15 12 12-12.3 10

1320101510 UK-SF-M16*1.5(4-8)G 1320101520 UK-SF-M16*1.5(4-8)B 8.2 63 19 16 16-16.3 10

1320101610 UK-SF-M16*1.5(2-6)G 1320101620 UK-SF-M16*1.5(2-6)B 8.2 63 19 16 16-16.3 10

1320101710 UK-SF-M20*1.5(6.7-12)G 1320101720 UK-SF-M20*1.5(6.7-12)B 9 88 24 20 20-20.3 10

1320101810 UK-SF-M20*1.5(5-9)G 1320101820 UK-SF-M20*1.5(5-9)B 9 88 24 20 20-20.3 10

1320101910 UK-SF-M25*1.5(13-18)G 1320101920 UK-SF-M25*1.5(13-18)B 10 112 33 25 25-25.3 10

1320102010 UK-SF-M25*1.5(9-16)G 1320102020 UK-SF-M25*1.5(9-16)B 10 112 33 25 25-25.3 10

1320102110 UK-SF-NPT1/4(3-6.5)G 1320102120 UK-SF-NPT1/4(3-6.5)B 8 53 15 13.7 13.7-14 10

1320102210 UK-SF-NPT1/4(2-5)G 1320102220 UK-SF-NPT1/4(2-5)B 8 53 15 13.7 13.7-14 10

1320102310 UK-SF-NPT3/8(4-8)G 1320102320 UK-SF-NPT3/8(4-8)B 15 63 19 17 17-17.3 10

1320102410 UK-SF-NPT3/8(2-6)G 1320102420 UK-SF-NPT3/8(2-6)B 15 63 19 17 17-17.3 10

1320102510 UK-SF-NPT1/2(6.7-12)G 1320102520 UK-SF-NPT1/2(6.7-12)B 13 88 24 21.2 21.5-21.5 10

1320102610 UK-SF-NPT1/2(5-9)G 1320102620 UK-SF-NPT1/2(5-9)B 13 88 24 21.2 21.2-21.5 10

1320102710 UK-SF-NPT3/4(13-18)G 1320102720 UK-SF-NPT3/4(13-18)B 15 112 33 26.6 26.6-26.9 10

1320102810 UK-SF-NPT3/4(9-16)G 1320102820 UK-SF-NPT3/4(9-16)B 15 112 33 26.6 26.6-26.9 10

28



UK-RF 标准螺纹防折弯增线径电缆接头
UK-RF Standard Thread ToIncrease Wire Diameter Spiral Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 )
Model(Φ) 

订货号
(P.N.)

型号 ( 电缆范围 )
Model(Φ) 

1320200110 UK-RF-M12*1.5(4-8)G 1320200120 UK-RF-M12*1.5(4-8)B 8 63 19 12 12-12.3 10

1320200210 UK-RF-M12*1.5(2-6)G 1320200220 UK-RF-M12*1.5(2-6)B 8 63 19 12 12-12.3 10

1320200310 UK-RF-M16*1.5(5-10)G 1320200320 UK-RF-M16*1.5(5-10)B 8.6 78 22 16 16-16.3 10

1320200410 UK-RF-M16*1.5(3-7)G 1320200420 UK-RF-M16*1.5(3-7)B 8.6 78 22 16 16-163 10

1320200510 UK-RF-M20*1.5(10.2-14)G 1320200520 UK-RF-M20*1.5(10.2-14)B 10 88 27 20 20-20.3 10

1320200610 UK-RF-M20*1.5(7-12)G 1320200620 UK-RF-M20*1.5(7-12)B 10 88 27 20 20-20.3 10

1320200710 UK-RF-NPT1/4(4-8)G 1320200720 UK-RF-NPT1/4(4-8)B 8 63 19 13.7 13.7-14 10

1320200810 UK-RF-NPT1/4(2-6)G 1320200820 UK-RF-NPT1/4(2-6)B 8 63 19 13.7 13.7-14 10

1320200910 UK-RF-NPT3/8(5-10)G 1320200920 UK-RF-NPT3/8(5-10)B 15 78 22 17 17-17.3 10

1320201010 UK-RF-NPT3/8(3-7)G 1320201020 UK-RF-NPT3/8(3-7)B 15 78 22 17 17-17.3 10

1320201110 UK-RF-NPT1/2(10.2-14)G 1320201120 UK-RF-NPT1/2(10.2-14)B 13 88 27 21.2 21.2-21.5 10

1320201210 UK-RF-NPT1/2(7-12)G 1320201220 UK-RF-NPT1/2(7-12)B 13 88 27 21.2 21.2-21.5 10
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驱易电气 ® ┃尼龙电缆接头

UK-LF 加长缧纹防折弯电缆接头
UK-LF Long Thread Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black
螺纹长度

GL
(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) Gray

型号 ( 电缆范围 ) 灰色
Model(Φ) Gray

订货号
(P.N.) Black

型号 ( 电缆范围 ) 黑色
Model(Φ) Black

1320300110 UK-LF-PG7(3-6.5)G 1320300120 UK-LF-PG7(3-6.5)B 15 53 15 12.5 12.5-12.8 10

1320300210 UK-LF-PG7(2-5)G 1320300220 UK-LF-PG7(2-5)B 15 53 15 12.5 12.5-12.8 10

1320300310 UK-LF-PG9(4-8)G 1320300320 UK-LF-PG9(4-8)B 15 63 19 15.2 15.2-15.5 10

1320300410 UK-LF-PG9(2-6)G 1320300420 UK-LF-PG9(2-6)B 15 63 19 15.2 15.2-15.5 10

1320300510 UK-LF-PG11(5-10)G 1320300520 UK-LF-PG11(5-10)B 15 78 22 18.6 18.6-18.9 10

1320300610 UK-LF-PG11(3-7)G 1320300620 UK-LF-PG11(3-7)B 15 78 22 18.6 18.6-18.9 10

1320300710 UK-LF-PG13.5(6.7-12)G 1320300720 UK-LF-PG13.5(6.7-12)B 15 88 24 20.4 20.4-20.7 10

1320300810 UK-LF-PG13.5(5-9)G 1320300820 UK-LF-PG13.5(5-9)B 15 88 24 20.4 20.4-20.7 10

1320300910 UK-LF-PG16(10.2-14)G 1320300920 UK-LF-PG16(10.2-14)B 15 98 27 22.5 22.5-22.8 10

1320301010 UK-LF-PG16(7-12)G 1320301020 UK-LF-PG16(7-12)B 15 98 27 22.5 22.5-22.8 10

1320301110 UK-LF-PG21(13-18)G 1320301120 UK-LF-PG21(13-18)B 15 112 33 28.3 28.3-28.6 10

1320301210 UK-LF-PG21(9-16)G 1320301220 UK-LF-PG21(9-16)B 15 112 33 28.3 28.3-28.6 10

1320301310 UK-LF-M12*1.5(3-6.5)G 1320301320 UK-LF-M12*1.5(3-6.5)B 15 53 15 12 12-12.3 10

1320301410 UK-LF-M12*1.5(2-5)G 1320301420 UK-LF-M12*1.5(2-5)B 15 53 15 12 12-12.3 10

1320301510 UK-LF-M16*1.5(4-8)G 1320301520 UK-LF-M16*1.5(4-8)B 15 63 19 16 16-16.3 10

1320301610 UK-LF-M16*1.5(2-6)G 1320301620 UK-LF-M16*1.5(2-6)B 15 63 19 16 16-16.3 10

1320301710 UK-LF-M20*1.5(6.7-12)G 1320301720 UK-LF-M20*1.5(6.7-12)B 15 88 24 20 20-20.3 10

1320301810 UK-LF-M20*1.5(5-9)G 1320301820 UK-LF-M20*1.5(5-9)B 15 88 24 20 20-20.3 10

1320301910 UK-LF-M25*1.5(13-18)G 1320301920 UK-LF-M25*1.5(13-18)B 15 112 33 25 25-25.3 10

1320302010 UK-LF-M25*1.5(9-16)G 1320302020 UK-LF-M25*1.5(9-16) 15 112 33 25 25-25.3 10
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UK-LRF 加长螺纹防折弯增线径电缆接头
UK-LRF Long Thread ToIncrease Wire Diameter Spiral Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 )
Model(Φ) 

1320400110 UK-LRF-M12*1.5(4-8)G 1320400120 UK-LRF-M12*1.5(4-8)B 15 63 19 12 12-12.3 10

1320400210 UK-LRF-M12*1.5(2-6)G 1320400220 UK-LRF-M12*1.5(2-6)B 15 63 19 12 12-12.3 10

1320400310 UK-LRF-M16*1.5(5-10)G 1320400320 UK-LRF-M16*1.5(5-10)B 15 78 22 16 16-16.3 10

1320400410 UK-LRF-M16*1.5(3-7)G 1320400420 UK-LRF-M16*1.5(3-7)B 15 78 22 16 16-16.3 10

1320400510 UK-LRF-M20*1.5(10.2-14)G 1320400520 UK-LRF-M20*1.5(10.2-14)B 15 88 27 27 27-27.3 10

1320400610 UK-LRF-M20*1.5(7-12)G 1320400620 UK-LRF-M20*1.5(7-12)B 15 88 27 27 27-27.3 10

31

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃尼龙电缆接头

UR-S 标准电缆接头
UR-S Standard Cable Gland

・	材 料 : 尼龙 ､VO 等圾 , 参照 UL94

・	密封件 : 丁腈橡胶

・	防护等级 : IP68/IP69K( 在夹紧范围内 . 并使用 O 型圈 )

・	环境温度 : 静态 -40℃至 100℃ , 短时至 120℃ , 动态 -20℃至 80℃ , 短时至 100℃

・	Malerial: Nylon PA, UL94-VO

・	Seal: NBR

・	Protection dass: IP68/IP69K(the wire/cable is in clamping range, and assemble 

O-Ring on the groove.)

・	Temperature range: Static slate: -40℃ to 100℃ , short term to 120℃ , Dynamic 

slate: -20℃ to 80℃ , short term to 100℃ .

灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1330100110 UR-S-PG7(3-6.5)G 1330100120 UR-S-PG7(3-6.5)B 8 22 15 12.5 12.5-12.8 50

1330100210 UR-S-PG7(2-5)G 1330100220 UR-S-PG7(2-5)B 8 22 15 12.5 12.5-12.8 50

1330100310 UR-S-PG9(4-8)G 1330100320 UR-S-PG9(4-8)B 8.2 24 19 15.2 15.2-15.5 50

1330100410 UR-S-PG9(2-6)G 1330100420 UR-S-PG9(2-6)B 8.2 24 19 15.2 15.2-15.5 50

1330100510 UR-S-PG11(5-10)G 1330100520 UR-S-PG11(5-10)B 8.6 26 22 18.6 18.6-18.9 50

1330100610 UR-S-PG11(3-7)G 1330100620 UR-S-PG11(3-7)B 8.6 26 22 18.6 18.6-18.9 50

1330100710 UR-S-PG13.5(6.7-12)G 1330100720 UR-S-PG13.5(6.7-12)B 9 27 24 20.4 20.4-20.7 50

1330100810 UR-S-PG13.5(5-9)G 1330100820 UR-S-PG13.5(5-9)B 9 27 24 20.4 20.4-20.7 50

1330100910 UR-S-PG16(10.2-14)G 1330100920 UR-S-PG16(10.2-14)B 10 29 27 22.5 22.5-22.8 50

1330101010 UR-S-PG16(7-12)G 1330101020 UR-S-PG16(7-12)B 10 29 27 22.5 22.5-22.8 50

1330101110 UR-S-PG21(13-18)G 1330101120 UR-S-PG21(13-18)B 10 35 33 28.3 28.3-28.6 50

1330101210 UR-S-PG21(9-16)G 1330101220 UR-S-PG21(9-16)B 10 35 33 28.3 28.3-28.6 50

1330101310 UR-S-PG29(18.5-25)G 1330101320 UR-S-PG29(18.5-25)B 12 40 42 37 37-37.3 10

1330101410 UR-S-PG29(13-20)G 1330101420 UR-S-PG29(13-20)B 12 40 42 37 37-37.3 10

1330101510 UR-S-P636(23-32)G 1330101520 UR-S-P636(23-32)B 14 48 53 47 47-47.3 10

1330101610 UR-S-PG36(20-26)G 1330101620 UR-S-PG36(20-26)B 14 48 53 47 47-47.3 10

1330101710 UR-S-PG42(32.7-38)G 1330101720 UR-S-PG42(32.7-38)B 14 50 60 54 54-54.3 10

1330101810 UR-S-PG42(25-31)G 1330101820 UR-S-PG42(25-31)B 14 50 60 54 54-54.3 10

1330101910 UR-S-M12*1.5(3-6.5)G 1330101920 UR-S-M12*1.5(3-6.5)B 8 22 15/16 12 12-12.3 50
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灰色 Gray 黑色 Black 螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting size 

(mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

订货号
(P.N.) 

型号 ( 电缆范围 ) 
Model(Φ) 

1330102010 UR-S-M12*1.5(2-5)G 1330102020 UR-S-M12*1.5(2-5)B 8 22 15/16 12 12-12.3 50

1330102110 UR-S-M16*1.5(4-8)G 1330102120 UR-S-M16*1.5(4-8)B 8.2 24 19 16 16-16.3 50

1330102210 UR-S-M16*1.5(2-6)G 1330102220 UR-S-M16*1.5(2-6)B 8.2 24 19 16 16-16.3 50

1330102310 UR-S-M20*1.5(6-12)G 1330102320 UR-S-M20*1.5(6-12)B 9 27 24 20 20-20.3 50

1330102410 UR-S-M20*1.5(5-9)G 1330102420 UR-S-M20*1.5(5-9)B 9 27 24 20 20-20.3 50

1330102510 UR-S-M25*1.5(13-18)G 1330102520 UR-S-M25*1.5(13-18)B 10 35 33 25 25-25.3 50

1330102610 UR-S-M25*1.5(9-16)G 1330102620 UR-S-M25*1.5(9-16)B 10 35 33 25 25-25.3 50

1330102710 UR-S-M32*1.5(18-26)G 1330102720 UR-S-M32*1.5(18-26)B 12 40 42 32 32-32.3 10

1330102810 UR-S-M32*1.5(13-20)G 1330102820 UR-S-M32*1.5(13-20)B 12 40 42 32 32-32.3 10

1330102910 UR-S-M40*1.5(23-32)G 1330102920 UR-S-M40*1.5(23-32)B 14 48 53 40 40-40.3 10

1330103010 UR-S-M40*1.5(20-26)G 1330103020 UR-S-M40*1.5(20-26)B 14 48 53 40 40-40.3 10

1330103110 UR-S-M50*1.5(32.7-38)G 1330103120 UR-S-M50*1.5(32.7-38)B 14 50 60 50 50-50.3 10

1330103210 UR-S-M50*1.5(25-31)G 1330103220 UR-S-M50*1.5(25-31)B 14 50 60 50 50-50.3 10

1330103310 UR-S-NPT3/8(4-8)G 1330103320 UR-S-NPT3/8(4-8)B 15 24 19 17 17-17.3 50

1330103410 UR-S-NPT3/8(2-6)G 1330103420 UR-S-NPT3/8(2-6)B 15 24 19 17 17-17.3 50

1330103510 UR-S-NPT1/2(6.7-12)G 1330103520 UR-S-NPT1/2(6.7-12)B 13 27 24 21.2 21.2-21.5 50

1330103610 UR-S-NPT1/2(5-9)G 1330103620 UR-S-NPT1/2(5-9)B 13 27 24 21.2 21.2-21.5 50

1330103710 UR-S-NPT3/4(13-18)G 1330103720 UR-S-NPT3/4(13-18)B 15 35 33 26.6 26.6-26.9 50

1330103810 UR-S-NPT3/4(9-16)G 1330103820 UR-S-NPT3/4(9-16)B 15 35 33 26.6 26.6-26.9 50

1330103910 UR-S-NPT1(18.5-25)G 1330103920 UR-S-NPT1(18.5-25)B 16 40 42 33.3 33.3-33.6 10

1330104010 UR-S-NPT1(13-20)G 1330104020 UR-S-NPT1(13-20)B 16 40 42 33.3 33.3-33.6 10

1330104110 UR-S-NPT1¼(18.5-25)G 1330104120 UR-S-NPT1¼(18.5-25)B 18 40 42/46 42 42-42.3 10

1330104210 UR-S-NPT1¼(13-20)G 1330104220 UR-S-NPT1¼(13-20)B 18 40 42/46 42 42-42.3 10

1330104310 UR-S-NPT1½(23-32)G 1330104320 UR-S-NPT1½(23-32)B 18 48 53 48 48-48.3 10

1330104410 UR-S-NPT1½(20-26)G 1330104420 UR-S-NPT1½(20-26)B 18 48 53 48 48-48.3 10
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驱易电气 ® ┃尼龙电缆接头

UK-MNG 六角形锁紧螺母
UK-MNG Hexagon Lock Nut

・	材 料：尼龙、VO 等圾，参照 UL94

・	环境温度：静态 -40℃至 100℃，短时至 120℃，动态 -20℃至 80℃，短时至 100℃

・	Malerial:Nylon PA,UL94-VO

・	Temperature range:Static slate:-40℃ to 100℃，short term to 120℃，Dynamic 

slate:-20℃ to 80℃ ,short term to 100℃ .

灰色 Gray 黑色 Black
螺母高度
H(mm) 扳手直径 (mm)

包装量
Pack

( 个 / 包 )订货号
(P.N.) 

型号 灰色
Model 

订货号
(P.N.) 

型号 黑色
Model 

1340100110 UK-MNG-PG7G 1340100120 UK-MNG-PG7B 5 19 50

1340100210 UK-MNG-PG9G 1340100220 UK-MNG-PG9B 5 22 50

1340100310 UK-MNG-PG11G 1340100320 UK-MNG-PG11B 5 24 50

1340100410 UK-MNG-PG13.5G 1340100420 UK-MNG-PG13.5B 6 27 50

1340100510 UK-MNG-PG16G 1340100520 UK-MNG-PG16B 6 30 50

1340100610 UK-MNG-PG21G 1340100620 UK-MNG-PG21B 7 36 50

1340100710 UK-MNG-PG29G 1340100720 UK-MNG-PG29B 7 46 50

1340100810 UK-MNG-PG36G 1340100820 UK-MNG-PG36B 8 60 10

1340100910 UK-MNG-PG42G 1340100920 UK-MNG-PG42B 8 65 10

1340101010 UK-MNG-PG48G 1340101020 UK-MNG-PG48B 8 70 10

1340101110 UK-MNG-M12*1.5G 1340101120 UK-MNG-M12*1.5B 5 17 50

1340101210 UK-MNG-M16*1.5G 1340101220 UK-MNG-M16*1.5B 5 22 50

1340101310 UK-MNG-M20*1.5G 1340101320 UK-MNG-M20*1.5B 6 27 50

1340101410 UK-MNG-M25*1.5G 1340101420 UK-MNG-M25*1.5B 6.5 32 50

1340101510 UK-MNG-M32*1.5G 1340101520 UK-MNG-M32*1.5B 7 41 10

1340101610 UK-MNG-M40*1.5G 1340101620 UK-MNG-M40*1.5B 7 50 10

1340101710 UK-MNG-M50*1.5G 1340101720 UK-MNG-M50*1.5B 8 60 10

1340101810 UK-MNG-M63*1.5G 1340101820 UK-MNG-M63*1.5B 8 75 10

1340101910 UK-MNG-NPT1/4G 1340101920 UK-MNG-NPT1/4B 5 19 60

1340102010 UK-MNG-NPT3/8G 1340102020 UK-MNG-NPT3/8B 7 24 50

1340102110 UK-MNG-NPT1/2G 1340102120 UK-MNG-NPT1/2B 6 27 50

1340102210 UK-MNG-NPT3/4G 1340102220 UK-MNG-NPT3/4B 7 32 50

1340102310 UK-MNG-NPT1G 1340102320 UK-MNG-NPT1B 7 40 10

1340102410 UK-MNG-NPT1¼G 1340102420 UK-MNG-NPT1¼B 8 50 10

1340102510 UK-MNG-NPT1½G 1340102520 UK-MNG-NPT1½B 8 60 10
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O-RING O 形密封圈
O-RING O-Sealing Ring

・	密封件：丁腈橡胶

・	环境温度：-30℃至 120℃

・	Seal:NBR

・	Temperature range:Static slate：-30℃ to 120℃

订货号 (P.N.) 型号 (Model) d s 包装量 Pack( 个 / 包 )

1400160701 O-RING-PG7 10 1.5 100

1400160901 O-RING-PG9 12 1.5 100

1400161101 O-RING-PG11 16 1.5 100

1400161301 O-RING-PG13.5 17 1.5 100

1400161601 O-RING-PG16 18 1.5 100

1400162101 O-RING-PG21 26 2 100

1400162901 O-RING-PG29 33 2 100

1400163601 O-RING-PG36 43 2 50

1400164201 O-RING-PG42 50 2 50

1400164801 O-RING-PG48 55 2 50

1400131201 O-RING-M12*1.5 10 1.5 100

1400131601 O-RING-M16*1.5 12 1.5 100

1400132001 O-RING-M20*1.5 17 1.5 100

1400132501 O-RING-M25*1.5 22 2 100

1400133201 O-RING-M32*1.5 29 2 100

1400134001 O-RING-M40*1.5 35 2 50

1400135001 O-RING-M50*1.5 43 2 50

1400136301 O-RING-M63*1.5 55 2 50

1400141401 O-RING-NPT1/4 11 1.5 100

1400143801 O-RING-NPT3/8 12 2 100

1400141201 O-RING-NPT1/2 19 2 100

1400143401 O-RING-NPT3/4 22 2 100

1400141001 O-RING-NPT1 29 2 100

1400141501 O-RING-NPT1¼ 38 2.5 100

1411141301 O-RING-NPT1½ 45 2.5 50
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驱易电气 ® ┃金属电缆接头

金属电缆接头
METAL CABLE JOINT

36



T-S 标准螺纹 金属电缆接头
T-S Short Thread Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于所有有密封，固定，防滑，高温要求的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925),UL94-V2

・	Sealing element: NBR 

・	Thread Type: PG according to DIN40430

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440100100 T-S-PG7(3-6.5) 5 18 14 12.5 12.5-12.8 100

1440100200 T-S-PG7(2-5) 5 18 14 12.5 12.5-12.8 100

1440100300 T-S-PG9(4-8) 6 20 17 15.2 15.2-15.5 50

1440100400 T-S-PG9(2-6) 6 20 17 15.2 15.2-15.5 50

1440100500 T-S-PG11(5-10) 6 21 20 18.6 18.6-18.9 50

1440100600 T-S-PG11(3-7) 6 21 20 18.6 18.6-18.9 50

1440100700 T-S-PG13.5(6-12) 6.5 22 22 20.4 20.4-20.7 50

1440100800 T-S-PG13.5(5-9) 6.5 22 22 20.4 20.4-20.7 50

1440100900 T-S-PG16(10-14) 6.5 23 24 22.5 22.5-22.8 50

1440101000 T-S-PG16(7-12) 6.5 23 24 22.5 22.5-22.8 50

1440101100 T-S-PG21(13-18) 7 25 30 28.3 28.3-28.6 25

1440101200 T-S-PG21(9-16) 7 25 30 28.3 28.3-28.6 25

1440101300 T-S-PG29(18-25) 8 30 40 37 37-37.3 10

1440101400 T-S-PG29(13-20) 8 30 40 37 37-37.3 10

1440101500 T-S-PG36(22-32) 8 35 50 47 47-47.3 5

1440101600 T-S-PG36(20-26) 8 35 50 47 47-47.3 5

1440101700 T-S-PG42(32-38) 9 38 57 54 54-54.3 5

1440101800 T-S-PG42(25-31) 9 38 57 54 54-54.3 5

1440101900 T-S-PG48(37-44) 10 40 64 59.3 59.3-59.6 4

1440102000 T-S-PG48(29-35) 10 40 64 59.3 59.3-59.6 4

1440102100 T-S-M12×1.5(3-6.5) 5 18 14 12 12-12.3 100

1440102200 T-S-M12×1.5(2-5) 5 18 14 12 12-12.3 100

1440102300 T-S-M12×1.5(4-8) 6 20 17 12 12-12.3 50

1440102400 T-S-M12×1.5(2-6) 6 20 17 12 12-12.3 50

1440102500 T-S-M14×1.5(4-8) 6 20 17 14 14-14.3 50

1440102600 T-S-M14×1.5(2-6) 6 20 17 14 14-14.3 50

1440102700 T-S-M16×1.5(4-8) 6 20 17 16 16-16.3 50

1440102800 T-S-M16×1.5(2-6) 6 20 17 16 16-16.3 50

1440102900 T-S-M16×1.5(5-10) 6 21 20 16 16-16.3 50

1440103000 T-S-M16×1.5(3-7) 6 21 20 16 16-16.3 50

1440103100 T-S-M18×1.5(5-10) 6 21 20 18 18-18.3 50
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440103200 T-S-M18×1.5(3-7) 6 21 20 18 18-18.3 50

1440103300 T-S-M20×1.5(6-12) 6.5 22 22 20 20-20.3 50

1440103400 T-S-M20×1.5(5-9) 6.5 22 22 20 20-20.3 50

1440103500 T-S-M20×1.5(10-14) 6.5 23 24 20 20-20.3 50

1440103600 T-S-M20×1.5(7-12) 6.5 23 24 20 20-20.3 50

1440103700 T-S-M22×1.5(10-14) 6.5 23 24 22 22-22.3 50

1440103800 T-S-M22×1.5(7-12) 6.5 23 24 22 22-22.3 50

1440103900 T-S-M24×1.5(10-14) 6.5 23 24/27 24 24-24.3 50

1440104000 T-S-M24×1.5(7-12) 6.5 23 24/27 24 24-24.3 50

1440104100 T-S-M25×1.5(11-16) 7 25 27 25 25-25.3 25

1440104200 T-S-M25×1.5(9-14) 7 25 27 25 25-25.3 25

1440104300 T-S-M25×1.5(13-18) 7 25 30 25 25-25.3 25

1440104400 T-S-M25×1.5(9-16) 7 25 30 25 25-25.3 25

1440104500 T-S-M27×1.5(13-18) 7 25 30 27 27-27.3 25

1440104600 T-S-M27×1.5(9-16) 7 25 30 27 27-27.3 25

1440104700 T-S-M28×1.5(13-18) 7 25 30 28 28-28.3 25

1440104800 T-S-M28×1.5(9-16) 7 25 30 28 28-28.3 25

1440104900 T-S-M30×1.5(13-18) 8 25 30/32 30 30-30.3 25

1440105000 T-S-M30×1.5(9-16) 8 25 30/32 30 30-30.3 25

1440105100 T-S-M30×1.5(12-21) 8 26 30/32 30 30-30.3 25

1440105200 T-S-M30×1.5(7-15) 8 26 30/32 30 30-30.3 25

1440105300 T-S-M32×1.5(13-18) 8 25 34 32 32-32.3 10

1440105400 T-S-M32×1.5(9-16) 8 25 34 32 32-32.3 10

1440105500 T-S-M32×1.5(12-21) 8 26 34 32 32-32.3 10

1440105600 T-S-M32×1.5(7-15) 8 26 34 32 32-32.3 10

1440105700 T-S-M32×1.5(18-25) 8 30 40 32 32-32.3 10

1440105800 T-S-M32×1.5(13-20) 8 30 40 32 32-32.3 10

1440105900 T-S-M33×1.5(18-25) 8 30 40 33 33-33.3 10

1440106000 T-S-M33×1.5(13-20) 8 30 40 33 33-33.3 10

1440106100 T-S-M36×1.5(18-25) 8 30 40 36 36-36.3 10

1440106200 T-S-M36×1.5(13-20) 8 30 40 36 36-36.3 10

1440106300 T-S-M37×1.5(18-25) 8 30 40 37 37-37.3 10

1440106400 T-S-M37×1.5(13-20) 8 30 40 37 37-37.3 10

1440106500 T-S-M40×1.5(19-28) 8 31 44 40 40-40.3 5

1440106600 T-S-M40×1.5(15-23) 8 31 44 40 40-40.3 5

1440106700 T-S-M40×1.5(22-32) 8 35 50 40 40-40.3 5

1440106800 T-S-M40×1.5(20-26) 8 35 50 40 40-40.3 5

1440106900 T-S-M42×1.5(22-32) 8 35 50 42 42-42.3 5

1440107000 T-S-M42×1.5(20-26) 8 35 50 42 42-42.3 5

1440107100 T-S-M47×1.5(22-32) 8 35 50 47 47-47.3 5

1440107200 T-S-M47×1.5(20-26) 8 35 50 47 47-47.3 5

1440107300 T-S-M48×1.5(22-32) 8 35 50/52 48 48-48.3 5

1440107400 T-S-M48×1.5(20-26) 8 35 50/52 48 48-48.3 5

1440107500 T-S-M50×1.5(27-35) 9 37 55 50 50-50.3 5

1440107600 T-S-M50×1.5(22-29) 9 37 55 50 50-50.3 5

1440107700 T-S-M50×1.5(32-38) 9 38 57 50 50-50.3 5

1440107800 T-S-M50×1.5(25-31) 9 38 57 50 50-50.3 5

1440107900 T-S-M54×1.5(32-38) 9 38 57 54 54-54.3 5

1440108000 T-S-M54×1.5(25-31) 9 38 57 54 54-54.3 5

1440108100 T-S-M56×1.5(32-38) 9 38 57/59 56 56-56.3 5

1440108200 T-S-M56×1.5(25-31) 9 38 57/59 56 56-56.3 5

1440108300 T-S-M60×1.5(37-44) 10 40 64 60 60-60.3 4

1440108400 T-S-M60×1.5(29-35) 10 40 64 60 60-60.3 4

1440108500 T-S-M63×1.5(37-44) 10 40 64/68 63 63-63.3 4

1440108600 T-S-M63×1.5(29-35) 10 40 64/68 63 63-63.3 4

38



订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440108700 T-S-M64×1.5(37-44) 10 40 64/68 64 64-64.3 4

1440108800 T-S-M64×1.5(29-35) 10 40 64/68 64 64-64.3 4

1440108900 T-S-NPT1/4(3-6.5) 8 18 14/15 13.7 13.7-14 100

1440109000 T-S-NPT1/4(2-5) 8 18 14/15 13.7 13.7-14 100

1440109100 T-S-NPT1/4(4-8) 8 20 17 13.7 13.7-14 50

1440109200 T-S-NPT1/4(2-6) 8 20 17 13.7 13.7-14 50

1440109300 T-S-NPT3/8(4-8) 15 20 17/18 17 17-17.3 50

1440109400 T-S-NPT3/8(2-6) 15 20 17/18 17 17-17.3 50

1440109500 T-S-NPT3/8(5-10) 15 21 20 17 17-17.3 50

1440109600 T-S-NPT3/8(3-7) 15 21 20 17 17-17.3 50

1440109700 T-S-NPT1/2(6-12) 13 22 22 21.2 21.2-21.5 50

1440109800 T-S-NPT1/2(5-9) 13 22 22 21.2 21.2-21.5 50

1440109900 T-S-NPT1/2(10-14) 13 23 24 21.2 21.2-21.5 50

1440110000 T-S-NPT1/2(7-12) 13 23 24 21.2 21.2-21.5 50

1440110100 T-S-NPT3/4(13-18) 15 25 30 26.2 26.6-26.9 25

1440110200 T-S-NPT3/4(9-16) 15 25 30 26.2 26.6-26.9 25

1440110300 T-S-NPT1(18-25) 16 30 40 33.3 33.3-33.6 10

1440110400 T-S-NPT1(13-20) 16 30 40 33.3 33.3-33.6 10

1440110500 T-S-NPT1¼(18-25) 18 30 40/44 42 42-42.3 10

1440110600 T-S-NPT1¼(13-20) 18 30 40/44 42 42-42.3 10

1440110700 T-S-NPT1¼(22-32) 18 35 50 42 42-42.3 5

1440110800 T-S-NPT1¼(20-26) 18 35 50 42 42-42.3 5

1440110900 T-S-NPT1½(22-32) 18 35 50 48 48-48.3 5

1440111000 T-S-NPT1½(20-26) 18 35 50 48 48-48.3 5

1440111100 T-S-NPT1½(32-38) 18 38 57 48 48-48.3 5

1440111200 T-S-NPT1½(25-31) 18 38 57 48 48-48.3 5

1440111300 T-S-NPT2(37-44) 18 40 64 60 60-60.3 4

1440111400 T-S-NPT2(29-35) 18 40 64 60 60-60.3 4

1440111500 T-S-G1/4"(3-6.5) 7 18 14/15 13.1 13.1-13.4 100

1440111600 T-S-G1/4"(2-5) 7 18 14/15 13.1 13.1-13.4 100

1440111700 T-S-G1/4"(4-8) 7 20 17 13.1 13.1-13.4 50

1440111800 T-S-G1/4"(2-6) 7 20 17 13.1 13.1-13.4 50

1440111900 T-S-G3/8"(4-8) 8 20 17/18 16.6 16.6-16.9 50

1440112000 T-S-G3/8"(2-6) 8 20 17/18 16.6 16.6-16.9 50

1440112100 T-S-G3/8"(5-10) 8 21 20 16.6 16.6-16.9 50

1440112200 T-S-G3/8"(3-7) 8 21 20 16.6 16.6-16.9 50

1440112300 T-S-G1/2"(6-12) 8 22 22 20.9 20.9-21.2 50

1440112400 T-S-G1/2'(5-9) 8 22 22 20.9 20.9-21.2 50

1440112500 T-S-G1/2"(10-14) 8 23 24 20.9 20.9-20.2 50

1440112600 T-S-G1/2"(7-12) 8 23 24 20.9 20.9-20.2 50

1440112700 T-S-G3/4"(13-18) 8 25 30 26.4 26.4-26.7 25

1440112800 T-S-G3/4"(9-16) 8 25 30 26.4 26.4-26.7 25

1440112900 T-S-G1"(18-25) 10 30 40 33.2 33.2-33.5 10

1440113000 T-S-G1"(13-20) 10 30 40 33.2 33.2-33.5 10

1440113100 T-S-G1¼"(18-25) 10 30 40/44 41.9 41.9-42.2 10

1440113200 T-S-G1¼"(13-20) 10 30 40/44 41.9 41.9-42.2 10

1440113300 T-S-G1¼"(22-32) 10 35 50 41.9 41.9-42.2 5

1440113400 T-S-G1¼"(20-26) 10 35 50 41.9 41.9-42.2 5

1440113500 T-S-G1½"(22-32) 10 35 50 47.8 47.8-48.1 5

1440113600 T-S-G1½"(20-26) 10 35 50 47.8 47.8-48.1 5

1440113700 T-S-G1½"(32-38) 10 38 57 47.8 47.8-48.1 5

1440113800 T-S-G1½"(25-31) 10 38 57 47.8 47.8-48.1 5

1440113900 T-S-G2"(37-44) 12 40 64 59.6 59.6-59.9 4

1440114000 T-S-G2"(29-35) 12 40 64 59.6 59.6-59.9 4
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驱易电气 ® ┃金属电缆接头

T-L 加长螺纹 金属电缆接头
T-L Long Thread Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于所有有密封，固定，防滑，高温要求的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925),UL94-V2

・	Sealing element: NBR 

・	Thread Type: PG according to DIN40430

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440200100 T-L-PG7(3-6.5) 10 18 14 12.5 12.5-12.8 100

1440200200 T-L-PG7(2-5) 10 18 14 12.5 12.5-12.8 100

1440200300 T-L-PG9(4-8) 10 20 17 15.2 15.2-15.5 50

1440200400 T-L-PG9(2-6) 10 20 17 15.2 15.2-15.5 50

1440200500 T-L-PG11(5-10) 10 21 20 18.6 18.6-18.9 50

1440200600 T-L-PG11(3-7) 10 21 20 18.6 18.6-18.9 50

1440200700 T-L-PG13.5(6-12) 10 22 22 20.4 20.4-20.7 50

1440200800 T-L-PG13.5(5-9) 10 22 22 20.4 20.4-20.7 50

1440200900 T-L-PG16(10-14) 10 23 24 22.5 22.5-22.8 50

1440201000 T-L-PG16(7-12) 10 23 24 22.5 22.5-22.8 50

1440201100 T-L-PG21(13-18) 12 25 30 28.3 28.3-28.6 25

1440201200 T-L-PG21(9-16) 12 25 30 28.3 28.3-28.6 25

1440201300 T-L-PG29(18-25) 12 30 40 37 37-37.3 10

1440201400 T-L-PG29(13-20) 12 30 40 37 37-37.3 10

1440201500 T-L-PG36(22-32) 15 35 50 47 47-47.3 5

1440201600 T-L-PG36(20-26) 15 35 50 47 47-47.3 5

1440201700 T-L-PG42(32-38) 15 38 57 54 54-54.3 5

1440201800 T-L-PG42(25-31) 15 38 57 54 54-54.3 5

1440201900 T-L-PG48(37-44) 15 40 64 59.3 59.3-59.6 4

1440202000 T-L-PG48(29-35) 15 40 64 59.3 59.3-59.6 4

1440202100 T-L-M12×1.5(3-6.5) 10 18 14 12 12-12.3 100

1440202200 T-L-M12×1.5(2-5) 10 18 14 12 12-12.3 100

1440202300 T-L-M12×1.5(4-8) 10 20 17 12 12-12.3 50

1440202400 T-L-M12×1.5(2-6) 10 20 17 12 12-12.3 50

1440202500 T-L-M14×1.5(4-8) 10 20 17 14 14-14.3 50

1440202600 T-L-M14×1.5(2-6) 10 20 17 14 14-14.3 50

1440202700 T-L-M16×1.5(4-8) 10 20 17 16 16-16.3 50

1440202800 T-L-M16×1.5(2-6) 10 20 17 16 16-16.3 50

1440202900 T-L-M16×1.5(5-10) 10 21 20 16 16-16.3 50

1440203000 T-L-M16×1.5(3-7) 10 21 20 16 16-16.3 50

1440203100 T-L-M18×1.5(5-10) 10 21 20 18 18-18.3 50

1440203200 T-L-M18×1.5(3-7) 10 21 20 18 18-18.3 50
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440203300 T-L-M20×1.5(6-12) 10 22 22 20 20-20.3 50

1440203400 T-L-M20×1.5(5-9) 10 22 22 20 20-20.3 50

1440203500 T-L-M20×1.5(10-14) 10 23 24 20 20-20.3 50

1440203600 T-L-M20×1.5(7-12) 10 23 24 20 20-20.3 50

1440203700 T-L-M22×1.5(10-14) 10 23 24 22 22-22.3 50

1440203800 T-L-M22×1.5(7-12) 10 23 24 22 22-22.3 50

1440203900 T-L-M24×1.5(10-14) 10 23 24/27 24 24-24.3 50

1440204000 T-L-M24×1.5(7-12) 10 23 24/27 24 24-24.3 50

1440204100 T-L-M25×1.5(11-16) 12 25 27 25 25-25.3 25

1440204200 T-L-M25×1.5(9-14) 12 25 27 25 25-25.3 25

1440204300 T-L-M25×1.5(13-18) 12 25 30 25 25-25.3 25

1440204400 T-L-M25×1.5(9-16) 12 25 30 25 25-25.3 25

1440204500 T-L-M27×1.5(13-18) 12 25 30 27 27-27.3 25

1440204600 T-L-M27×1.5(9-16) 12 25 30 27 27-27.3 25

1440204700 T-L-M28×1.5(13-18) 12 25 30 28 28-28.3 25

1440204800 T-L-M28×1.5(9-16) 12 25 30 28 28-28.3 25

1440204900 T-L-M30×1.5(13-18) 12 25 30/32 30 30-30.3 25

1440205000 T-L-M30×1.5(9-16) 12 25 30/32 30 30-30.3 25

1440205100 T-L-M30×1.5(12-21) 12 26 30/32 30 30-30.3 25

1440205200 T-L-M30×1.5(7-15) 12 26 30/32 30 30-30.3 25

1440205300 T-L-M32×1.5(13-18) 12 25 34 32 32-32.3 10

1440205400 T-L-M32×1.5(9-16) 12 25 34 32 32-32.3 10

1440205500 T-L-M32×1.5(12-21) 12 26 34 32 32-32.3 10

1440205600 T-L-M32×1.5(7-15) 12 26 34 32 32-32.3 10

1440205700 T-L-M32×1.5(18-25) 12 30 40 32 32-32.3 10

1440205800 T-L-M32×1.5(13-20) 12 30 40 32 32-32.3 10

1440205900 T-L-M33×1.5(18-25) 12 30 40 33 33-33.3 10

1440206000 T-L-M33×1.5(13-20) 12 30 40 33 33-33.3 10

1440206100 T-L-M36×1.5(18-25) 12 30 40 36 36-36.3 10

1440206200 T-L-M36×1.5(13-20) 12 30 40 36 36-36.3 10

1440206300 T-L-M37×1.5(18-25) 12 30 40 37 37-37.3 10

1440206400 T-L-M37×1.5(13-20) 12 30 40 37 37-37.3 10

1440206500 T-L-M40×1.5(19-28) 15 31 44 40 40-40.3 5

1440206600 T-L-M40×1.5(15-23) 15 31 44 40 40-40.3 5

1440206700 T-L-M40×1.5(22-32) 15 35 50 40 40-40.3 5

1440206800 T-L-M40×1.5(20-26) 15 35 50 40 40-40.3 5

1440206900 T-L-M42×1.5(22-32) 15 35 50 42 42-42.3 5

1440207000 T-L-M42×1.5(20-26) 15 35 50 42 42-42.3 5

1440207100 T-L-M47×1.5(22-32) 15 35 50 47 47-47.3 5

1440207200 T-L-M47×1.5(20-26) 15 35 50 47 47-47.3 5

1440207300 T-L-M48×1.5(22-32) 15 35 50/52 48 48-48.3 5

1440207400 T-L-M48×1.5(20-26) 15 35 50/52 48 48-48.3 5

1440207500 T-L-M50×1.5(27-35) 15 37 55 50 50-50.3 5

1440207600 T-L-M50×1.5(22-29) 15 37 55 50 50-50.3 5

1440207700 T-L-M50×1.5(32-38) 15 38 57 50 50-50.3 5

1440207800 T-L-M50×1.5(25-31) 15 38 57 50 50-50.3 5

1440207900 T-L-M54×1.5(32-38) 15 38 57 54 54-54.3 5

1440208000 T-L-M54×1.5(25-31) 15 38 57 54 54-54.3 5

1440208100 T-L-M56×1.5(32-38) 15 38 57/59 56 56-56.3 5

1440208200 T-L-M56×1.5(25-31) 15 38 57/59 56 56-56.3 5

1440208300 T-L-M60×1.5(37-44) 15 40 64 60 60-60.3 4

1440208400 T-L-M60×1.5(29-35) 15 40 64 60 60-60.3 4

1440208500 T-L-M63×1.5(37-44) 15 40 64/68 63 63-63.3 4

1440208600 T-L-M63×1.5(29-35) 15 40 64/68 63 63-63.3 4

1440208700 T-L-M64×1.5(37-44) 15 40 64/68 64 64-64.3 4

1440208800 T-L-M64×1.5(29-35) 15 40 64/68 64 64-64.3 4
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驱易电气 ® ┃金属电缆接头

T-SU 标准螺纹 微型金属电缆接头
T-SU Standard Thread Minitype Brass Cable Gland

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于有密封小直径导线要求的仪器

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440300100 T-SU-M6×1(2-3.2) 6 10 8 6 6-6.2 100

1440300200 T-SU-M8×0.75(2-4.5) 3.5 13 11 8 8-8.2 100

1440300300 T-SU-M8×1.25(3-5) 6 13 11 8 8-8.2 100

1440300400 T-SU-M10×1.5(4-6) 6 14 12 10 10-10.2 100

1440300500 T-SU-PG7(2-4.5) 3.5 14 11/15 12.5 12.5-12.8 100

1440300600 T-SU-M8×1.25(3-5) 10 13 11 8 8-8.2 100

1440300700 T-SU-M10×1.5(4-6) 10 14 12 10 10-10.2 100
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T-SU-L 标准螺纹超 大型金属电缆接头
T-SU-L Standard Thread Large Type Brass Cable Gland

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：具备很高的机械强度，用于粗大的电缆通过

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: with high mechanical strength for through the thick cable

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440300800 T-SU-L-M63×1.5(48-55) 10 42 75 63 63-63.3 1

1440300900 T-SU-L-M72×2(48-55) 15 45 80 72 72-72.3 1

1440301000 T-SU-L-M75×2(48-55) 15 45 80 75 75-75.3 1

1440301100 T-SU-L-M75×2(53-60) 15 45 85 75 75-75.3 1

1440301200 T-SU-L-M76×2(54-62) 15 45 85 76 76-76.3 1

1440301300 T-SU-L-M80×2(58-65) 15 47 90 80 80-80.3 1

1440301400 T-SU-L-M88×2(63-70) 15 47 100 88 88-88.3 1

1440301500 T-SU-L-M90×2(63-70) 15 47 100 90 90-90.3 1

1440301600 T-SU-L-M90×2(68-75) 20 47 100 90 90-90.3 1

1440301700 T-SU-L-M100×2(73-80) 20 55 110 100 100-100.3 1

1440301800 T-SU-L-M100×2(78-85) 20 55 110 100 100-100.3 1

1440301900 T-SU-L-M110×2(83-90) 20 55 120 110 110-110.3 1

1440302000 T-SU-L-M114×2(86-93) 22 55 125 114 114-114.3 1

1440302100 T-SU-L-M120×2(88-95) 22 60 130 120 120-120.3 1

1440302200 T-SU-L-M120×2(93-100) 22 60 130 120 120-120.3 1

1440302300 T-SU-L-M125×2(95-102) 22 60 138 125 125-125.3 1

1440302400 T-SU-L-M150×2(100-108) 25 65 160 150 150-150.3 1

1440302500 T-SU-L-M150×2(106-115) 25 65 160 150 150-150.3 1

1440302600 T-SU-L-M150×2(110-120) 25 65 160 150 150-150.3 1

1440302700 T-SU-L-NPT2½(48-55) 23 45 80 72.699 72.7-73 1

1440302800 T-SU-L-NPT2½(53-60) 23 45 85 72.699 72.7-73 1

1440302900 T-SU-L-NTP3(58-65) 26 46 90/95 88.608 88.7-89 1

1440303000 T-SU-L-NTP3(63-70) 26 46 100 88.608 88.7-89 1
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440303100 T-SU-L-NTP4(68-75) 28 55 100/120 113.973 114-115 1

1440303200 T-SU-L-NTP4(73-80) 28 55 100/120 113.973 114-115 1

1440303300 T-SU-L-NTP4(78-85) 28 55 100/120 113.973 114-115 1

1440303400 T-SU-L-NTP4(83-90) 28 55 120 113.973 114-115 1

1440303500 T-SU-L-G2½(48-55) 18 45 80 75.184 75.2-75.7 1

1440303600 T-SU-L-G2½(53-60) 18 45 85 75.184 75.2-75.7 1

1440303700 T-SU-L-G3(58-65) 18 45 90/95 87.884 87.9-88.5 1

1440303800 T-SU-L-G3(63-70) 18 45 100 87.884 87.9-88.5 1

1440303900 T-SU-L-G4(68-75) 22 55 100/120 113.030 113.1-114 1

1440304000 T-SU-L-G4(73-80) 22 55 100/120 113.030 113.1-114 1

1440304100 T-SU-L-G4(78-85) 22 55 100/120 113.030 113.1-114 1

1440304200 T-SU-L-G4(83-90) 22 55 120 113.030 113.1-114 1

1440304300 T-SU-L-G4½(95-102) 25 60 138 125.730 125.8-127 1

订货号 (P.N.) 产品型号 Model 本体高度 H(mm) 扳手直径 (mm) 包装 Pack

1440400100 T-SU-L-MNG-M72×2 8 85 1

1440400200 T-SU-L-MNG-M75×2 8 85 1

1440400300 T-SU-L-MNG-M76×2 8 85 1

1440400400 T-SU-L-MNG-M80×2 8 90 1

1440400500 T-SU-L-MNG-M90×2 8 100 1

1440400600 T-SU-L-MNG-M100×2 11 115 1

1440400700 T-SU-L-MNG-M110×2 11 125 1

1440400800 T-SU-L-MNG-M114×2 12 130 1

1440400900 T-SU-L-MNG-M120×2 12 140 1

1440401000 T-SU-L-MNG-M125×2 12 145 1

1440401100 T-SU-L-MNG-M150×2 12 170 1

1440401200 T-SU-L-MNG-NPT2½ 9 85 1

1440401300 T-SU-L-MNG-NPT3 10 100 1

1440401400 T-SU-L-MNG-NPT4 11 145 1

1440401500 T-SU-L-MNG-G2½ 7 80 1

1440401600 T-SU-L-MNG-G3 8 95 1

1440401700 T-SU-L-MNG-G4 11 125 1

1440401800 T-SU-L-MNG-G4½ 12 145 1

T-SU-L-MNG 螺母
T-SU-L-MNG Nut
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T-SP 标准螺纹 金属平口式电缆接头
T-SP Standard Thread Flat Type Brass Cable Gland

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP68,IP65( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于要求不高的电缆保护，适合于室内电气控制设备

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430

・	Test Standard : EN50262/EN62444

・	Protection class: IP68,IP65(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: For less demanding cable protection, suitable for indoor 

electrical control equipment.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1440500100 T-SP-PG7(6-8) 6 15 13/14 12.5 12.5-12.8 100

1440500200 T-SP-PG9(8-10) 6 15 15/17 15.2 15.2-15.5 50

1440500300 T-SP-PG11(10-12) 6 17 18/20 18.6 18.6-18.9 50

1440500400 T-SP-PG13.5(12-14) 6.5 20 20/22 20.4 20.4-20.7 50

1440500500 T-SP-PG16(14-16) 6.5 22 22/24 22.5 22.5-22.8 50

1440500600 T-SP-PG21(17-19) 7 24 28/30 28.3 28.3-28.6 25

1440500700 T-SP-PG29(26-28) 8 26 37/40 37 37-37.3 10

1440500800 T-SP-PG36(33-35) 9 30 47/50 47 47-47.3 5

1440500900 T-SP-PG42(39-41) 10 34 54/57 54 54-54.3 5

1440501000 T-SP-PG48(45-47) 10 37 60/64 59.3 59.3-59.6 4

1440501100 T-SP-M12×1.5(6-8) 6 15 13/14 12 12-12.3 100

1440501200 T-SP-M16×1.5(8-10) 6 15 15/18 16 16-16.3 50

1440501300 T-SP-M18×1.5(10-12) 6 17 18/20 18 18-18.3 50

1440501400 T-SP-M20×1.5(10-12) 6.5 17 18/22 20 20-20.3 50

1440501500 T-SP-M20×1.5(12-14) 6.5 20 20/22 20 20-20.3 50

1440501600 T-SP-M20×1.5(14-16) 6.5 22 22/24 20 20-20.3 50

1440501700 T-SP-M25×1.5(17-19) 7 24 28/30 25 25-25.3 25

1440501800 T-SP-M32×1.5(26-28) 8 26 37/40 32 32-32.3 10

1440501900 T-SP-M40×1.5(33-35) 9 30 47/50 40 40-40:3 5

1440502000 T-SP-M50×1.5(39-41) 10 34 54/57 50 50-50.3 5

1440502100 T-SP-M63×1.5(43-45) 10 37 60/68 63 63-63.3 4
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驱易电气 ® ┃金属电缆接头

T-SF 标准螺纹 金属防折弯电缆接头
T-SF Short Thread Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1450100100 T-SF-PG7(3-6.5) 5 53 14 12.5 12.5-12.8 50

1450100200 T-SF-PG7(2-5) 5 53 14 12.5 12.5-12.8 50

1450100300 T-SF-PG9(4-8) 6 66 17 15.2 15.2-15.5 50

1450100400 T-SF-PG9(2-6) 6 66 17 15.2 15.2-15.5 50

1450100500 T-SF-PG11(5-10) 6 77 20 18.6 18.6-18.9 20

1450100600 T-SF-PG11(3-7) 6 77 20 18.6 18.6-18.9 20

1450100700 T-SF-PG13.5(6-12) 6.5 88 22 20.4 20.4-20.7 20

1450100800 T-SF-PG13.5(5-9) 6.5 88 22 20.4 20.4-20.7 20

1450100900 T-SF-PG16(10-14) 6.5 98 24 22.5 22.5-22.8 20

1450101000 T-SF-PG16(7-12) 6.5 98 24 22.5 22.5-22.8 20

1450101100 T-SF-PG21(13-18) 7 111 30 28.3 28.3-28.6 10

1450101200 T-SF-PG21(9-16) 7 111 30 28.3 28.3-28.6 10

1450101300 T-SF-M12×1.5(3-6.5) 5 53 14 12 12-12.3 50

1450101400 T-SF-M12×1.5(2-5) 5 53 14 12 12-12.3 50

1450101500 T-SF-M12×1.5(4-8) 6 66 17 12 12-12.3 50

1450101600 T-SF-M12×1.5(2-6) 6 66 17 12 12-12.3 50

1450101700 T-SF-M14×1.5(4-8) 6 66 17 14 14-14.3 50

1450101800 T-SF-M14×1.5(2-6) 6 66 17 14 14-14.3 50

1450101900 T-SF-M16×1.5(4-8) 6 66 17 16 16-16.3 50

1450102000 T-SF-M16×1.5(2-6) 6 66 17 16 16-16.3 50

1450102100 T-SF-M16×1.5(5-10) 6 77 20 16 16-16.3 20

1450102200 T-SF-M16×1.5(3-7) 6 77 20 16 16-16.3 20

1450102300 T-SF-M18×1.5(5-10) 6 77 20 18 18-18.3 20

1450102400 T-SF-M18×1.5(3-7) 6 77 20 18 18-18.3 20

1450102500 T-SF-M20×1.5(6-12) 6.5 88 22 20 20-20.3 20
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1450102600 T-SF-M20×1.5(5-9) 6.5 88 22 20 20-20.3 20

1450102700 T-SF-M20×1.5(10-14) 6.5 98 24 20 20-20.3 20

1450102800 T-SF-M20×1.5(7-12) 6.5 98 24 20 20-20.3 20

1450102900 T-SF-M22×1.5(10-14) 6.5 98 24 22 22-22.3 20

1450103000 T-SF-M22×1.5(7-12) 6.5 98 24 22 22-22.3 20

1450103100 T-SF-M24×1.5(12-14) 6.5 98 24/27 24 24-24.3 10

1450103200 T-SF-M24×1.5(7-12) 6.5 98 24/27 24 24-24.3 10

1450103300 T-SF-M25×1.5(13-18) 7 111 30 25 25-25.3 10

1450103400 T-SF-M25×1.5(9-16) 7 111 30 25 25-25.3 10

1450103500 T-SF-M27×1.5(13-18) 7 111 30 27 27-27.3 10

1450103600 T-SF-M27×1.5(9-16) 7 111 30 27 27-27.3 10

1450103700 T-SF-M28×1.5(13-18) 7 111 30 28 28-28.3 10

1450103800 T-SF-M28×1.5(9-16) 7 111 30 28 28-28.3 10

1450103900 T-SF-M30×1.5(13-18) 8 111 30/32 30 30-30.3 10

1450104000 T-SF-M30×1.5(9-16) 8 111 30/32 30 30-30.3 10

1450104100 T-SF-NPT1/4(3-6.5) 8 53 14/15 13.7 13.7-14 50

1450104200 T-SF-NPT1/4(2-5) 8 53 14/15 13.7 13.7-14 50

1450104300 T-SF-NPT1/4(4-8) 8 66 17 13.7 13.7-14 50

1450104400 T-SF-NPT1/4(2-6) 8 66 17 13.7 13.7-14 50

1450104500 T-SF-NPT3/8(4-8) 15 66 17/18 17 17-17.3 20

1450104600 T-SF-NPT3/8(2-6) 15 66 17/18 17 17-17.3 20

1450104700 T-SF-NPT3/8(5-10) 15 77 20 17 17-17.3 20

1450104800 T-SF-NPT3/8(3-7) 15 77 20 17 17-17.3 20

1450104900 T-SF-NPT1/2(6-12) 13 88 22 21.2 21.2-21.5 50

1450105000 T-SF-NPT1/2(5-9) 13 88 22 21.2 21.2-21.5 20

1450105100 T-SF-NPT1/2(10-14) 13 98 24 21.2 21.2-21.5 20

1450105200 T-SF-NPT1/2(7-12) 13 98 24 21.2 21.2-21.5 20

1450105300 T-SF-NPT3/4(13-18) 15 111 30 26.6 26.6-26.9 10

1450105400 T-SF-NPT3/4(9-16) 15 111 30 26.6 26.6-26.9 10

1450200100 T-SF-G1/4(3-6.5) 7 53 14/15 13.1 13.1-13.4 50

1450200200 T-SF-G1/4(2-5) 7 53 14/15 13.1 13.1-13.4 50

1450200300 T-SF-G1/4(4-8) 7 66 17 13.1 13.1-13.4 50

1450200400 T-SF-G1/4(2-6) 7 66 17 13.1 13.1-13.4 50

1450200500 T-SF-G3/8(4-8) 8 66 17/18 16.6 16.6-16.9 20

1450200600 T-SF-G3/8(2-6) 8 66 17/18 16.6 16.6-16.9 20

1450200700 T-SF-G3/8(5-10) 8 77 20 16.6 16.6-16.9 20

1450200800 T-SF-G3/8(3-7) 8 77 20 16.6 16.6-16.9 20

1450200900 T-SF-G1/2(6-12) 8 88 22 20.9 20.9-21.2 20

1450201000 T-SF-G1/2(5-9) 8 88 22 20.9 20.9-21.2 20

1450201100 T-SF-G1/2(10-14) 8 98 24 20.9 20.9-20.2 20

1450201200 T-SF-G1/2(7-12) 8 98 24 20.9 20.9-20.2 20

1450201300 T-SF-G3/4(13-18) 8 111 30 26.4 26.4-26.7 10

1450201400 T-SF-G3/4(9-16) 8 111 30 26.4 26.4-26.7 10
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驱易电气 ® ┃金属电缆接头

T-LF 加长螺纹 金属防折弯电缆接头
T-LF Long Thread Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1450300100 T-LF-PG7(3-6.5) 10 53 14 12.5 12.5-12.8 50
1450300200 T-LF-PG7(2-5) 10 53 14 12.5 12.5-12.8 50
1450300300 T-LF-PG9(4-8) 10 66 17 15.2 15.2-15.5 50
1450300400 T-LF-PG9(2-6) 10 66 17 15.2 15.2-15.5 50
1450300500 T-LF-PG11(5-10) 10 77 20 18.6 18.6-18.9 20
1450300600 T-LF-PG11(3-7) 10 77 20 18.6 18.6-18.9 20
1450300700 T-LF-PG13.5(6-12) 10 88 22 20.4 20.4-20.7 20
1450300800 T-LF-PG13.5(5-9) 10 88 22 20.4 20.4-20.7 20
1450300900 T-LF-PG16(10-14) 10 98 24 22.5 22.5-22.8 20
1450301000 T-LF-PG16(7-12) 10 98 24 22.5 22.5-22.8 20
1450301100 T-LF-PG21(13-18) 12 111 30 28.3 28.3-28.6 10
1450301200 T-LF-PG21(9-16) 12 111 30 28.3 28.3-28.6 10
1450301300 T-LF-M12×1.5(3-6.5) 10 53 14 12 12-12.3 50
1450301400 T-LF-M12×1.5(2-5) 10 53 14 12 12-12.3 50
1450301500 T-LF-M12×1.5(4-8) 10 66 17 12 12-12.3 50
1450301600 T-LF-M12×1.5(2-6) 10 66 17 12 12-12.3 50
1450301700 T-LF-M14×1.5(4-8) 10 66 17 14 14-14.3 50
1450301800 T-LF-M14×1.5(2-6) 10 66 17 14 14-14.3 50
1450301900 T-LF-M16×1.5(4-8) 10 66 17 16 16-16.3 50
1450302000 T-LF-M16×1.5(2-6) 10 66 17 16 16-16.3 50
1450302100 T-LF-M16×1.5(5-10) 10 77 20 16 16-16.3 20
1450302200 T-LF-M16×1.5(3-7) 10 77 20 16 16-16.3 20
1450302300 T-LF-M18×1.5(5-10) 10 77 20 18 18-18.3 20
1450302400 T-LF-M18×1.5(3-7) 10 77 20 18 18-18.3 20
1450302500 T-LF-M20×1.5(6-12) 10 88 22 20 20-20.3 20
1450302600 T-LF-M20×1.5(5-9) 10 88 22 20 20-20.3 20
1450302700 T-LF-M20×1.5(10-14) 10 98 24 20 20-20.3 20
1450302800 T-LF-M20×1.5(7-12) 10 98 24 20 20-20.3 50
1450302900 T-LF-M22×1.5(10-14) 10 98 24 22 22-22.3 20
1450303000 T-LF-M22×1.5(7-12) 10 98 24 22 22-22.3 20
1450303100 T-LF-M24×1.5(12-14) 10 98 24/27 24 24-24.3 20
1450303200 T-LF-M24×1.5(7-12) 10 98 24/27 24 24-24.3 20
1450303300 T-LF-M25×1.5(13-18) 12 111 30 25 25-25.3 10
1450303400 T-LF-M25×1.5(9-16) 12 111 30 25 25-25.3 10
1450303500 T-LF-M27×1.5(13-18) 12 111 30 27 27-27.3 10
1450303600 T-LF-M27×1.5(9-16) 12 111 30 27 27-27.3 10
1450303700 T-LF-M28×1.5(13-18) 12 111 30 28 28-28.3 10
1450303800 T-LF-M28×1.5(9-16) 12 111 30 28 28-28.3 10
1450303900 T-LF-M30×1.5(13-18) 12 111 30/32 30 30-30.3 10
1450304000 T-LF-M30×1.5(9-16) 12 111 30/32 30 30-30.3 10
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T-Z 标准螺纹金属抗拉力电缆接头
T-Z Standard Thread Metal Stretching Resistance Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于对线缆密封，抗拉有特别要求的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1460100100 T-Z-PG7(3-6.5) 5 25 14 12.5 12.5-12.8 50

1460100200 T-Z-PG9(4-8) 6 27 17 15.2 15.2-15.5 50

1460100300 T-Z-PG11(5-10) 6 29 20 18.6 18.6-18.9 50

1460100400 T-Z-PG13.5(6-12) 6.5 31 22 20.4 20.4-20.7 50

1460100500 T-Z-PG16(10-14) 6.5 31 24 22.5 22.5-22.8 50

1460100600 T-Z-PG21(13-18) 7 37 30 28.3 28.3-28.6 20

1460100700 T-Z-PG29(18-25) 8 42 40 37 37-37.3 10

1460100800 T-Z-PG36(22-32) 8 48 50 47 47-47.3 4

1460100900 T-Z-PG42(32-38) 9 50 57 54 54-54.3 4

1460101000 T-Z-PG48(37-44) 10 51 64 59.3 59.3-59.6 4

1460101100 T-Z-M12×1.5(3-6.5) 5 25 14 12 12-12.3 50

1460101200 T-Z-M12×1.5(4-8) 6 27 17 12 12-12.3 50

1460101300 T-Z-M14×1.5(4-8) 6 27 17 14 14-14.3 50

1460101400 T-Z-M16×1.5(4-8) 6 27 17 16 16-16.3 50

1460101500 T-Z-M16×1.5(5-10) 6 29 20 16 16-16.3 50

1460101600 T-Z-M18×1.5(5-10) 6 29 20 18 18-18.3 50

1460101700 T-Z-M20×1.5(6-12) 6.5 31 22 20 20-20.3 50

1460101800 T-Z-M20×1.5(10-14) 6.5 31 24 20 20-20.3 50

1460101900 T-Z-M22×1.5(10-14) 6.5 31 24 22 22-22.3 50

1460102000 T-Z-M24×1.5(10-14) 6.5 31 24/27 24 24-24.3 50

1460102100 T-Z-M25×1.5(13-18) 7 37 30 25 25-25.3 20

1460102200 T-Z-M27×1.5(13-18) 7 37 30 27 27-27.3 20

1460102300 T-Z-M28×1.5(13-18) 7 37 30 28 28-28.3 20
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1460102400 T-Z-M30×1.5(13-18) 8 37 30/32 30 30-30.3 20

1460102500 T-Z-M32×1.5(18-25) 8 42 40 32 32-32.3 10

1460102600 T-Z-M33×1.5(18-25) 8 42 40 33 33-33.3 10

1460102700 T-Z-M36×1.5(18-25) 8 42 40 36 36-36.3 10

1460102800 T-Z-M37×1.5(18-25) 8 42 40 37 37-37.3 10

1460102900 T-Z-M40×1.5(22-32) 8 48 50 40 40-40.3 4

1460103000 T-Z-M42×1.5(22-32) 8 48 50 42 42-42.3 4

1460103100 T-Z-M47×1.5(22-32) 8 48 50 47 47-47.3 4

1460103200 T-Z-M48×1.5(22-32) 8 48 50/52 48 48-48.3 4

1460103300 T-Z-M50×1.5(32-38) 9 50 57 50 50-50.3 4

1460103400 T-Z-M54×1.5(32-38) 9 50 57 54 54-54.3 4

1460103500 T-Z-M56×1.5(32-38) 9 50 57/59 56 56-56.3 4

1460103600 T-Z-M60×1.5(37-44) 10 51 64 60 60-60.3 4

1460103700 T-Z-M63×1.5(37-44) 10 51 64/68 63 63-63.3 4

1460103800 T-Z-M64×1.5(37-44) 10 51 64/68 64 64-64.3 4

1460103900 T-Z-NPT1/4"(3-6.5) 8 25 14/15 13.7 13.7-14 50

1460104000 T-Z-NPT1/4"(4-8) 8 27 17 13.7 13.7-14 50

1460104100 T-Z-NPT3/8"(4-8) 15 27 17/18 17 17-17.3 50

1460104200 T-Z-NPT3/8"(5-10) 15 29 20 17 17-17.3 50

1460104300 T-Z-NPT1/2"(6-12) 13 31 22 21.2 21.2-21.5 50

1460104400 T-Z-NPT1/2"(10-14) 13 31 24 21.2 21.2-21.5 50

1460104500 T-Z-NPT3/4"(13-18) 15 37 30 26.6 26.6-26.9 20

1460104600 T-Z-NPT1"(18-25) 16 42 40 33.3 33.3-33.6 10

1460104700 T-Z-NPT1¼"(18-25) 18 42 40/44 42 42-42.3 10

1460104800 T-Z-NPT1¼"(22-32) 18 48 50 42 42-42.3 4

1460104900 T-Z-NPT1½"(22-32) 18 48 50 48 48-48.3 4

1460105000 T-Z-NPT1½"(32-38) 18 50 57 48 48-48.3 4

1460105100 T-Z-NPT2"(37-44) 18 51 64 60 60-60.3 4

1460105200 T-Z-G1/4"(3-6.5) 7 25 14/15 13.1 13.1-13.4 50

1460105300 T-Z-G1/4"(4-8) 7 27 17 13.1 13.1-13.4 50

1460105400 T-Z-G3/8"(4-8) 8 27 17/18 16.6 16.6-16.9 50

1460105500 T-Z-G3/8"(5-10) 8 29 20 16.6 16.6-16.9 50

1460105600 T-Z-G1/2"(6-12) 8 31 22 20.9 20.9-21.2 50

1460105700 T-Z-G1/2"(10-14) 8 31 24 20.9 20.9-21.2 50

1460105800 T-Z-G3/4"(13-18) 8 37 30 26.4 26.4-26.7 20

1460105900 T-Z-G1"(18-25) 10 42 40 33.2 33.2-33.5 10

1460106000 T-Z-G1¼"(18-25) 10 42 40/44 41.9 41.9-42.2 10

1460106100 T-Z-G1¼"(22-32) 10 48 50 41.9 41.9-42.2 4

1460106200 T-Z-G1½"(22-32) 10 48 50 47.8 47.8-48.1 4

1460106300 T-Z-G1½"(32-38) 10 50 57 47.8 47.8-48.1 4

1460106400 T-Z-G2"(37-44) 12 51 64 59.6 59.6-59.9 4
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T-LZ 加长螺纹 金属抗拉力电缆接头
T-LZ Long Thread Metal Stretching Resistance Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于对线缆密封，抗拉有特别要求的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1460200100 T-LZ-PG7(3-6.5) 10 25 14 12.5 12.5-12.8 50
1460200200 T-LZ-PG9(4-8) 10 27 17 15.2 15.2-15.5 50
1460200300 T-LZ-PG11(5-10) 10 29 20 18.6 18.6-18.9 50
1460200400 T-LZ-PG13.5(6-12) 10 31 22 20.4 20.4-20.7 50
1460200500 T-LZ-PG16(10-14) 10 31 24 22.5 22.5-22.8 50
1460200600 T-LZ-PG21(13-18) 12 37 30 28.3 28.3-28.6 20
1460200700 T-LZ-PG29(18-25) 12 42 40 37 37-37.3 10
1460200800 T-LZ-PG36(22-32) 15 48 50 47 47-47.3 4
1460200900 T-LZ-PG42(32-38) 15 50 57 54 54-54.3 4
1460201000 T-LZ-PG48(37-44) 15 51 64 59.3 59.3-59.6 4
1460201100 T-LZ-M12×1.5(3-6.5) 10 25 14 12 12-12.3 50
1460201200 T-LZ-M12×1.5(4-8) 10 27 17 12 12-12.3 50
1460201300 T-LZ-M14×1.5(4-8) 10 27 17 14 14-14.3 50
1460201400 T-LZ-M16×1.5(4-8) 10 27 17 16 16-16.3 50
1460201500 T-LZ-M16×1.5(5-10) 10 29 20 16 16-16.3 50
1460201600 T-LZ-M18×1.5(5-10) 10 29 20 18 18-18.3 50
1460201700 T-LZ-M20×1.5(6-12) 10 31 22 20 20-20.3 50
1460201800 T-LZ-M20×1.5(10-14) 10 31 24 20 20-20.3 50
1460201900 T-LZ-M22×1.5(10-14) 10 31 24 22 22-22.3 50
1460202000 T-LZ-M24×1.5(10-14) 10 31 24/27 24 24-24.3 50
1460202100 T-LZ-M25×1.5(13-18) 12 37 30 25 25-25.3 20
1460202200 T-LZ-M27×1.5(13-18) 12 37 30 27 27-27.3 20
1460202300 T-LZ-M28×1.5(13-18) 12 37 30 28 28-28.3 20
1460202400 T-LZ-M30×1.5(13-18) 12 37 30/32 30 30-30.3 20
1460202500 T-LZ-M32×1.5(18-25) 12 42 40 32 32-32.3 10
1460202600 T-LZ-M33×1.5(18-25) 12 42 40 33 33-33.3 10
1460202700 T-LZ-M36×1.5(18-25) 12 42 40 36 36-36.3 10
1460202800 T-LZ-M37×1.5(18-25) 12 42 40 37 37-37.3 10
1460202900 T-LZ-M40×1.5(22-32) 15 48 50 40 40-40.3 4
1460203000 T-LZ-M42×1.5(22-32) 15 48 50 42 42-42.3 4
1460203100 T-LZ-M47×1.5(22-32) 15 48 50 47 47-47.3 4
1460203200 T-LZ-M48×1.5(22-32) 15 48 50/52 48 48-48.3 4
1460203300 T-LZ-M50×1.5(32-38) 15 50 57 50 50-50.3 4
1460203400 T-LZ-M54×1.5(32-38) 15 50 57 54 54-54.3 4
1460203500 T-LZ-M56×1.5(32-38) 15 50 57/59 56 56-56.3 4
1460203600 T-LZ-M60×1.5(37-44) 15 51 64 60 60-60.3 4
1460203700 T-LZ-M63×1.5(37-44) 15 51 64/68 63 63-63.3 4
1460203800 T-LZ-M64×1.5(37-44) 15 51 64/68 64 64-64.3 4
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驱易电气 ® ┃金属电缆接头

T-SPZ 标准螺纹 金属平口式抗拉力电缆接头
T-SPZ Standard Thread Metal Flat Type With Stretching Resistance Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：适用于对线缆密封，抗拉有特别要求的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for all sealing, fixed, non-slip, the occasion of high 

temperature requirements.

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1460300100 T-SPZ-PG7(6-8) 6 22 14/16 12.5 12.5-12.8 50

1460300200 T-SPZ-PG9(8-10) 6 25 17/19 15.2 15.2-15.5 50

1460300300 T-SPZ-PG11(10-12) 6 26 20/22 18.6 18.6-18.9 50

1460300400 T-SPZ-PG13.5(12-14) 6.5 27.5 22/24 20.4 20.4-20.7 50

1460300500 T-SPZ-PG16(14-16) 6.5 28.5 24/26 22.5 22.5-22.8 50

1460300600 T-SPZ-PG21(17-19) 7 33 30/33 28.3 28.3-28.6 20

1460300700 T-SPZ-PG29(26-28) 8 36 40/41 37 37-37.3 10

1460300800 T-SPZ-PG36(33-35) 9 41 50/52 47 47-47.3 4

1460300900 T-SPZ-PG42(39-41) 10 45 57/59 54 54-54.3 4

1460301000 T-SPZ-PG48(45-47) 10 48 64/64 59.3 59.3-59.6 4

1460301100 T-SPZ-M12×1.5(6-8) 6 22 14/16 12 12-12.3 50

1460301200 T-SPZ-M16×1.5(8-10) 6 25 18/19 15 16-16.3 50

1460301300 T-SPZ-M18×1.5(10-12) 6 26 20/22 18 18-18.3 50

1460301400 T-SPZ-M20×1.5(10-12) 6.5 26 22/22 20 20-20.3 50

1460301500 T-SPZ-M20×1.5(12-14) 6.5 27.5 22/24 20 20-20.3 50

1460301600 T-SPZ-M20×1.5(14-16) 6.5 28.5 24/26 20 20-20.3 50

1460301700 T-SPZ-M25×1.5(17-19) 7 33 30/33 25 25-25.3 20

1460301800 T-SPZ-M32×1.5(26-28) 8 36 40/42 32 32-32.3 10

1460301900 T-SPZ-M40×1.5(33-35) 9 41 50/52 40 40-40:3 4

1460302000 T-SPZ-M50×1.5(39-41) 10 45 57/59 50 50-50.3 4

1460302100 T-SPZ-M63×1.5(43-45) 10 48 64/68 63 63-63.3 4
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T-H 标准螺纹 金属内螺纹螺帽电缆接头
T-H Short Thread Metal Internal Thread Nut Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：需要达到密封和抗拉，同时需要外接软管的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It need to have seal and tensile, while the need for external hoses 

occasions

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)

内螺纹
IG

(mm)

内螺纹长度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1470100100 T-H-PG7(3-6.5) 5 29 PG7 11 14 12.5 12.5-12.8 10

1470100200 T-H-PG7(2-5) 5 29 PG7 11 14 12.5 12.5-12.8 10

1470100300 T-H-PG9(4-8) 6 31 PG9 11 17 15.2 15.2-15.5 10

1470100400 T-H-PG9(2-6) 6 31 PG9 11 17 15.2 15.2-15.5 10

1470100500 T-H-PG11(5-10) 6 33 PG11 12 20 18.6 18.6-18.9 10

1470100600 T-H-PG11(3-7) 6 33 PG11 12 20 18.6 18.6-18.9 10

1470100700 T-H-PG13.5(6-12) 6.5 35 PG13.5 13 22 20.4 20.4-20.7 10

1470100800 T-H-PG13.5(5-9) 6.5 35 PG13.5 13 22 20.4 20.4-20.7 10

1470100900 T-H-PG16(10-14) 6.5 37 PG16 13 24 22.5 22.5-22.8 10

1470101000 T-H-PG16(7-12) 6.5 37 PG16 13 24 22.5 22.5-22.8 10

1470101100 T-H-PG21(13-18) 7 38 PG21 13 30 28.3 28.3-28.6 10

1470101200 T-H-PG21(9-16) 7 38 PG21 13 30 28.3 28.3-28.6 10

1470101300 T-H-PG29(18-25) 8 45 PG29 15 40 37 37-37.3 5

1470101400 T-H-PG29(13-20) 8 45 PG29 15 40 37 37-37.3 5

1470101500 T-H-PG36(22-32) 9 50 PG36 15 50 47 47-47.3 5

1470101600 T-H-PG36(20-26) 9 50 PG36 15 50 47 47-47.3 5

1470101700 T-H-PG48(37-44) 10 56 PG48 16 64 59.3 59.3-59.6 5

1470101800 T-H-PG48(29-35) 10 56 PG48 16 64 59.3 59.3-59.6 5

1470101900 T-H-M12×1.5(3-6.5) 5 29 M12x1.5 11 14 12 12-12.3 10

1470102000 T-H-M12×1.5(2-5) 5 29 M12x1.5 11 14 12 12-12.3 10

1470102100 T-H-M16×1.5(4-8) 6 31 M16x1.5 11 17 16 16-16.3 10

1470102200 T-H-M16×1.5(2-6) 6 31 M16X1.5 11 17 16 16-16.3 10

1470102300 T-H-M16×1.5(5-10) 6 33 M16X1.5 11 20 16 16-16.3 10

1470102400 T-H-M16×1.5(3-7) 6 33 M16x1.5 11 20 16 16-16.3 10

1470102500 T-H-M18×1.5(5-10) 6 33 M18x1.5 12 20 18 18-18.3 10

1470102600 T-H-M18×1.5(3-7) 6 33 M18X1.5 12 20 18 18-18.3 10

1470102700 T-H-M20×1.5(6-12) 6.5 35 M20x1.5 13 22 20 20-20.3 10

1470102800 T-H-M20×1.5(5-9) 6.5 35 M20x1_5 13 22 20 20-20.3 10

1470102900 T-H-M20×1.5(10-14) 6.5 37 M20x1.5 13 24 20 20-20.3 10

1470103000 T-H-M20×1.5(7-12) 6.5 37 M20x1.5 13 24 20 20-20.3 10

1470103100 T-H-M22×1.5(10-14) 6.5 37 M22x1_5 13 24 22 22-22.3 10

53

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)

内螺纹
IG

(mm)

内螺纹长度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1470103200 T-H-M22×1.5(7-12) 6.5 37 M22x1.5 13 24 22 22-22.3 10

1470103300 T-H-M25×1.5(13-18) 7 38 M25x1.5 13 30 25 25-25.3 10

1470103400 T-H-M25×1.5(9-16) 7 38 M25x1.5 13 30 25 25-25.3 10

1470103500 T-H-M32×1.5(18-25) 8 45 M32x1.5 15 40 32 32-32.3 5

1470103600 T-H-M32×1.5(13-20) 8 45 M32x1.5 15 40 32 32-32.3 5

1470103700 T-H-M40×1.5(22-32) 8 50 M40X1.5 15 50 40 40-40.3 5

1470103800 T-H-M40×1.5(20-26) 8 50 M40x1.5 15 50 40 40-40.3 5

1470103900 T-H-M50×1.5(32-38) 9 54 M50x1.5 16 57 50 50-50.3 5

1470104000 T-H-M50×1.5(25-31) 9 54 M50x1.5 16 57 50 50-50.3 5

1470104100 T-H-M63×1.5(37-44) 10 56 M63x1.5 16 68 63 60-60.3 5

1470104200 T-H-M63×1.5(29-35) 10 56 M63x1.5 16 68 63 60-60.3 5

1470104300 T-H-NPT1/4(3-6.5) 8 30 NPT1/4 12 14 13.7 13.7-14 10

1470104400 T-H-NPT1/4(2-5) 8 30 NPT1/4 12 14 13.7 13.7-14 10

1470104500 T-H-NPT3/8(4-8) 15 36 NPT3/8 16 17 17 17-17.3 10

1470104600 T-H-NPT3/8(2-6) 15 36 NPT3/8 16 17 17 17-17.3 10

1470104700 T-H-NPT3/8(5-10) 15 37 NPT3/8 16 20 17 17-17.3 10

1470104800 T-H-NPT3/8(3-7) 15 37 NPT3/8 16 20 17 17-17.3 10

1470104900 T-H-NPT1/2(6-12) 13 37 NPT1/2 15 22 21.2 21.2-21.5 10

1470105000 T-H-NPT1/2(5-9) 13 37 NPT1/2 15 22 21.2 21.2-21.5 10

1470105100 T-H-NPT1/2(10-14) 13 39 NPT1/2 15 24 21.2 21.2-21.5 10

1470105200 T-H-NPT1/2(7-12) 13 39 NPT1/2 15 24 21.2 21.2-21.5 10

1470105300 T-H-NPT3/4(13-18) 15 41 NPT3/4 16 30 26.2 26.2-26.5 10

1470105400 T-H-NPT3/4(9-16) 15 41 NPT3/4 16 30 26.2 26.2-26.5 10

1470105500 T-H-NPT1(18-25) 16 47 NPT1 17 40 33.3 33.3-33.6 5

1470105600 T-H-NPT1(13-20) 16 47 NPT1 17 40 33.3 33.3-33.6 5

1470105700 T-H-NPT1-1/4(22-32) 18 54 NPT1-1/4 19 50 42 42-42.3 5

1470105800 T-H-NPT1-1/4(20-26) 18 54 NPT1-1/4 19 50 42 42-42.3 5

1470105900 T-H-NPT1-1/2(22-32) 18 54 NPT1-1/2 19 50 48 48-48.3 5

1470106000 T-H-NPT1-1/2(20-26) 18 54 NPT1-1/2 19 50 48 48-48.3 5

1470106100 T-H-NPT2(37-44) 18 62 NPT2 22 64 60 60-60.3 5

1470106200 T-H-NPT2(29-35) 18 62 NPT2 22 64 60 60-60.3 5

1470106300 T-H-G1/4(3-6.5) 7 30 G1/4 12 14 13.1 13.1-13.3 10

1470106400 T-H-G1/4(2-5) 7 30 G1/4 12 14 13.1 13.1-13.3 10

1470106500 T-H-G3/8(4-8) 8 36 G3/8 16 17 16.6 16.6-16.9 10

1470106600 T-H-G3/8(2-6) 8 36 G3/8 16 17 16.6 16.6-16.9 10

1470106700 T-H-G3/8(5-10) 8 37 G3/8 16 20 16.6 16.6-16.9 10

1470106800 T-H-G3/8(3-7) 8 37 G3/8 16 20 16.6 16.6-16.9 10

1470106900 T-H-G1/2(6-12) 8 37 G1/2 15 22 20.9 20.9-21.2 10

1470107000 T-H-G1/2(5-9) 8 37 G1/2 15 22 20.9 20.9-21.2 10

1470107100 T-H-G1/2(10-14) 8 39 G1/2 15 24 20.9 20.9-21.2 10

1470107200 T-H-G1/2(7-12) 8 39 G1/2 15 24 20.9 20.9-21.2 10

1470107300 T-H-G3/4(13-18) 8 41 G3/4 16 30 26.4 26.4-26.7 10

1470107400 T-H-G3/4(9-16) 8 41 G3/4 16 30 26.4 26.4-26.7 10

1470107500 T-H-G1(18-25) 10 47 G1 17 40 33.2 33.2-33.5 5

1470107600 T-H-G1(13-20) 10 47 G1 17 40 33.2 33.2-33.5 5

1470107700 T-H-G1-1/4(22-32) 10 54 G1-1/4 19 50 41.9 41.9-42.2 5

1470107800 T-H-G1-1/4(20-26) 10 54 G1-1/4 19 50 41.9 41.9-42.2 5

1470107900 T-H-G1-1/2(22-32) 10 54 G1-1/2 19 50/55 47.8 47.8-48.1 5

1470108000 T-H-G1-1/2(20-26) 10 54 G1-1/2 19 50/55 47.8 47.8-48.1 5

1470108100 T-H-G2(37-44) 18 62 G2 22 64 59.6 59.6-59.9 5

1470108200 T-H-G2(29-35) 18 62 G2 22 64 59.6 59.6-59.9 5
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T-LH 加长螺纹 金属内螺纹螺帽电缆接头
T-LH Long Thread Metal Internal Thread Nut Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO:E240925)、阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：需要达到密封和抗拉，同时需要外接软管的场合

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO:E240925).UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444

・	Protection class: IP68(the wire/cable is in clamping range, and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It need to have seal and tensile, while the need for external hoses 

occasions

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL

(mm)

本体高度
H

(mm)

内螺纹
IG

(mm)

内螺纹长度
H

(mm)
扳手直径

(mm)
螺纹外径

AG
(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1470200100 T-LH-PG7(3-6.5) 10 29 PG7 11 14 12.5 12.5-12.8 10
1470200200 T-LH-PG7(2-5) 10 29 PG7 11 14 12.5 12.5-12.8 10
1470200300 T-LH-PG9(4-8) 10 31 PG9 11 17 15.2 15.2-15.5 10
1470200400 T-LH-PG9(2-6) 10 31 PG9 11 17 15.2 15.2-15.5 10
1470200500 T-LH-PG11(5-10) 10 33 PG11 12 20 18.6 18.6-18.9 10
1470200600 T-LH-PG11(3-7) 10 33 PG11 12 20 18.6 18.6-18.9 10
1470200700 T-LH-PG13.5(6-12) 10 35 PG13.5 13 22 20.4 20.4-20.7 10
1470200800 T-LH-PG13.5(5-9) 10 35 PG13.5 13 22 20.4 20.4-20.7 10
1470200900 T-LH-PG16(10-14) 10 37 PG16 13 24 22.5 22.5-22.8 10
1470201000 T-LH-PG16(7-12) 10 37 PG16 13 24 22.5 22.5-22.8 10
1470201100 T-LH-PG21(13-18) 12 38 PG21 13 30 28.3 28.3-28.6 10
1470201200 T-LH-PG21(9-16) 12 38 PG21 13 30 28.3 28.3-28.6 10
1470201300 T-LH-PG29(18-25) 12 45 PG29 15 40 37 37-37.3 5
1470201400 T-LH-PG29(13-20) 12 45 PG29 15 40 37 37-37.3 5
1470201500 T-LH-PG36(22-32) 15 50 PG36 15 50 47 47-47.3 5
1470201600 T-LH-PG36(20-26) 15 50 PG36 15 50 47 47-47.3 5
1470201700 T-LH-PG48(37-44) 15 56 PG48 16 64 59.3 59.3-59.6 5
1470201800 T-LH-PG48(29-35) 15 56 PG48 16 64 59.3 59.3-59.6 5
1470201900 T-LH-M12×1.5(3-6.5) 10 29 M12x1.5 11 14 12 12-12.3 10
1470202000 T-LH-M12×1.5(2-5) 10 29 M12x1.5 11 14 12 12-12.3 10
1470202100 T-LH-M16×1.5(4-8) 10 31 M16x1.5 11 17 16 16-16.3 10
1470202200 T-LH-M16×1.5(2-6) 10 31 M16x1.5 11 17 16 16-16.3 10
1470202300 T-LH-M16×1.5(5-10) 10 33 M16x1.5 11 20 16 16-16.3 10
1470202400 T-LH-M16×1.5(3-7) 10 33 M16x1.5 11 20 16 16-16.3 10
1470202500 T-LH-M18×1.5(5-10) 10 33 M18x1.5 12 20 18 18-18.3 10
1470202600 T-LH-M18×1.5(3-7) 10 33 M18X1.5 12 20 18 18-18.3 10
1470202700 T-LH-M20×1.5(6-12) 10 35 M20x1.5 13 22 20 20-20.3 10
1470202800 T-LH-M20×1.5(5-9) 10 35 M20x1.5 13 22 20 20-20.3 10
1470202900 T-LH-M20×1.5(10-14) 10 37 M20x1.5 13 24 20 20-20.3 10
1470203000 T-LH-M20×1.5(7-12) 10 37 M20x1.5 13 24 20 20-20.3 10
1470203100 T-LH-M22×1.5(10-14) 10 37 M22x1.5 13 24 22 22-22.3 10
1470203200 T-LH-M22×1.5(7-12) 10 37 M22x1.5 13 24 22 22-22.3 10
1470203300 T-LH-M25×1.5(13-18) 12 38 M25x1.5 13 30 25 25-25.3 10
1470203400 T-LH-M25×1.5(9-16) 12 38 M25x1.5 13 30 25 25-25.3 10
1470203500 T-LH-M32×1.5(18-25) 12 45 M32x1.5 15 40 32 32-32.3 5
1470203600 T-LH-M32×1.5(13-20) 12 45 M32x1.5 15 40 32 32-32.3 5
1470203700 T-LH-M40×1.5(22-32) 15 50 M40X1.5 15 50 40 40-40.3 5
1470203800 T-LH-M40×1.5(20-26) 15 50 M40x1.5 15 50 40 40-40.3 5
1470203900 T-LH-M50×1.5(32-38) 15 54 M50x1.5 16 57 50 50-50.3 5
1470204000 T-LH-M50×1.5(25-31) 15 54 M50x1.5 16 57 50 50-50.3 5
1470204100 T-LH-M63×1.5(37-44) 15 56 M63x1.5 16 68 63 60-60.3 5
1470204200 T-LH-M63×1.5(29-35) 15 56 M63x1.5 16 68 63 60-60.3 5
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驱易电气 ® ┃金属电缆接头

T-DV 金属圆形塞头
T-DV Metal Round Screw Plugs

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：使用一字螺丝刀旋紧固定，对预留孔进行密封

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Use slot type screwdriver tightening fixed, to seal the reserved 

hole

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

平面直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480100100 T-DV-PG7 5 8 14 12.5 12.5-12.8 100

1480100200 T-DV-PG9 6 9 17 15.2 15.2-15.5 100

1480100300 T-DV-PG11 6 9 20 18.6 18.6-18.9 50

1480100400 T-DV-PG13.5 6.5 9.5 22 20.4 20.4-20.7 50

1480100500 T-DV-PG16 6.5 9.5 24 22.5 22.5-22.8 50

1480100600 T-DV-PG21 7 11 30 28.3 28.3-28.6 25

1480100700 T-DV-PG29 8 12 39 37 37-37.3 20

1480100800 T-DV-PG36 9 15 50 47 47-47.3 10

1480100900 T-DV-PG42 10 16 57 54 54-54.3 10

1480101000 T-DV-PG48 10 16 64 59.3 59.3-59.6 10

1480101100 T-DV-M12×1.5 5 8 14 12 12-12.3 100

1480101200 T-DV-M14×1.5 6 9 16 14 14-14.3 100

1480101300 T-DV-M16×1.5 6 9 18 16 16-16.3 100

1480101400 T-DV-M18×1.5 6 9 20 18 18-18.3 50

1480101500 T-DV-M20×1.5 6.5 9.5 22 20 20-20.3 50

1480101600 T-DV-M22×1.5 6.5 9.5 24 22 22-22.3 50

1480101700 T-DV-M24×1.5 6.5 11 26 24 24-24.3 50

1480101800 T-DV-M25×1.5 7 11 28 25 25-25.3 25

1480101900 T-DV-M27×1.5 7 11 30 27 27-27.3 25

1480102000 T-DV-M30×1.5 7 11 33 30 30-30.3 20

1480102100 T-DV-M32×1.5 8 12 35 32 32-32.3 20

1480102200 T-DV-M33×1.5 8 12 36 33 33-33.3 20

1480102300 T-DV-M36×1.5 8 12 40 36 36-36.3 20
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订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

平面直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480102400 T-DV-M40×1.5 9 13 44 40 40-40.3 10

1480102500 T-DV-M42×1.5 9 13 46 42 42-42.3 10

1480102600 T-DV-M44×1.5 9 13 48 44 44-44.3 10

1480102700 T-DV-M48×1.5 9 14 52 48 48-48.3 10

1480102800 T-DV-M50×1.5 9 15 54 50 50-50.3 10

1480102900 T-DV-M56×1.5 9 15 60 56 56-56.3 10

1480103000 T-DV-M63×1.5 10 16 67 63 63-63.3 10

1480103100 T-DV-M64×1.5 10 16 68 64 64-64.3 10

1480103200 T-DV-M72×2 12 19 77 72 72-72.3 1

1480103300 T-DV-M75×2 12 19 80 75 75-75.3 1

1480103400 T-DV-M76×2 12 19 81 76 76-76.3 1

1480103500 T-DV-M80×2 14 22 88 80 80-80.3 1

1480103600 T-DV-M90×2 15 23 100 90 90-90.3 1

1480103700 T-DV-M100×2 16 24 110 100 100-100.3 1

1480103800 T-DV-M110×2 18 26.5 120 110 110-110.3 1

1480103900 T-DV-NPT1/4 8 11 16 13.616 13.7-14 100

1480104000 T-DV-NPT3/8 8 11 20 17.055 17-17.3 100

1480104100 T-DV-NPT1/2 10 13 24 21.224 21.2-21.5 50

1480104200 T-DV-NPT3/4 11 15 30 26.569 26.5-26.8 25

1480104300 T-DV-NPT1 14 18 36 33.228 33.3-33.6 20

1480104400 T-DV-NPT1¼ 14 18 45 41.985 42-42.3 10

1480104500 T-DV-NPT1½ 15 20 52 48.054 48-48.3 10

1480104600 T-DV-NPT2 15 21 65 60.092 60-60.3 10

1480104700 T-DV-NPT2½ 20 27 79 72.699 72.7-73 10

1480104800 T-DV-NPT3 20 28 96 88.608 88.6-88.9 10

1480104900 T-DV-G1/4 7 10 16 13.157 13.2-13.5 100

1480105000 T-DV-G3/8 8 11 20 16.662 16.7-17 100

1480105100 T-DV-G1/2 8 11 24 20.995 21-21.3 50

1480105200 T-DV-G3/4 8 12 30 26.441 26.5-26.8 25

1480105300 T-DV-G1 8 12 36 33.249 33.3-33.6 20

1480105400 T-DV-G1¼ 8 12 45 41.910 42-42.3 10

1480105500 T-DV-G1½ 10 13 52 47.803 47.8-48.1 10

1480105600 T-DV-G2 12 18 65 59.614 59.7-60 10

1480105700 T-DV-G2½ 15 22 80 75.184 75.2-76 10

1480105800 T-DV-G3 18 26 95 87.884 87.9-88.5 10

1480105900 T-DV-G3½ 20 28 110 100.330 100.5-101 10

1480106000 T-DV-G4 20 28.5 130 113.030 113-114 10
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驱易电气 ® ┃金属电缆接头

T-HV 金属六角形塞头
T-HV Metal Hexagonal Screw Plugs

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：使用外六角扳手旋紧固定，对预留孔进行密封

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Use hex spanner tighten fixed, to seal the reserved hole

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480200100 T-HV-PG7 5 8 14 12.5 12.5-12.8 100

1480200200 T-HV-PG9 6 9 17 15.2 15.2-15.5 100

1480200300 T-HV-PG11 6 9.5 20 18.6 18.6-18.9 50

1480200400 T-HV-PG13.5 6.5 10 22 20.4 20.4-20.7 50

1480200500 T-HV-PG16 6.5 10 24 22.5 22.5-22.8 50

1480200600 T-HV-PG21 7 10.5 30 28.3 28.3-28.6 25

1480200700 T-HV-PG29 8 12.5 41 37 37-37.3 20

1480200800 T-HV-PG36 8 13 50 47 47-47.3 10

1480200900 T-HV-PG42 9 15 58 54 54-54.3 10

1480201000 T-HV-PG48 10 16.5 65 59.3 59.3-59.6 10

1480201100 T-HV-M12×1.5 6.5 9.5 14 12 12-12.3 100

1480201200 T-HV-M14×1.5 6.5 9.5 17 14 14-14.3 100

1480201300 T-HV-M16×1.5 6.5 9.5 19 16 16-16.3 100

1480201400 T-HV-M18×1.5 6.5 9.5 20 18 18-18.3 50

1480201500 T-HV-M20×1.5 6.5 10 22 20 20-20.3 50

1480201600 T-HV-M22×1.5 6.5 10 24 22 22-22.3 50

1480201700 T-HV-M24×1.5 6.5 10 27 24 24-24.3 50

1480201800 T-HV-M25×1.5 7 10.5 30 25 25-25.3 25

1480201900 T-HV-M27×1.5 7 10.5 30 27 27-27.3 25

1480202000 T-HV-M30×1.5 7 11 32 30 30-30.3 20

1480202100 T-HV-M32×1.5 8 12.5 41 32 32-32.3 20

1480202200 T-HV-M33×1.5 8 12.5 36 33 33-33.3 20

1480202300 T-HV-M36×1.5 8 12.5 40 36 36-36.3 20

1480202400 T-HV-M40×1.5 8 13 46 40 40-40.3 10
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订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480202500 T-HV-M42×1.5 8 13 45 42 42-42.3 10

1480202600 T-HV-M44×1.5 9 14 50 44 44-44.3 10

1480202700 T-HV-M48×1.5 9 14 50 48 48-48.3 10

1480202800 T-HV-M50×1.5 9 15 55 50 50-50.3 10

1480202900 T-HV-M56×1.5 9 15 60 56 56-56.3 10

1480203000 T-HV-M60×1.5 10 15 65 60 60-60.3 10

1480203100 T-HV-M63×1.5 10 16.5 70 63 63-63.3 10

1480203200 T-HV-M64×1.5 10 15.5 67 64 64-64.3 5

1480203300 T-HV-M72×2 10 17 75 72 72-72.3 5

1480203400 T-HV-M80×2 15 23 90 80 80-80.3 1

1480203500 T-HV-M90×2 15 23 100 90 90-90.3 1

1480203600 T-HV-M100×2 15 24 110 100 100-100.3 1

1480203700 T-HV-M110×2 15 25 120 110 110-110.3 1

1480203800 T-HV-M120×2 15 25 130 120 120-120.3 1

1480203900 T-HV-M150×2 15 25 160 150 150-150.3 1

1480204000 T-HV-NPT1/4 8 11.5 17 13.616 13.7-14 100

1480204100 T-HV-NPT3/8 15 18.5 20 17.055 17.1-17.4 100

1480204200 T-HV-NPT1/2 13 17 24 21.224 21.3-21.6 50

1480204300 T-HV-NPT3/4 13 17 30 26.569 26.6-26.9 25

1480204400 T-HV-NPT1 16 20.5 41 33.228 33.3-33.6 20

1480204500 T-HV-npt1¼ 18 23 46 41.985 42-42.3 10

1480204600 T-HV-NPT1½ 18 23 55 48.054 48.1-48.4 10

1480204700 T-HV-NPT2 18 24 65 60.092 60.1-60.4 10

1480204800 T-HV-NPT2½ 23 30 75 72.699 72.7-73 10

1480204900 T-HV-NPT3 26 34 100 88.608 88.6-88.9 10

1480205000 T-HV-NPT4 28 38 120 113.973 114-114.5 10

1480205100 T-HV-G1/4 7 10 17 13.157 13.2-13.5 100

1480205200 T-HV-G3/8 8 11.5 20 16.662 16.7-17 100

1480205300 T-HV-G1/2 8 11.5 24 20.995 21-21.3 50

1480205400 T-HV-G3/4 8 11.5 30 26.441 26.5-26.8 25

1480205500 T-HV-G1 10 14.5 41 32.249 33.3-33.6 20

1480205600 T-HV-G1¼ 10 15 46 41.910 42-42.3 10

1480205700 T-HV-G1½ 10 16 55 47.803 47.8-48.1 10

1480205800 T-HV-G2 12 18 65 59.614 59.7-60 10

1480205900 T-HV-G3 18 26 100 87.884 87.9-88.5 10

1480206000 T-HV-G4 22 32 120 113.030 113.1-114 10
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驱易电气 ® ┃金属电缆接头

T-ES 金属圆形增径件
T-ES Metal Round Enlarge Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：具有小螺纹规格转换成大螺纹规格的增大转接功能

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It functions for a small thread sizes converted to larger thread

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

外圆直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480300100 T-ES-PG7/PG9 5 10.5 17 12.5 12.5-12.8 50

1480300200 T-ES-PG9/PG11 6 12.5 20 15.2 15.2-15.5 50

1480300300 T-ES-PG9/PG13.5 6 12.5 22 15.2 15.2-15.5 50

1480300400 T-ES-PG11/PG13.5 6 12.5 22 18.6 18.6-18.9 50

1480300500 T-ES-PG11/PG16 6 12.5 24 18.6 18.6-18.9 50

1480300600 T-ES-PG11/PG21 6 14.5 30 18.6 18.6-18.9 25

1480300700 T-ES-PG13.5/PG16 6.5 12.5 24 20.4 20.4-20.7 50

1480300800 T-ES-PG13.5/PG21 6.5 14.5 30 20.4 20.4-20.7 25

1480300900 T-ES-PG16/PG21 6.5 14.5 30 22.5 22.5-22.8 25

1480301000 T-ES-PG16/PG29 6.5 16.5 39 22.5 22.5-22.8 20

1480301100 T-ES-PG21/PG29 7 16.5 39 28.3 28.3-28.6 20

1480301200 T-ES-PG29/PG36 8 19 50 37 37-37.3 10

1480301300 T-ES-PG36/PG42 9 20 57 47 47-47.3 5

1480301400 T-ES-PG42/PG48 10 21 64 54 54-54.3 5

1480301500 T-ES-M12×1.5/M16×1.5 6 10.5 18 12 12-12.3 50

1480301600 T-ES-M16×1.5/M18×1.5 6 12.5 20 16 16-16.3 50

1480301700 T-ES-M16×1.5/M20×1.5 6 12.5 22 16 16-16.3 50

1480301800 T-ES-M18×1.5/M20×1.5 6 12.5 22 18 18-18.3 50

1480301900 T-ES-M20×1.5/M22×1.5 6.5 12.5 24 20 20-20.3 50

1480302000 T-ES-M20×1.5/M25×1.5 6.5 14.5 27 20 20-20.3 25

1480302100 T-ES-M22×1.5/M25×1.5 6.5 14.5 27 22 22-22.3 25

1480302200 T-ES-M25×1.5/M32×1.5 7 16.5 34 25 25-25.3 20

1480302300 T-ES-M32×1.5/M40×1.5 8 19 42 32 32-32.3 10

1480302400 T-ES-M40×1.5/M50×1.5 9 20 53 40 40-40.3 5

1480302500 T-ES-M50×1.5/M63×1.5 10 21 66 50 50-50.3 5
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T-ES 金属六角形增径件
T-ES Metal Hexagonal Enlarge Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：具有小螺纹规格转换成大螺纹规格的增大转接功能

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It functions for a small thread sizes converted to larger thread

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480302600 T-ES-PG7/PG9 5 10.5 18 12.5 12.5-12.8 50
1480302700 T-ES-PG9/PG11 6 12.5 21 15.2 15.2-15.5 50
1480302800 T-ES-PG9/PG13.5 6 12.5 23 15.2 15.2-15.5 50
1480302900 T-ES-PG11/PG13.5 6 12.5 23 18.6 18.6-18.9 50
1480303000 T-ES-PG11/PG16 6 12.5 25 18.6 18.6-18.9 50
1480303100 T-ES-PG11/PG21 6 14.5 32 18.6 18.6-18.9 25
1480303200 T-ES-PG13.5/PG16 6.5 12.5 25 20.4 20.4-20.7 50
1480303300 T-ES-PG13.5/PG21 6.5 14.5 32 20.4 20.4-20.7 25
1480303400 T-ES-PG16/PG21 6.5 14.5 32 22.5 22.5-22.8 25
1480303500 T-ES-PG16/PG29 6.5 16.5 41 22.5 22.5-22.8 20
1480303600 T-ES-PG21/PG29 7 16.5 41 28.3 28.3-28.6 20
1480303700 T-ES-PG29/PG36 8 19 51 37 37-37.3 10
1480303800 T-ES-PG36/PG42 9 20 60 47 47-47.3 5
1480303900 T-ES-PG42/PG48 10 21 65 54 54-54.3 5
1480304000 T-ES-M12×1.5/M16×1.5 6 10.5 18 12 12-12.3 50
1480304100 T-ES-M16×1.5/M18×1.5 6 12.5 21 16 16-16.3 50
1480304200 T-ES-M16×1.5/M20×1.5 6 12.5 23 16 16-16.3 50
1480304300 T-ES-M18×1.5/M20×1.5 6 12.5 23 18 18-18.3 50
1480304400 T-ES-M20×1.5/M22×1.5 6.5 12.5 25 20 20-20.3 50
1480304500 T-ES-M20×1.5/M25×1.5 6.5 14.5 29 20 20-20.3 25
1480304600 T-ES-M22×1.5/M25×1.5 6.5 14.5 29 22 22-22.3 25
1480304700 T-ES-M25×1.5/M32×1.5 7 16.5 36 25 25-25.3 20
1480304800 T-ES-M32×1.5/M40×1.5 8 19 45 32 32-32.3 10
1480304900 T-ES-M40×1.5/M50×1.5 9 20 55 40 40-40.3 5
1480305000 T-ES-M50×1.5/M63×1.5 10 21 58 50 50-50.3 5
1480305100 T-ES-NPT3/8/NPT1/2 15 17 24 17.055 17.1-17.4 50
1480305200 T-ES-NPT1/2/NPT3/4 13 17 30 21.224 21.3-21.6 50
1480305300 T-ES-NPT3/4/NPT1 13 21 40 26.569 26.6-26.9 25
1480305400 T-ES-NPT3/4/NPT1¼ 13 23 46 26.569 26.6-26.9 25
1480305500 T-ES-NPT1/NPT1¼ 16 23 46 33.228 33.3-33.6 20
1480305600 T-ES-NPT1/NPT1½ 16 24 55 33.228 33.3-33.6 20
1480305700 T-ES-NPT1¼/NPT1½ 18 24 55 41.985 42-42.3 10
1480305800 T-ES-NPT1½/NPT2 18 25 65 48.054 48.1-48.4 5
1480305900 T-ES-G1/4-G3/8 7 11.5 20 13.157 13.2-13.5 50
1480306000 T-ES-G3/4-G1/2 7 12.5 24 16.662 16.7-17 50
1480306100 T-ES-G1/2-G3/4 7 13 30 20.995 21-21.3 25
1480306200 T-ES-G3/4-G1 7 13 40 26.441 26.5-26.8 25
1480306300 T-ES-G3/4-G1¼ 7 14 46 26.441 26.5-26.8 20
1480306400 T-ES-G1-G1¼ 8 14 46 33.249 33.3-33.6 20
1480306500 T-ES-G1-G1½ 8 15 55 33.249 33.3-33.6 10
1480306600 T-ES-G1¼-G1½ 9 15 55 41.910 42-42.3 10
1480306700 T-ES-G1½-G2 10 15 65 47.803 47.8-48.1 5
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驱易电气 ® ┃金属电缆接头

T-RS 金属圆形缩径件
T-RS Metal Round Reducer Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：具有大螺纹规格转换成小螺纹规格的增大转接功能

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It functions for a large thread sizes converted to smaller thread

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

外圆直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480400100 T-RS-PG9/PG7 6 8.5 17 15.2 15.2-15.5 50

1480400200 T-RS-PG11/PG7 6 8.5 20 18.6 18.6-18.9 50

1480400300 T-RS-PG11/PG9 6 8.5 20 18.6 18.6-18.9 50

1480400400 T-RS-PG13.5/PG9 6.5 9 22 20.4 20.4-20.7 50

1480400500 T-RS-PG13.5/PG11 6.5 9 22 20.4 20.4-20.7 50

1480400600 T-RS-PG16/PG9 6.5 9.5 24 22.5 22.5-22.8 50

1480400700 T-RS-PG16/PG11 6.5 9.5 24 22.5 22.5-22.8 50

1480400800 T-RS-PG16/PG13.5 6.5 9.5 24 22.5 22.5-22.8 50

1480400900 T-RS-PG21/PG11 7 10 30 28.3 28.3-28.6 25

1480401000 T-RS-PG21/PG13.5 7 10 30 28.3 28.3-28.6 25

1480401100 T-RS-PG21/PG16 7 10 30 28.3 28.3-28.6 25

1480401200 T-RS-PG29/PG16 8 11.5 39 37 37-37.3 20

1480401300 T-RS-PG29/PG21 8 11.5 39 37 37-37.3 20

1480401400 T-RS-PG36/PG21 9 12.5 50 47 47-47.3 10

1480401500 T-RS-PG36/PG29 9 12.5 50 47 47-47.3 10

1480401600 T-RS-PG42/PG29 10 14 57 54 54-54.3 5

1480401700 T-RS-PG42/PG36 10 14 57 54 54-54.3 5

1480401800 T-RS-PG48/PG36 10 14 64 59.3 59.3-59.6 5

1480401900 T-RS-PG48/PG42 10 14 64 59.3 59.3-59.6 5

1480402000 T-RS-M16×1.5/M12×1.5 6 8.5 18 16 16-16.3 50

1480402100 T-RS-M20×1.5/M12×1.5 6.5 9 24 20 20-20.3 50

1480402200 T-RS-M20×1.5/M16×1.5 6.5 9 24 20 20-20.3 50

1480402300 T-RS-M25×1.5/M16×1.5 7 10 30 25 25-25.3 25

1480402400 T-RS-M25×1.5/M20×1.5 7 10 30 25 25-25.3 25

1480402500 T-RS-M32×1.5/M20×1.5 8 11.5 39 32 32-32.3 20

1480402600 T-RS-M32×1.5/M25×1.5 8 11.5 39 32 32-32.3 20

1480402700 T-RS-M40×1.5/M25×1.5 8 11.5 43 40 40-40.3 10

1480402800 T-RS-M40×1.5/M32×1.5 9 12.5 43 40 40-40.3 10

1480402900 T-RS-M50×1.5/M32×1.5 10 14 57 50 50-50.3 5

1480403000 T-RS-M50×1.5/M40×1.5 10 14 57 50 50-50.3 5

1480403100 T-RS-M63×1.5/M40×1.5 10 14 64 63 63-63.3 5

1480403200 T-RS-M63×1.5/M50×1.5 10 14 64 63 63-63.3 5
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T-RS 金属六角形缩径件
T-RS Metal Hexagonal Reducer Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：具有大螺纹规格转换成小螺纹规格的增大转接功能

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: It functions for a large thread sizes converted to smaller thread

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480403300 T-RS-PG9/PG7 6 8.8 17 15.2 15.2-15.5 50

1480403400 T-RS-PG11/PG7 6 9 20 18.6 18.6-18.9 50

1480403500 T-RS-PG11/PG9 6 9 20 18.6 18.6-18.9 50

1480403600 T-RS-PG13.5/PG9 6.5 9.5 22 20.4 20.4-20.7 50

1480403700 T-RS-PG13.5/PG11 6.5 9.5 22 20.4 20.4-20.7 50

1480403800 T-RS-PG16/PG9 6.5 9.5 24 22.5 22.5-22.8 50

1480403900 T-RS-PG16/PG11 6.5 9.5 24 22.5 22.5-22.8 50

1480404000 T-RS-PG16/PG13.5 6.5 9.5 24 22.5 22.5-22.8 50

1480404100 T-RS-PG21/PG11 7 10.3 30 28.3 28.3-28.6 25

1480404200 T-RS-PG21/PG13.5 7 10.3 30 28.3 28.3-28.6 25

1480404300 T-RS-PG21/PG16 7 10.3 30 28.3 28.3-28.6 25

1480404400 T-RS-PG29/PG16 8 11.5 40 37 37-37.3 20

1480404500 T-RS-PG29/PG21 8 11.5 40 37 37-37.3 20

1480404600 T-RS-PG36/PG21 9 12.5 50 47 47-47.3 10

1480404700 T-RS-PG36/PG29 9 12.5 50 47 47-47.3 10

1480404800 T-RS-PG42/PG29 10 13.5 57 54 54-54.3 5

1480404900 T-RS-PG42/PG36 10 13.5 57 54 54-54.3 5

1480405000 T-RS-PG48/PG36 10 13.5 64 59.3 59.3-59.6 5

1480405100 T-RS-PG48/PG42 10 13.5 64 59.3 59.3-59.6 5

1480405200 T-RS-M16×1.5/M12×1.5 6 8.8 17 16 16-16.3 50

1480405300 T-RS-M20×1.5/M12×1.5 6.5 9.5 22 20 20-20.3 50

1480405400 T-RS-M20×1.5/M16×1.5 6.5 9.5 22 20 20-20.3 50

1480405500 T-RS-M25×1.5/M16×1.5 7 10 27 25 25-25.3 25

1480405600 T-RS-M25×1.5/M20×1.5 7 10 27 25 25-25.3 25

1480405700 T-RS-M32×1.5/M16×1.5 8 11 34 32 32-32.3 20

1480405800 T-RS-M32×1.5/M20×1.5 8 11 34 32 32-32.3 20

1480405900 T-RS-M32×1.5/M25×1.5 8 11 34 32 32-32.3 20
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480406000 T-RS-M40×1.5/M20×1.5 8 12 44 40 40-40.3 10

1480406100 T-RS-M40×1.5/M25×1.5 8 12 44 40 40-40.3 10

1480406200 T-RS-M40×1.5/M32×1.5 8 12 44 40 40-40.3 10

1480406300 T-RS-M50×1.5/M25×1.5 9 13 55 50 50-50.3 5

1480406400 T-RS-M50×1.5/M32×1.5 9 13 55 50 50-50.3 5

1480406500 T-RS-M50×1.5/M40×1.5 9 13 55 50 50-50.3 5

1480406600 T-RS-M63×1.5/M32×1.5 10 14 65 63 63-63.6 5

1480406700 T-RS-M63×1.5/M40×1.5 10 14 65 63 63-63.6 5

1480406800 T-RS-M63×1.5/M50×1.5 10 14 65 63 63-63.3 5

1480406900 T-RS-NPT1/2/NPT3/8 13 16.2 24 21.2 21.2-21.5 50

1480407000 T-RS-NPT3/4/NPT3/8 13 16.5 30 26.6 26.6-26.9 25

1480407100 T-RS-NPT3/4/NPT1/2 13 16.5 30 26.6 26.6-26.9 25

1480407200 T-RS-NPT1/NPT1/2 16 20 36 33.3 33.3-33.6 20

1480407300 T-RS-NPT1/NPT3/4 16 20 36 33.3 33.3-33.6 20

1480407400 T-RS-NPT1¼/NPT1/2 18 22.5 45 42 42-42.3 20

1480407500 T-RS-NPT1¼/NPT3/4 18 22.5 45 42 42-42.3 20

1480407600 T-RS-NPT1¼/NPT1 18 22.5 45 42 42-42.3 20

1480407700 T-RS-NPT1½/NPT1/2 18 22.5 51 48 48-48.4 10

1480407800 T-RS-NPT1½/NPT3/4 18 22.5 51 48 48-48.4 10

1480407900 T-RS-NPT1½/NPT1 18 22.5 51 48 48-48.4 10

1480408000 T-RS-NPT1½/NPT1¼ 18 22.5 51 48 48-48.4 10

1480408100 T-RS-NPT2/NPT1 18 23 64 60 60-60.4 5

1480408200 T-RS-NPT2/NPT1¼ 18 23 64 60 60-60.4 5

1480408300 T-RS-NPT2/NPT1½ 18 23 64 60 60-60.4 5

1480408400 T-RS-G1/2/G3/8 7 10 24 20.955 21-21.3 50

1480408500 T-RS-G3/4/G3/8 7 10 30 26.441 26.5-26.8 25

1480408600 T-RS-G3/4/G1/2 7 10 30 26.441 26.5-26.8 25

1480408700 T-RS-G1/G1/2 8 12 36 33.249 33.3-33.6 20

1480408800 T-RS-G1/G3/4 8 12 36 33.249 33.3-33.6 20

1480408900 T-RS-G1¼/G1/2 9 13 45 41.910 42-42.3 20

1480409000 T-RS-G1¼/G3/4 9 13 45 41.910 42-42.3 20

1480409100 T-RS-G1¼/G1 9 13 45 41.910 42-42.3 20

1480409200 T-RS-G1½/G1/2 10 14.5 51 47.803 47.8-48.1 10

1480409300 T-RS-G1½/G3/4 10 14.5 51 47.803 47.8-48.1 10

1480409400 T-RS-G1½/G1 10 14.5 51 47.803 47.8-48.1 10

1480409500 T-RS-G1½/G1¼ 10 14.5 51 47.803 47.8-48.1 10

1480409600 T-RS-G2/G3/4 10 14.5 64 59.614 59.7-60 5

1480409700 T-RS-G2/G1 10 14.5 64 59.614 59.7-60 5

1480409800 T-RS-G2/G1¼ 10 14.5 64 59.614 59.7-60 5

1480409900 T-RS-G2/G1½ 10 14.5 64 59.614 59.7-60 5
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T-ES 金属圆形螺纹转换件
T-ES Metal Round Thread Conversion Fittings

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于不同螺纹制式之间的螺纹制式转换，便于各组件相互连接

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: For standard thread converted between diferent threads,easy to 

connect the components to each other

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

外圆直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480500100 T-ES-PG7/M12×1.5 5 15 14 12.5 12.5-12.8 50

1480500200 T-ES-PG9/M16×1.5 6 16 19 15.2 15.2-15.5 50

1480500300 T-ES-PG11/M16×1.5 6 16 20 18.6 18.6-18.9 50

1480500400 T-ES-PG11/M18×1.5 6 16 20 18.6 18.6-18.9 50

1480500500 T-ES-PG13.5/M18×1.5 6.5 17.5 22 20.4 20.4-20.7 50

1480500600 T-ES-PG13.5/M20×1.5 6.5 17.5 24 20.4 20.4-20.7 50

1480500700 T-ES-PG16/M20×1.5 6.5 17.5 24 22.5 22.5-22.8 50

1480500800 T-ES-PG16/M25×1.5 6.5 18.5 27 22.5 22.5-22.8 50

1480500900 T-ES-PG21/M25×1.5 7 19 30 28.3 28.3-28.6 25

1480501000 T-ES-PG21/M32×1.5 7 20 34 28.3 28.3-28.6 25

1480501100 T-ES-PG29/M40×1.5 8 21 44 37 37-37.3 20

1480501200 T-ES-PG36/M50×1.5 9 23 55 47 47-47.3 10

1480501300 T-ES-PG42/M63×1.5 10 25 67 54 54-54.3 5

1480501400 T-ES-M12×1.5/PG7 5 15 15 12 12-12.3 50

1480501500 T-ES-M12×1.5/PG9 5 15 17 12 12-12.3 50

1480501600 T-ES-M16×1.5/PG9 6 15.5 18 16 16-16.3 50

1480501700 T-ES-M16×1.5/PG11 6 16.5 20 16 16-16.3 50

1480501800 T-ES-M20×1.5/PG11 6.5 17 22 20 20-20.3 50

1480501900 T-ES-M20×1.5/PG13.5 6.5 18.5 22 20 20-20.3 50

1480502000 T-ES-M20×1.5/PG16 6.5 19.5 24 20 20-20.3 50

1480502100 T-ES-M25×1.5/PG13.5 7 10 28 25 25-25.3 25

1480502200 T-ES-M25×1.5/PG16 7 10 28 25 25-25.3 25

1480502300 T-ES-M25×1.5/PG21 7 22 30 25 25-25.3 25

1480502400 T-ES-M32×1.5/PG16 8 11.5 34 32 32-32.3 20

1480502500 T-ES-M32×1.5/PG21 8 11.5 34 32 32-32.3 20

1480502600 T-ES-M32×1.5/PG29 8 24.5 40 32 32-32.3 20

1480502700 T-ES-M40×1.5/PG21 9 11.5 44 40 40-40.3 10
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

外圆直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480502800 T-ES-M40×1.5/PG29 9 11.5 44 40 40-40.3 10

1480502900 T-ES-M50×1.5/PG29 10 12.5 55 50 50-50.3 5

1480503000 T-ES-M50×1.5/PG42 10 31 57 50 50-50.3 5

1480503100 T-ES-M63×1.5/PG36 10 14 67 63 63-60.3 5

1480503200 T-ES-M63×1.5/PG42 10 14 67 63 63-60.3 5

1480503300 T-ES-M63×1.5/PG48 10 33 67 63 63-60.3 5

1480503400 T-ES-M12×1.5/NPT1/4 6 17 17 12 12-12.3 50

1480503500 T-ES-M12×1.5/NPT3/8 6 24 20 12 12-12.3 50

1480503600 T-ES-M16×1.5/NPT1/4 6 17 18 16 16-16.3 50

1480503700 T-ES-M16×1.5/NPT3/8 6 24 20 16 16-16.3 50

1480503800 T-ES-M16×1.5/NPT1/2 6 23 24 16 16-16.3 50

1480503900 T-ES-M20×1.5/NPT3/8 6.5 24.5 22 20 20-20.3 20

1480504000 T-ES-M20×1.5/NPT1/2 6.5 24 24 20 20-20.3 20

1480504100 T-ES-M25×1.5/NPT1/2 7 11 30 25 25-25.3 25

1480504200 T-ES-M25×1.5/NPT3/4 7 25 30 25 25-25.3 25

1480504300 T-ES-M32×1.5/NPT3/4 8 12 40 32 32-32.3 20

1480504400 T-ES-M32×1.5/NPT1 8 28 40 32 32-32.3 20

1480504500 T-ES-M40×1.5/NPT1 9 29 46 40 40-40.3 10

1480504600 T-ES-M40×1.5/NPT1½ 9 31 55 40 40-40.3 10

1480504700 T-ES-M50×1.5/NPT1½ 10 32 55 50 50-50.3 5

1480504800 T-ES-M50×1.5/NPT2 10 32 64 50 50-50.3 5

1480504900 T-ES-M63×1.5/NPT1½ 10 15.5 67 63 63-60.3 5

1480505000 T-ES-M63×1.5/NPT2 10 32 67 63 63-60.3 5

1480505100 T-ES-M16×1.5/G1/4 6 17 18 16 16-16.3 50

1480505200 T-ES-M16×1.5/G1/2 6 17 24 16 16-16.3 50

1480505300 T-ES-M20×1.5/G1/2 6.5 18 24 20 20-20.3 50

1480505400 T-ES-M251.5/G1/2 7 11 30 25 25-25.3 25

1480505500 T-ES-M25×1.5/G3/4 7 18 30 25 25-25.3 25

1480505600 T-ES-M32×1.5/G1/2 8 12 34 32 32-32.3 20

1480505700 T-ES-M32×1.5/G3/4 8 12 34 32 32-32.3 20

1480505800 T-ES-M32×1.5/G1 8 21 40 32 32-32.3 20

1480505900 T-ES-M32×1.5/G1¼ 8 23 46 32 32-32.3 20

1480506000 T-ES-M40×1.5/G1¼ 9 25 46 40 40-40.3 10

1480506100 T-ES-PG11/NPT3/8 6 20 20 18.6 18.6-18.9 50

1480506200 T-ES-PG11/NPT1/2 6 24 24 18.6 18.6-18.9 50

1480506300 T-ES-PG13.5/NPT1/2 6.5 24.5 24 20.4 20.4-20.7 50

1480506400 T-ES-PG16/NPT1/2 6.5 24.5 24 22.5 22.5-22.8 50

1480506500 T-ES-PG21/NPT1/2 7 15 30 28.3 28.3-28.6 25

1480506600 T-ES-PG21/NPT3/4 7 26 30 28.3 28.3-28.6 25

1480506700 T-ES-PG29/NPT1 8 26 40 37 37-37.3 20

1480506800 T-ES-PG36/NPT1¼ 9 29 50 47 47-47.3 10

1480506900 T-ES-PG42/NPT1½ 10 29 57 54 54-54.3 5
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T-ES 金属六角形螺纹转换件
T-ES Metal Hexagonal Thread Conversion Fittings

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于不同螺纹制式之间的螺纹制式转换，便于各组件相互连接

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: For standard thread converted between diferent threads, easy to 

connect the components to each other

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480507000 T-ES-PG7/M12×1.5 5 15 15 12.5 12.5-12.8 50
1480507100 T-ES-PG9/M16×1.5 6 16 19 15.2 15.2-15.5 50
1480507200 T-ES-PG11/M16×1.5 6 16 20 15.2 18.6-18.9 50
1480507300 T-ES-PG11/M18×1.5 6 16 20 18.6 18.6-18.9 50
1480507400 T-ES-PG13.5/M18×1.5 6.5 17.5 22 20.4 20.4-20.7 50
1480507500 T-ES-PG13.5/M20×1.5 6.5 17.5 24 20.4 20.4-20.7 50
1480507600 T-ES-PG16/M20×1.5 6.5 17.5 24 22.5 22.5-22.8 50
1480507700 T-ES-PG16/M22×1.5 6.5 18.5 27 22.5 22.5-22.8 50
1480507800 T-ES-PG16/M25×1.5 6.5 18.5 30 22.5 22.5-22.8 50
1480507900 T-ES-PG21/M25×1.5 7 19 30 28.3 28.3-28.6 25
1480508000 T-ES-PG21/M32×1.5 7 20 34 28.3 28.3-28.6 20
1480508100 T-ES-PG29/M40×1.5 8 21 44 37 37-37.3 10
1480508200 T-ES-PG36/M50×1.5 9 23 55 47 47-47.3 5
1480508300 T-ES-PG42/M63×1.5 10 25 68 54 54-54.3 5
1480508400 T-ES-PG11/NPT3/8 6 20 20 18.6 18.6-18.9 50
1480508500 T-ES-PG11/NPT1/2 6 24 24 18.6 18.6-18.9 50
1480508600 T-ES-PG13.5/NPT1/2 6.5 24.5 24 20.4 20.4-20.7 50
1480508700 T-ES-PG16/NPT1/2 6.5 24.5 24 22.5 22.5-22.8 50
1480508800 T-ES-PG21/NPT1/2 7 15 30 28.3 28.3-28.7 25
1480508900 T-ES-PG21/NPT3/4 7 26 30 28.3 28.3-28.7 25
1480509000 T-ES-PG29/NPT1 8 26 40 37 37-37.3 20
1480509100 T-ES-PG36/NPT1¼ 9 29 50 47 47-47.3 10
1480509200 T-ES-PG42/NPT1¼ 10 29 57 57 57-57.3 5
1480509300 T-ES-M12×1.5/PG7 5 15 15 12 12-12.3 50
1480509400 T-ES-M12×1.5/PG9 5 15 17 12 12-12.3 50
1480509500 T-ES-M16×1.5/PG9 6 15.5 18 16 16-16.3 50
1480509600 T-ES-M16×1.5/PG11 6 16.5 20 16 16-16.3 50
1480509700 T-ES-M20×1.5/PG11 6.5 17 22 20 20-20.3 50
1480509800 T-ES-M20×1.5/PG13.5 6.5 18.5 22 20 20-20.3 50
1480509900 T-ES-M20×1.5/PG16 6.5 19.5 24 20 20-20.3 50
1480510000 T-ES-M25×1.5/PG13.5 7 10 27 25 25-25.3 25
1480510100 T-ES-M25×1.5/PG16 7 10 27 25 25-25.3 25
1480510200 T-ES-M25×1.5/PG21 7 22 30 25 25-25.3 25
1480510300 T-ES-M32×1.5/PG16 8 11.5 34 32 32-32.3 20
1480510400 T-ES-M32×1.5/PG21 8 11.5 34 32 32-32.3 20
1480510500 T-ES-M32×1.5/PG29 8 24.5 40 32 32-32.3 20
1480510600 T-ES-M40×1.5/PG21 9 11.5 44 40 40-40.3 10
1480510700 T-ES-M40×1.5/PG29 9 11.5 44 40 40-40.3 10
1480510800 T-ES-M50×1.5/PG29 10 12.5 55 50 50-50.3 5
1480510900 T-ES-M50×1.5/PG42 10 31 57 50 50-50.3 5
1480511000 T-ES-M63×1.5/PG36 10 14 68 63 63-60.3 5
1480511100 T-ES-M63×1.5/PG42 10 14 68 63 63-60.3 5
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480511200 T-ES-M63×1.5/PG48 10 33 68 63 63-60.3 5
1480511300 T-ES-M12×1.5/NPT1/4 6 17 17 12 12-12.3 50
1480511400 T-ES-M12×1.5/NPT3/8 6 24 20 12 12-12.3 50
1480511500 T-ES-M16×1.5/NPT1/4 6 17 18 16 16-16.3 50
1480511600 T-ES-M16×1.5/NPT3/8 6 24 20 16 16-16.3 50
1480511700 T-ES-M16×1.5/NPT1/2 6 23 24 16 16-16.3 50
1480511800 T-ES-M18×1.5/NPT1/4 6 9.5 20 18 18-18.3 50
1480511900 T-ES-M20×1.5/NPT3/8 6.5 24.5 22 20 20-20.3 50
1480512000 T-ES-M20×1.5/NPT1/2 6.5 24 24 20 20-20.3 50
1480512100 T-ES-M25×1.5/NPT1/2 7 11 30 25 25-25.3 50
1480512200 T-ES-M25×1.5/NPT3/4 7 25 30 25 25-25.3 25
1480512300 T-ES-M32×1.5/NPT3/4 8 12 34 32 32-32.3 20
1480512400 T-ES-M32×1.5/NPT1 8 28 40 32 32-32.3 20
1480512500 T-ES-M40×1.5/NPT1 9 29 44 40 40-40.3 10
1480512600 T-ES-M40×1.5/NPT1½ 9 31 55 40 40-40.3 10
1480512700 T-ES-M50×1.5/NPT1½ 10 32 55 50 50-50.3 5
1480512800 T-ES-M50×1.5/NPT2 10 32 64 50 50-50.3 5
1480512900 T-ES-M63×1.5/NPT1½ 10 15.5 68 63 63-63.3 5
1480513000 T-ES-M63×1.5/NPT2 10 32 68 63 63-63.3 5
1480513100 T-ES-M16×1.5/G1/4 6 17 18 16 16-16.3 50
1480513200 T-ES-M16×1.5/G1/2 6 17 24 16 16-16.3 50
1480513300 T-ES-M20×1.5/G1/2 6.5 18 24 20 20-20.3 50
1480513400 T-ES-M25M.5/G1/2 7 11 30 25 25-25.3 25
1480513500 T-ES-M25×1.5/G3/4 7 18 30 25 25-25.3 25
1480513600 T-ES-M32×1.5/G1/2 8 12 34 32 32-32.3 20
1480513700 T-ES-M32×1.5/G3/4 8 12 34 32 32-32.3 20
1480513800 T-ES-M32×1.5/G1 8 21 40 32 32-32.3 20
1480513900 T-ES-M32×1.5/G1¼ 8 23 46 32 32-32.3 10
1480514000 T-ES-M40×1.5/G1¼ 9 25 46 40 40-40.3 10
1480514100 T-ES-NPT3/8/PG7 15 22 20 17.055 17.1-17.4 50
1480514200 T-ES-NPT1/2/PG9 13 17 22 21.224 21.3-21.6 50
1480514300 T-ES-NPT1/2/PG11 13 24 22 21.224 21.3-21.6 50
1480514400 T-ES-NPT1/2/PG13.5 13 24 24 21.224 21.3-21.6 50
1480514500 T-ES-NPT3/4/PG16 13 24 30 26.569 26.6-26.9 25
1480514600 T-ES-NPT1/PG21 16 26 40 33.228 33.3-33.6 20
1480514700 T-ES-NPT1¼/PG29 18 30 46 41.985 42-42.3 10
1480514800 T-ES-NPT1½/PG36 18 31 50 48.054 48.1-48.4 10
1480514900 T-ES-NPT2/PG48 18 32 64 60.092 60.1-60.4 5
1480515000 T-ES-NPT3/8/M20×1.5 15 24 22 17.055 17.1-17.4 50
1480515100 T-ES-NPT1/2/M20×1.5 13 24 24 21.224 21.3-21.7 50
1480515200 T-ES-NPT1/2/M25×1.5 13 25 30 21.224 21.3-21.7 50
1480515300 T-ES-NPT1/2/M32×1.5 13 26 34 21.224 21.3-21.7 50
1480515400 T-ES-NPT3/4/M20×1.5 13 17 30 26.569 26.6-26.9 25
1480515500 T-ES-NPT3/4/M25×1.5 13 25 30 26.569 26.6-26.9 25
1480515600 T-ES-NPT3/4/M32×1.5 13 26 34 26.569 26.6-26.9 20
1480515700 T-ES-NPT1/M20×1.5 16 20 40 33.228 33.3-33.6 20
1480515800 T-ES-NPT1/M25×1.5 16 20 40 33.228 33.3-33.6 20
1480515900 T-ES-NPT1/M32×1.5 16 29 40 33.228 33.3-33.6 20
1480516000 T-ES-NPT1¼/M32×1.5 18 22 46 41.985 42-42.3 20
1480516100 T-ES-NPT1¼/M40×1.5 18 31 46 41.985 42-42.3 10
1480516200 T-ES-NPT1¼/M50×1.5 18 32 55 41.985 42-42.3 10
1480516300 T-ES-NPT1½/M40×1.5 18 31 50 48.054 48-48.3 10
1480516400 T-ES-NPT1½/M50×1.5 18 32 55 48.054 48-48.3 10
1480516500 T-ES-NPT2/M50×1.5 18 33 64 60.092 60.1-60.4 5
1480516600 T-ES-NPT2/M63×1.5 18 33 68 60.092 60.1-60.4 5
1480516700 T-ES-G3/8/M20×1.5 7 19 22 16.662 16.7-17 50
1480516800 T-ES-G1/2/M20×1.5 7 19 24 20.955 21-21.3 50
1480516900 T-ES-G3/4/M20×1.5 7 11 30 26.441 26.5-26.8 25
1480517000 T-ES-G3/4/M25×1.5 7 22 30 26.441 26.5-26.8 25
1480517100 T-ES-G1/M20×1.5 8 12 40 33.249 33.3-33.6 20
1480517200 T-ES-G1/M25×1.5 8 12 40 33.249 33.3-33.6 20
1480517300 T-ES-G1/M32×1.5 8 25 40 33.249 42-42.3 20
1480517400 T-ES-G1¼/M25×1.5 9 13 46 41.910 42-42.3 10
1480517500 T-ES-G1½/M20×1.5 10 14 55 47.803 47.9-48.1 10
1480517600 T-ES-G1½/M25×1.5 10 14 55 47.803 47.9-48.1 10
1480517700 T-ES-G1½/M32×1.5 10 14 55 47.803 47.9-48.1 10
1480517800 T-ES-G1½/M40×1.5 10 15 55 47.803 47.9-48.1 10
1480517900 T-ES-G2/M32×1.5 10 15 64 59.614 59.7-60 5
1480518000 T-ES-G2/M40×1.5 10 15 64 59.614 59.7-60 5
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T-DJ 金属内螺纹连接件
T-DJ Metal Internal Thread Connection

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54,IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：用于外螺纹之间的连接，便于各组件相互连接

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54，IP68(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: For connection between external thread, it's easy to connect the 

components to each other

订货号
(P.N.)

产品型号
Model

螺纹长度
GL1(mm)

螺纹长度
GL2(mm)

本体高度
H(mm)

扳手直径
D(mm)

包装
Pack

1480600100 T-DJ-PG7/PG7 10 10 22 15 50
1480600200 T-DJ-PG9/PG9 10 10 22 18 50
1480600300 T-DJ-PG11/PG11 10 10 22 21 50
1480600400 T-DJ-PG13.5/PG13.5 13 13 28 23 50
1480600500 T-DJ-PG16/PG16 13 13 28 26 50
1480600600 T-DJ-PG21/PG21 13 13 28 32 25
1480600700 T-DJ-PG29/PG29 15 15 32 41 20
1480600800 T-DJ-PG36/PG36 15 15 32 51 10
1480600900 T-DJ-PG42/PG42 16 16 34 60 5
1480601000 T-DJ-PG48/PG48 16 16 34 64 5
1480601100 T-DJ-G1/4/G1/4 10 10 22 17 50
1480601200 T-DJ-G3/8/G3/8 10 10 22 19 50
1480601300 T-DJ-G3/8/G1/2 10 13 25 24 50
1480601400 T-DJ-G1/2/G1/2 13 13 28 24 50
1480601500 T-DJ-G1/2/G3/4 13 13 30 30 25
1480601600 T-DJ-G3/4/G3/4 15 15 32 30 25
1480601700 T-DJ-G1/G1 15 15 32 36 20
1480601800 T-DJ-G1¼/G1¼ 15 15 32 46 20
1480601900 T-DJ-G1½/G1½ 20 20 42 51 10
1480602000 T-DJ-G2/G2 20 20 42 64 5
1480602100 T-DJ-G2½/G2½ 22 22 46 80 5
1480602200 T-DJ-M12×1.5/M12×1.5 10 10 22 15 50
1480602300 T-DJ-M16×1.5/M16×1.5 10 10 22 19 50
1480602400 T-DJ-M16×1.5/M20×1.5 10 10 25 21 50
1480602500 T-DJ-M18×1.5/M18×1.5 12 12 26 21 50
1480602600 T-DJ-M20×1.5/M20×1.5 13 13 28 23 50
1480602700 T-DJ-M20×15/M25×1.5 13 13 28 29 25
1480602800 T-DJ-M20×1.5/M27×1.5 13 13 28 30 25
1480602900 T-DJ-M20×1.5/M32×1.5 13 13 30 36 20
1480603000 T-DJ-M20×1.5/M33×1.5 13 13 30 36 20
1480603100 T-DJ-M24×1.5/M24×1.5 13 13 28 27 50
1480603200 T-DJ-M24×1.5/M30×1.5 13 13 28 34 20
1480603300 T-DJ-M25×1.5/M25×1.5 13 13 28 29 25
1480603400 T-DJ-M25×1.5/M32×1.5 13 13 30 36 20
1480603500 T-DJ-M27×1.5/M27×1.5 13 13 28 30 25
1480603600 T-DJ-M30×1.5/M30×1.5 13 13 28 34 20
1480603700 T-DJ-M32×1.5/M27×1.5 15 15 32 36 20
1480603800 T-DJ-M32×1.5/M32×1.5 15 15 30 36 20
1480603900 T-DJ-M36×1.5/M36×1.5 15 15 32 40 20
1480604000 T-DJ-M40×1.5/M40×1.5 15 15 32 46 10
1480604100 T-DJ-M48×1.5/M48×1.5 15 15 32 51 5
1480604200 T-DJ-M50×1.5/M50×1.5 16 16 34 55 5
1480604300 T-DJ-M60×1.5/M60×1.5 16 16 34 64 5
1480604400 T-DJ-M63×1.5/M63×1.5 16 16 34 68 5
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驱易电气 ® ┃金属电缆接头

T-PMZ 金属双锁紧抗拉力螺母
T-PMZ Metal Double-Lock With Stretching Resistance Lock Nut

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防护等级：IP54

・	环境温度：-40℃至 +100℃

・	应用特点：适用于对电线电缆抗拉有特别要求的场合

・	Material: Brass with nickel plated

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Protection class: IP54

・	Range of temperature: -40℃ to +100℃

・	Application: Suitable for cables need seal, tensile on the occasion of special 

requirements

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1480700100 T-PMZ-PG7(5-8) 6 15 16 12.5 12.5-12.8 50

1480700200 T-PMZ-PG9(6.5-10) 6 16 19 15.2 15.2-15.5 50

1480700300 T-PMZ-PG11(7.5-12) 6 17 22 18.6 18.6-18.9 50

1480700400 T-PMZ-PG13.5(8.5-14) 6.5 18 24 20.4 20.4-20.7 50

1480700500 T-PMZ-PG16(9.5-16) 6.5 18 26 22.5 22.5-22.8 50

1480700600 T-PMZ-PG21(12-21.5) 8 21 33 28.3 28.3-28.6 20

1480700700 T-PMZ-PG29(19-30) 8 22 41 37 37-37.3 10

1480700800 T-PMZ-PG36(25-37) 9.5 25.5 52 47 47-47.3 10

1480700900 T-PMZ-PG42(31-43) 10 26 59 54 54-54.3 5

1480701000 T-PMZ-PG48(35-48) 11 27 64 59.3 59.3-59.6 5

1480701100 T-PMZ-M12×1.5(5-8) 6 15 16 12 12-12.3 50

1480701200 T-PMZ-M16×1.5(6.5-10) 6 16 19 16 16-16.3 50

1480701300 T-PMZ-M20×1.5(8.5-14) 6.5 18 24 20 20-20.3 50

1480701400 T-PMZ-M25×1.5(12-21.5) 8 21 33 25 25-25.3 20

1480701500 T-PMZ-M32×1.5(16-27) 8 22 41 32 32-32.3 10

1480701600 T-PMZ-M40×1.5(22-33) 9.5 25.5 52 40 40-40.3 10

1480701700 T-PMZ-M50×1.5(25-38.5) 9.5 25.5 52 50 50-50.3 5
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T-MNG 金属螺母
T-MN Gmetal Lock Nut

・	材 料：黄铜镀镍

・	应用特点：与金属电缆接头及其他螺纹制式附件配合使用，重量轻，强度高，牢固锁

定

・	Material: Brass with nickel plated

・	Thread Type: PG according to DIN 40430 

・	Thread Type: NPT according to ANSI/ASME B 1.20.

・	Thread Type: G according to ISO 228-1/JIS B 0202

・	Application:metal cable gland and other accessories used in conjunction with 

other standard thresd,light weight,high strength,firmly locked

订货号 (P.N.) 产品型号 Model 螺母厚度 H(mm) 扳手直径 (mm) 包装 Pack

1480800100 T-MNG-PG7 2.8 15 100

1480800200 T-MNG-PG9 2.8 18 50

1480800300 T-MNG-PG11 3.0 21 50

1480800400 T-MNG-PG13.5 3.0 23 50

1480800500 T-MNG-PG16 3.0 26 50

1480800600 T-MNG-PG21 3.5 32 25

1480800700 T-MNG-PG29 4.0 41 10

1480800800 T-MNG-PG36 5.0 51 5

1480800900 T-MNG-PG42 5.0 60 5

1480801000 T-MNG-PG48 5.5 64 4

1480801100 T-MNG-NPT1/4 3 17 100

1480801200 T-MNG-NPT3/8 3.5 20 50

1480801300 T-MNG-NPT1/2 3.5 24 50

1480801400 T-MNG-NPT3/4 4.0 30 25

1480801500 T-MNG-NPT1 4.5 40 10

1480801600 T-MNG-NPT1¼ 5.0 46 10

1480801700 T-MNG-NPT1½ 5.0 55 5

1480801800 T-MNG-NPT2 5.5 68 4

1480801900 T-MNG-G1/4 3.0 17 100

1480802000 T-MNG-G3/8 3.0 20 50

1480802100 T-MNG-G1/2 3.0 24 50

1480802200 T-MNG-G3/4 40 30 25

1480802300 T-MNG-G1 4.5 40 10

1480802400 T-MNG-G1¼ 5 46 10
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驱易电气 ® ┃金属电缆接头
订货号 (P.N.) 产品型号 Model 螺母厚度 H(mm) 扳手直径 (mm) 包装 Pack

1480802500 T-MNG-G1½ 5 55 5

1480802600 T-MNG-G2 5.5 68 4

1480802700 T-MNG-M12×1.5 2.8 14 100

1480802800 T-MNG-M12×1.5 2.8 15 100

1480802900 T-MNG-M14×1.5 2.8 17 50

1480803000 T-MNG-M16×1.5 2.8 18 50

1480803100 T-MNG-M16×1.5 2.8 19 50

1480803200 T-MNG-M18×1.5 3.0 20 50

1480803300 T-MNG-M20×1.5 3.0 22 50

1480803400 T-MNG-M20×1.5 3.0 23 50

1480803500 T-MNG-M20×1.5 3.0 24 50

1480803600 T-MNG-M22×1.5 3.0 24 50

1480803700 T-MNG-M24×1.5 3.0 27 50

1480803800 T-MNG-M25×1.5 3.5 27 25

1480803900 T-MNG-M25×1.5 3.5 29 25

1480804000 T-MNG-M27×1.5 3.5 30 25

1480804100 T-MNG-M28×1.5 3.5 32 25

1480804200 T-MNG-M30×1.5 4.0 34 10

1480804300 T-MNG-M32×1.5 4.0 36 10

1480804400 T-MNG-M33×1.5 4.0 36 10

1480804500 T-MNG-M36×1.5 4.5 40 10

1480804600 T-MNG-M37×1.5 4.5 41 10

1480804700 T-MNG-M40×1.5 4.5 46 5

1480804800 T-MNG-M42×1.5 4.5 46 5

1480804900 T-MNG-M47×1.5 4.5 51 5

1480805000 T-MNG-M48×1.5 4.5 51 5

1480805100 T-MNG-M50×1.5 5.0 55 5

1480805200 T-MNG-M54×1.5 5.0 57 5

1480805300 T-MNG-M56×1.5 5.0 60 5

1480805400 T-MNG-M60×1.5 5.5 64 4

1480805500 T-MNG-M63×1.5 5.5 68 4

1480805600 T-MNG-M63×1.5 5.5 70 4

1480805700 T-MNG-M64×1.5 5.5 68 4

1480805800 T-MNG-M64×1.5 5.5 70 4
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XL-VS 半球形堵头
XL-VS Hemispherical Sealing Plug

・	材 料：尼龙 PA(UL File NO:E240925)

・	环境温度：-20℃至 +80℃

・	应用特点：用于电缆接头的暂时封堵，与电缆接头配合使用

・	Material: Nylon PA(UL File NO:E240925)

・	Range of temperature: -20℃ to +80℃

・	Application: Temporary closure for cable glands,used in conjunction with 

cable glands

订货号黑色 Black 产品型号
Model

适用于以下尺寸
(mm)

D
(mm)

D
(mm)

H
(mm)

包装
Pack

1400061320 XL-VS-Φ6 3-6.5 9.5 6.3 2.5 100

1400081320 XL-VS-Φ8 4-8 11 7.8 3 100

1400101320 XL-VS-Φ10 5-10 13.5 9.8 3.5 100

1400121320 XL-VS-Φ12 6-12 16 11.8 4.5 100

1400141320 XL-VS-Φ14 10-14 18.5 13.8 5 100

1400161320 XL-VS-Φ18 13-18 22.5 17.8 6 100

1400181320 XL-VS-Φ25 18-25 29 25 7 50

1400201320 XL-VS-Φ32 22-32 38 32 11 20

1400221320 XL-VS-Φ38 32-38 43 38 12 20

1400241320 XL-VS-Φ44 37-44 49 44 12 20

73

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃金属电缆接头

MUD 多孔密封件
Multihole Sealing

・	密 封 件：丁腈橡胶

・	环境温度：-40℃至 +100℃ ( 短时至 120℃ )

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Sealing element: NBR 

・	Range of temperature: -40℃ to +100℃ (120℃，short term)

・	Application: Suitable for multi-strand cables which need seal,tensile on the 

occasion of special requirements,used in conjunction with cable glands

适用以下规格 产品型号 Model 订货号 (P.N.) 产品型号 Model 订货号 (P.N.) 包装 Pack

PG9,M16×1.5,NPT3/8,G3/8,R-M12×1.5,R-NPT1/4 MUD-4×1.4 1481000100 MUD-2×3 1481001600 50

PG9,M16×1.5,NPT3/8,G3/8,R-M12×1.5,R-NPT1/4 MUD-5×1.6 1481000200 MUD-10×1.4 1481001700 50

PG11,M18×1.5,R-NPT3/8,R-G3/8,R-M16×1.5 MUD-2×3 1481000300 MUD-3×3 1481001800 50

PG11,M18×1.5,R-NPT3/8,R-G3/8,R-M16×1.5 MUD-2×4 1481000400 MUD-3×1.5 1481001900 50

PG13.5,M20×1.5,NPT1/2,G1/2 MUD-3×2 1481000500 MUD-6×3 1481002000 50

PG13.5,M20×1.5,NPT1/2,G1/2 MUD-3×4 1481000600 MUD-2×5 1481002100 50

PG16,M22×1.5,R-M20×1.5,R-NPT1/2,R-G1/2 MUD-4×4 1481000700 MUD-5×4 1481002200 50

PG16,M22×1.5,R-M20×1.5,R-NPT1/2,R-G1/2 MUD-6×4 1481000800 MUD-2×6 1481002300 50

PG21,M25×1.5,NPT3/4,G3/4 MUD-4×6 1481000900 MUD-3×7 1481002400 50

PG21,M25×1.5,NPT3/4,G3/4 MUD-2×8 1481001000 MUD-4×5 1481002500 50

PG29,M32×1.5,NPT1,NPT1 1/4,G1,G1 1/4 MUD-6×6.5 1481001100 MUD-4×9 1481002600 20

PG29,M32×1.5,NPT1,NPT1 1/4,G1,G1 1/4 MUD-7×6 1481001200

PG36,M40×1.5,NPT1 1/2,G1 1/2 MUD-5×9 1481001300 MUD-7×9 1481002700 20

PG36,M40×1.5,NPT1 1/2,G1 1/2 MUD-6×8 1481001400 MUD-2×15 1481002800 20

PG48,M63×1.5 MUD-8×10 1481001500 MUD-6×12 1481002900 20
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FDN 扁孔密封件
Flathole Sealing

・	密 封 件：丁腈橡胶

・	环境温度：-40℃至 +100℃ ( 短时至 120℃ )

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Sealing element: NBR 

・	Range of temperature: -40℃ to +100℃ (120℃，short term)

・	Application: Suitable for flat section cable cables which need seal,tensile on 

the occasion of special requirements,used in conjunction with cable glands

适用以下规格 产品型号 Model 订货号 (P.N.) 产品型号 Model 订货号 (P.N.) 包装 Pack

PG13.5,M20×1.5,NPT1 1/2,G1/2 FDN-4.2×10.4 1481100100 50

PG16,M22×1.5,R-M20×1.5,R-NPT1/2,R-G1/2 FDN-6×4 1481100200 FDN-11.5×5 1481100900 50

PG16,M22×1.5,R-M20×1.5,R-NPT1/2,R-G1/2 FDN-7×12 1481100300 50

PG21,M25×1.5,NPT3/4,G3/4 FDN-6×14 1481100400 FDN-7×14 1481101000 50

PG29,M32×1.5,NPT1,NPT1 1/4,G1,G1 1/4 FDN-8×22 1481100500 20

PG36,M40×1.5,NPT1 1/2,G1 1/2 FDN-10×28.5 1481100600 FDN-5.5×29 1481101100 20

PG42,M50 FDN-11.5×33.5 1481100700 20

PG48,M63×1.5 FDN-12×38 1481100800 20
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驱易电气 ® ┃金属电缆接头

O-Ring O 形密封圈
O-Ring For Sealing

・	密 封 件：丁腈橡胶

・	环境温度：-40℃至 +100℃ ( 短时至 120℃ )

・	应用特点：耐温，耐压，抗老化，起到密封效果，增强防护等级

・	Sealing element: NBR 

・	Range of temperature: -40℃ to +100℃ (120℃，short term)

・	Application:  Heat  resistance,pressure,anti -aging with a  seal ing 

effect,enhanced protection level

订货号 (P.N.) 产品型号 Model d(mm) S(mm) 包装 Pack

1416070190 O-Ring-Pg7 10 1.5 100

1416090190 O-Ring-PG9 12 1.5 100

1416110190 O-Ring-PG11 16 1.5 100

1416130190 O-Ring-PG13.5 17 1.5 100

1416160190 O-Ring-PG16 18 1.5 100

1416210190 O-Ring-PG21 26 2 100

1416290190 O-Ring-PG29 33 2 100

1416360190 O-Ring-PG36 43 2 50

1416420190 O-Ring-PG42 50 2 50

1416480190 O-Ring-PG48 55 2 50

1414140190 O-Ring-NPT1/4 11 1.5 100

1414380190 O-Ring-NPT3/8 13 2 100

1414120190 O-Ring-NPT1/2 19 2 100

1414340190 O-Ring-NPT3/4 22 2 100

1414100190 O-Ring-NPT1 29 2 100

1414150190 O-Ring-NPT1¼ 38 2.5 50

1414130190 O-Ring-NPT1½ 45 2.5 50

1414200190 O-Ring-NPT2 55 3 50

1414140190 O-Ring-G1/4 11 1.5 100

1414380190 O-Ring-G3/8 13 2 100

1414120190 O-Ring-G1/2 19 2 100

1414340190 O-Ring-G3/4 22 2 100

1414100190 O-Ring-G1 29 2 100

1414150190 O-Ring-G1¼ 38 2.5 50

1414130190 O-Ring-G1½ 45 2.5 50

1414200190 O-Ring-G2 55 3 50

1416070190 O-Ring-M12×1.5 10 1.5 100

订货号 (P.N.) 产品型号 Model d(mm) S(mm) 包装 Pack

1413140190 O-Ring-M14×1.5 11 1.5 100

1416090190 O-Ring-M16×1.5 12 1.5 100

1416110190 O-Ring-M18×1.5 16 1.5 100

1416130190 O-Ring-M20×1.5 17 1.5 100

1416160190 O-Ring-M22×1.5 18 1.5 100

1413240190 O-Ring-M24×1.5 20 2 100

1413250190 O-Ring-M25×1.5 22 2 100

1413270190 O-Ring-M27×1.5 24 2 100

1413280190 O-Ring-M28×1.5 25 2 100

1413300190 O-Ring-M30×1.5 27 2 100

1413320190 O-Ring-M32×1.5 29 2 100

1413330190 O-Ring-M33×1.5 30 2 100

1416290190 O-Ring-M36×1.5 33 2 100

1416290190 O-Ring-M37×1.5 33 2 100

1413400190 O-Ring-M40×1.5 35 2 50

1413420190 O-Ring-M42×1.5 38 2 50

1416360190 O-Ring-M47×1.5 43 2 50

1416360190 O-Ring-M48×1.5 43 2 50

1416360190 O-Ring-M50×1.5 43 2 50

1413540190 O-Ring-M54×1.5 50 2 50

1413560190 O-Ring-M56×1.5 50 2 50

1416480190 O-Ring-M60×1.5 55 2 50

1416480190 O-Ring-M63×1.5 55 2 50

1416480190 O-Ring-M64×1.5 55 2 50
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UT-S 标准螺纹 金属电缆接头
UT-S Short Thread Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: apply to all fire prevention, sealing, fixed, the occasion of non-

slip requirements

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1410100100 UT-S-PG7(3-6.5) 8 18 14 12.5 12.5-12.8 10

1410100200 UT-S-PG7(2-5) 8 18 14 12.5 12.5-12.8 10

1410100300 UT-S-PG9(4-8) 8.2 20 17 15.2 15.2-15.5 10

1410100400 UT-S-PG9(2-6) 8.2 20 17 15.2 15.2-15.5 10

1410100500 UT-S-PG11(5-10) 8.6 21 20 18.6 18.6-18.9 10

1410100600 UT-S-PG11(3-7) 8.6 21 20 18.6 18.6-18.9 10

1410100700 UT-S-PG13.5(6.7-12) 9 22 22 20.4 20.4-20.7 10

1410100800 UT-S-PG13.5(5-9) 9 22 22 20.4 20.4-20.7 10

1410100900 UT-S-PG16(10.2-14) 10 23 24 22.5 22.5-22.8 10

1410101000 UT-S-PG16(7-12) 10 23 24 22.5 22.5-22.8 10

1410101100 UT-S-PG21(13-18) 10 25 30 28.3 28.3-28.6 10

1410101200 UT-S-PG21(9-16) 10 25 30 28.3 28.3-28.6 10

1410101300 UT-S-PG29(18.5-25) 12 30 40 37 37-37.3 10

1410101400 UT-S-PG29(13-20) 12 30 40 37 37-37.3 10

1410101500 UT-S-PG36(23-32) 14 35 50 47 47-47.3 5

1410101600 UT-S-PG36(20-26) 14 35 50 47 47-47.3 5

1410101700 UT-S-PG42(32.7-38) 14 38 57 54 54-54.3 2

1410101800 UT-S-PG42(25-31) 14 38 57 54 54-54.3 2

1410101900 UT-S-PG48(37-44) 16.6 40 64 59.3 59.3-59.6 2

1410102000 UT-S-PG48(29-35) 16.6 40 64 59.3 59.3-59.6 2

1410102100 UT-S-M12×1.5(3-6.5) 8 18 14 12 12-12.3 10

1410102200 UT-S-M12×1.5(2-5) 8 18 14 12 12-12.3 10

1410102300 UT-S-M16×1.5(4-8) 8.2 20 17 16 16-16.3 10
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1410102400 UT-S-M16×1.5(2-6) 8.2 20 17 16 16-16.3 10

1410102500 UT-S-M20×1.5(6.7-12) 9 22 22 20 20-20.3 10

1410102600 UT-S-M20×1.5(5-9) 9 22 22 20 20-20.3 10

1410102700 UT-S-M25×1.5(13-18) 10 25 30 25 25-25.3 10

1410102800 UT-S-M25×1.5(9-16) 10 25 30 25 25-25.3 10

1410102900 UT-S-M32×1.5(18.5-25) 12 30 40 32 32-32.3 10

1410103000 UT-S-M32×1.5(13-20) 12 30 40 32 32-32.3 10

1410103100 UT-S-M40×1.5(23-32) 14 35 50 40 40-40.3 5

1410103200 UT-S-M40×1.5(20-26) 14 35 50 40 40-40.3 5

1410103300 UT-S-M50×1.5(32.7-38) 14 38 57 50 50-50.3 2

1410103400 UT-S-M50×1.5(25-31) 14 38 57 50 50-50.3 2

1410103500 UT-S-M63×1.5(37-44) 16.6 40 64/68 63 63-63.3 2

1410103600 UT-S-M63×1.5(29-35) 16.6 40 64/68 63 63-63.3 2

1410103700 UT-S-NPT1/4(3-6.5) 8 18 14/15 13.7 13.7-14 10

1410103800 UT-S-NPT1/4(2-5) 8 18 14/15 13.7 13.7-14 10

1410103900 UT-S-NPT3/8(4-8) 15 20 17 17 17-17.3 10

1410104000 UT-S-NPT3/8(2-6) 15 20 17 17 17-17.3 10

1410104100 UT-S-NPT1/2(6.7-12) 13 22 22 21.2 21.2-21.5 10

1410104200 UT-S-NPT1/2(5-9) 13 22 22 21.2 21.2-21.5 10

1410104300 UT-S-NPT3/4(13-18) 15 25 30 26.6 26.6-26.9 10

1410104400 UT-S-NPT3/4(9-16) 15 25 30 26.6 26.6-26.9 10

1410104500 UT-S-NPT1(18.5-25) 19 30 40 33.3 33.3-33.6 10

1410104600 UT-S-NPT1(13-20) 19 30 40 33.3 33.3-33.6 10

1410104700 UT-S-NPT1¼(18.5-25) 16 31 40/44 42 42-42.3 10

1410104800 UT-S-NPT1¼(13-20) 16 31 40/44 42 42-42.3 10

1410104900 UT-S-NPT1½(23-32) 20 35 50 48 48-48.3 5

1410105000 UT-S-NPT1½(20-26) 20 35 50 48 48-48.3 5
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UT-R 标准螺纹 金属大线径电缆接头
UT-R Short Thread Increasing Wire Diameter Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: apply to all fire prevention, sealing, fixed, the occasion of non-

slip requirements

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1410200100 UT-R-M12×1.5(4-8) 8 20 17 12 12-12.3 10

1410200200 UT-R-M12×1.5(2-6) 8 20 17 12 12-12.3 10

1410200300 UT-R-M16×1.5(5-10) 8.6 21 20 16 16-16.3 10

1410200400 UT-R-M16×1.5(3-7) 8.6 21 20 16 16-16.3 10

1410200500 UT-R-M20×1.5(10.2-14) 10 23 24 20 20-20.3 10

1410200600 UT-R-M20×1.5(7-12) 10 23 24 20 20-20.3 10

1410200700 UT-R-NPT1/4(4-8) 8 20 17 13.7 13.7-14 10

1410200800 UT-R-NPT1/4(2-6) 8 20 17 13.7 13.7-14 10

1410200900 UT-R-NPT3/8(5-10) 15 21 20 17 17-17.3 10

1410201000 UT-R-NPT3/8(3-7) 15 21 20 17 17-17.3 10

1410201100 UT-R-NPT1/2(10.2-14) 13 23 24 21.2 21.2-21.5 10

1410201200 UT-R-NPT1/2(7-12) 13 23 24 21.2 21.2-21.5 10
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驱易电气 ® ┃金属电缆接头

UT-L 加长螺纹 金属电缆接头
UT-L Long Thread Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: apply to all fire prevention, sealing, fixed, the occasion of non-

slip requirements

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1410300100 UT-L-PG7(3-6.5) 15 18 14 12.5 12.5-12.8 10

1410300200 UT-L-PG7(2-5) 15 18 14 12.5 12.5-12.8 10

1410300300 UT-L-PG9(4-8) 15 20 17 15.2 15.2-15.5 10

1410300400 UT-L-PG9(2-6) 15 20 17 15.2 15.2-15.5 10

1410300500 UT-L-PG11(5-10) 15 21 20 18.6 18.6-18.9 10

1410300600 UT-L-PG11(3-7) 15 21 20 18.6 18.6-18.9 10

1410300700 UT-L-PG13.5(6.7-12) 15 22 22 20.4 20.4-20.7 10

1410300800 UT-L-PG13.5(5-9) 15 22 22 20.4 20.4-20.7 10

1410300900 UT-L-PG16(10.2-14) 15 23 24 22.5 22.5-22.8 10

1410301000 UT-L-PG16(7-12) 15 23 24 22.5 22.5-22.8 10

1410301100 UT-L-PG21(13-18) 15 25 30 28.3 28.3-28.6 10

1410301200 UT-L-PG21(9-16) 15 25 30 28.3 28.3-28.6 10

1410301300 UT-L-PG29(18.5-25) 18 30 40 37 37-37.3 10

1410301400 UT-L-PG29(13-20) 18 30 40 37 37-37.3 10

1410301500 UT-L-PG36(23-32) 18 35 50 47 47-47.3 5

1410301600 UT-L-PG36(20-26) 18 35 50 47 47-47.3 5

1410301700 UT-L-PG42(32.7-38) 18 38 57 54 54-54.3 2

1410301800 UT-L-PG42(25-31) 18 38 57 54 54-54.3 2

1410301900 UT-L-PG48(37-44) 19 40 64 59.3 59.3-59.6 2

1410302000 UT-L-PG48(29-35) 19 40 64 59.3 59.3-59.6 2

1410302100 UT-L-M12×1.5(3-6.5) 15 18 14 12 12-12.3 10

1410302200 UT-L-M12×1.5(2-5) 15 18 14 12 12-12.3 10

1410302300 UT-L-M16×1.5(4-8) 15 20 17 16 16-16.3 10

1410302400 UT-L-M16×1.5(2-6) 15 20 17 16 16-16.3 10

1410302500 UT-L-M20×1.5(6.7-12) 15 22 22 20 20-20.3 10

1410302600 UT-L-M20×1.5(2-9) 15 22 22 20 20-20.3 10

1410302700 UT-L-M25×1.5(13-18) 15 25 30 25 25-25.3 10

1410302800 UT-L-M25×1.5(9-16) 15 25 30 25 25-25.3 10

1410302900 UT-L-M32×1.5(18.5-25) 15 30 40 32 32-32.3 10

1410303000 UT-L-M32×1.5(13-20) 15 30 40 32 32-32.3 10

1410303100 UT-L-M40×1.5(23-32) 18 35 50 40 40-40.3 5

1410303200 UT-L-M40×1.5(20-26) 18 35 50 40 40-40.3 5

1410303300 UT-L-M50×1.5(32.7-38) 18 38 57 50 50-50.3 2

1410303400 UT-L-M50×1.5(25-31) 18 38 57 50 50-50.3 2

1410303500 UT-L-M63×1.5(37-44) 19 40 64/68 63 63-63.3 2

1410303600 UT-L-M63×1.5(29-35) 19 40 64/68 63 63-63.3 2
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UT-LR 加长螺纹 金属大线径电缆接头
UT-LR Long Thread Increasing Wire Diameter Brass Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：适用于所有有防火，密封，固定，防滑要求的场合。

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: apply to all fire prevention, sealing, fixed, the occasion of non-

slip requirements

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1410400100 UT-LR-M12×1.5(4-8) 15 18 17 12 12-12.3 10

1410400200 UT-LR-M12×1.5(2-6) 15 18 17 12 12-12.3 10

1410400300 UT-LR-M16×1.5(5-10) 15 21 20 16 16-16.3 10

1410400400 UT-LR-M16×1.5(3-7) 15 21 20 16 16-16.3 10

1410400500 UT-LR-M20×1.5(10.2-14) 15 23 24 20 20-20.3 10

1410400600 UT-LR-M20×1.5(7-12) 15 23 24 20 20-20.3 10

81

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃金属电缆接头

UT-SF 标准螺纹 金属防折弯电缆接头
UT-SF Short Thread Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1420100100 UT-SF-PG7(3-6.5) 8 53 14 12.5 12.5-12.8 10

1420100200 UT-SF-PG7(2-5) 8 53 14 12.5 12.5-12.8 10

1420100300 UT-SF-PG9(4-8) 8.2 66 17 15.2 15.2-15.5 10

1420100400 UT-SF-PG9(2-6) 8.2 66 17 15.2 15.2-15.5 10

1420100500 UT-SF-PG11(5-10) 8.6 77 20 18.6 18.6-18.9 10

1420100600 UT-SF-PG11(3-7) 8.6 77 20 18.6 18.6-18.9 10

1420100700 UT-SF-PG13.5(6.7-12) 9 88 22 20.4 20.4-20.7 10

1420100800 UT-SF-PG13.5(5-9) 9 88 22 20.4 20.4-20.7 10

1420100900 UT-SF-PG16(10.2-14) 10 98 24 22.5 22.5-22.8 10

1420101000 UT-SF-PG16(7-12) 10 98 24 22.5 22.5-22.8 10

1420101100 UT-SF-PG21(13-18) 10 111 30 28.3 28.3-28.6 10

1420101200 UT-SF-PG21(9-16) 10 111 30 28.3 28.3-28.6 10

1420101300 UT-SF-M12×1_5(3-6.5) 8 53 14 12 12-12.3 10

1420101400 UT-SF-M12×1_5(2-5) 8 53 14 12 12-12.3 10

1420101500 UT-SF-M16×1.5(4-8) 8.2 66 17 16 16-16.3 10

1420101600 UT-SF-M16×1.5(2-6) 8.2 66 17 16 16-16.3 10

1420101700 UT-SF-M20×1.5(6.7-12) 9 88 22 20 20-20.3 10

1420101800 UT-SF-M20×1.5(5-9) 9 88 22 20 20-20.3 10

1420101900 UT-SF-M25×1.5(13-18) 10 111 30 25 25-25.3 10

1420102000 UT-SF-M25×1.5(9-16) 10 111 30 25 25-25.3 10

1420102100 UT-SF-NPT1/4(3-6.5) 8 53 14/15 13.7 13.7-14 10

1420102200 UT-SF-NPT1/4(2-5) 8 53 14/15 13.7 13.7-14 10

1420102300 UT-SF-NPT3/8(4-8) 15 66 17 17 17-17.3 10

1420102400 UT-SF-NPT3/8(2-6) 15 66 17 17 17-17.3 10

1420102500 UT-SF-NPT1/2(6.7-12) 13 88 22 21.2 21.2-21.5 10

1420102600 UT-SF-NPT1/2(5-9) 13 88 22 21.2 21.2-21.5 10

1420102700 UT-SF-NPT3/4(13-18) 15 111 30 26.6 26.6-26.9 10

1420102800 UT-SF-NPT3/4(9-16) 15 111 30 26.6 26.6-26.9 10
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UT-RF 标准螺纹 金属防折弯大线径电缆接头
UT-RF Short Thread Increasing Wire Diameter Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1420200100 UT-RF-M12×1.5(4-8) 8 66 17 12 12-12.3 10

1420200200 UT-RF-M12×1.5(2-6) 8 66 17 12 12-12.3 10

1420200300 UT-RF-M16×1.5(5-10) 8.6 77 20 16 16-16.3 10

1420200400 UT-RF-M16×1.5(3-7) 8.6 77 20 16 16-16.3 10

1420200500 UT-RF-M20×1.5(10.2-14) 10 98 24 20 20-20.3 10

1420200600 UT-RF-M20×1.5(7-12) 10 98 24 20 20-20.3 10

1420200700 UT-RF-NPT1/4(4-8) 8 66 17 13.7 13.7-14 10

1420200800 UT-RF-NPT1/4(2-6) 8 66 17 13.7 13.7-14 10

1420200900 UT-RF-NPT3/8(5-10) 15 77 20 17 17-17.3 10

1420201000 UT-RF-NPT3/8(3-7) 15 77 20 17 17-17.3 10

1420201100 UT-RF-NPT1/2(10.2-14) 13 98 24 21.2 21.2-21.5 10

1420201200 UT-RF-NPT1/2(7-12) 13 98 24 21.2 21.2-21.5 10
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驱易电气 ® ┃金属电缆接头

UT-LF 加长螺纹 金属防折弯电缆接头
UT-LF Long Thread Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1420300100 UT-LF-PG7(3-6.5) 15 53 14 12.5 12.5-12.8 10

1420300200 UT-LF-PG7(2-5) 15 53 14 12.5 12.5-12.8 10

1420300300 UT-LF-PG9(4-8) 15 66 17 15.2 15.2-15.5 10

1420300400 UT-LF-PG9(2-6) 15 66 17 15.2 15.2-15.5 10

1420300500 UT-LF-PG11(5-10) 15 77 20 18.6 18.6-18.9 10

1420300600 UT-LF-PG11(3-7) 15 77 20 18.6 18.6-18.9 10

1420300700 UT-LF-PG13.5(6.7-12) 15 88 22 20.4 20.4-20.7 10

1420300800 UT-LF-PG13.5(5-9) 15 88 22 20.4 20.4-20.7 10

1420300900 UT-LF-PG16(10.2-14) 15 98 24 22.5 22.5-22.8 10

1420301000 UT-LF-PG16(7-12) 15 98 24 22.5 22.5-22.8 10

1420301100 UT-LF-PG21(13-18) 15 111 30 28.3 28.3-28.6 10

1420301200 UT-LF-PG21(9-16) 15 111 30 28.3 28.3-28.6 10

1420301300 UT-LF-M12×1.5(3-6.5) 15 53 14 12 12-12.3 10

1420301400 UT-LF-M12×1.5(2-5) 15 53 14 12 12-12.3 10

1420301500 UT-LF-M16×1.5(4-8) 15 66 17 16 16-16.3 10

1420301600 UT-LF-M16×1.5(2-6) 15 66 17 16 16-16.3 10

1420301700 UT-LF-M20×1.5(6.7-12) 15 88 22 20 20-20.3 10

1420301800 UT-LF-M20×1.5(5-9) 15 88 22 20 20-20.3 10

1420301900 UT-LF-M25×1.5(13-18) 15 111 30 25 25-25.3 10

1420302000 UT-LF-M25×1.5(9-16) 15 111 30 25 25-25.3 10
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UT-LRF 加长螺纹 金属防折弯大线径电缆接头
UT-LRF Long Thread Increasing Wire Diameter Metal Spiral Cable Gland With

・	材 料：黄铜镀镍

・	防拆弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙、阻燃等级 V0, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68/IP69K( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	UL/CSA 证书号：E343544

・	应用特点：用于保护线缆进出线防止过度折弯的金属电缆接头

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Anti-fold spring：stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA.UL94-V0 

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430 

・	Test Standard : EN50262/EN62444/UL514B 

・	Protection class: IP68/IP69K(the wire/cable is in clamping range, and 

assemble O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	UL/CSA Cert ID: E343544

・	Application: used to protect the cable outlet to prevent excessive bending of 

metal cable gland

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1420400100 UT-LRF-M12×1.5(4-8) 15 66 17 12 12-12.3 10

1420400200 UT-LRF-M12×1.5(2-6) 15 66 17 12 12-12.3 10

1420400300 UT-LRF-M16×1.5(5-10) 15 77 20 16 16-16.3 10

1420400400 UT-LRF-M16×1.5(3-7) 15 77 20 16 16-16.3 10

1420400500 UT-LRF-M20×1.5(10.2-14) 15 98 24 20 20-20.3 10

1420400600 UT-LRF-M20×1.5(7-12) 15 98 24 20 20-20.3 10
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驱易电气 ® ┃金属电缆接头

UT-MNG 金属锁紧螺母
UT-MNG Brass Lock Nut

・	材料：黄铜镀镍

・	应用特点：与金属电缆接头及其他螺纹制式附件配合使用，重量轻，强度高，牢固锁

定

・	Material: Brass with nickel plated (CuZn39Pb3, ASTM C37800, JIS C37800) 

・	Thread Type: PG according to DIM 40430

・	Thread Type: Metric according to EN 60423

・	Thread Type: NPT according to ANSI/ASME B 1.20.

・	Application: metal cable gland and other accessories used in conjunction with 

other standard thread, light weight, high strength, firmly locked

订货号 (P.N.) 产品型号 Model 螺母高度 H(mm) 扳手直径 (mm) 包装 Pack

1430100100 UT-MNG-PG7 2.8 15 10

1430100200 UT-MNG-PG9 2.8 18 10

1430100300 UT-MNG-PG11 3.0 21 10

1430100400 UT-MNG-PG13.5 3.0 23 10

1430100500 UT-MNG-PG16 3.0 26 10

1430100600 UT-MNG-PG21 3.5 32 10

1430100700 UT-MNG-PG29 4.0 41 10

1430100800 UT-MNG-PG36 5.0 51 5

1430100900 UT-MNG-PG42 5.0 60 2

1430101000 UT-MNG-PG48 5.5 64 2

1430101100 UT-MNG-M12×1.5 2.8 15 10

1430101200 UT-MNG-M16×1.5 2.8 19 10

1430101300 UT-MNG-M20×1.5 3.0 23 10

1430101400 UT-MNG-M25×1.5 3.5 29 10

1430101500 UT-MNG-M32×1.5 4.0 36 10

1430101600 UT-MNG-M40×1.5 4.5 46 5

1430101700 UT-MNG-M50×1.5 5.5 55 2

1430101800 UT-MNG-M63×1.5 6.0 70 2

1430101900 UT-MNG-NPT1/4 3 17 10

1430102000 UT-MNG-NPT3/8 3.5 20 10

1430102100 UT-MNG-NPT1/2 3.5 24 10

1430102200 UT-MNG-NPT3/4 4 30 10

1430102300 UT-MNG-NPT1 4.5 40 10

1430102400 UT-MNG-NPT1¼ 5.0 46 10

1430102500 UT-MNG-NPT1½ 5.0 55 5
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O-RING O 形密封圈
O-RING O-sealing Ring

・	密 封 件：丁腈橡胶

・	环境温度：-40℃至 +100℃ ( 短时至 120℃ )

・	应用特点：耐温，耐压，抗老化，起到密封效果，增强保护等级

・	Sealing element: NBR 

・	Range of temperature: -40℃ to +100℃ (120℃ ,short term)

・	Application: Heat resistance, pressure, anti-aging with a sealing  effect, 

enhanced protection level.

订货号 (P.N.) 产品型号 Model d s 包装 Pack

1400160701 O-RING-PG7 10 1.5 100

1400160901 O-RING-PG9 12 1.5 100

1400161101 O-RING-PG11 16 1.5 100

1400161301 O-RING-PG13.5 17 1.5 100

1400161601 O-RING-PG16 18 1.5 100

1400162101 O-RING-PG21 26 2 100

1400162901 O-RING-PG29 33 2 100

1400163601 O-RING-PG36 43 2 50

1400164201 O-RING-PG42 50 2 50

1400164801 O-RING-PG48 55 2 50

1400160701 O-RING-M12×1.5 10 1.5 100

1400160901 O-RING-M16×1.5 12 1.5 100

1400161301 O-RING-M20×1.5 17 1.5 100

1400132501 O-RING-M25×1.5 22 2 100

1400133201 O-RING-M32×1.5 29 2 100

1400134001 O-RING-M40×1.5 35 2 50

1400163601 O-RING-M50×1.5 43 2 50

1400136301 O-RING-M63×1.5 55 2 50

1400141401 O-RING-NPT1/4 11 1.5 100

1400143801 O-RING-NPT3/8 13 2 100

1400141201 O-RING-NPT1/2 19 2 100

1400132501 O-RING-NPT3/4 22 2 100

1400133201 O-RING-NPT1 29 2 100

1400141501 O-RING-NPT1¼ 38 2.5 100

1411141301 O-RING-NPT1½ 45 2.5 50
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驱易电气 ® ┃金属电缆接头

T-EMV-S 标准螺纹 防磁波金属电缆接头
T-EMV-S Standard Thread EMC Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：可以屏蔽掉可能干扰的电磁辐射杂波，保证电气设备的可靠运行。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type: PG according to DIN 40430

・	Thread Type: NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Block out clutter interference of electromagnetic radiation,to 

ensure reliable operation of electrical equipment.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size(mm)

包装
Pack

1490100100 T-EMV-S-PG7(3-6.5) 5 18 14 12.5 12.5-12.8 100

1490100200 T-EMV-S-PG9(4-8) 6 20 17 15.2 15.2-15.5 50

1490100300 T-EMV-S-PG11(5-10) 6 21 20 18.6 18.6-18.9 50

1490100400 T-EMV-S-PG13.5(6-12) 6.5 22 22 20.4 20.4-20.7 50

1490100500 T-EMV-S-PG16(10-14) 6.5 23 24 22.5 22.5-22.8 50

1490100600 T-EMV-S-PG21(13-18) 7 25 30 28.3 28.3-28.6 25

1490100700 T-EMV-S-PG29(18-25) 8 30 40 37 37-37.3 10

1490100800 T-EMV-S-PG36(23-32) 8 35 50 47 47-47.3 5

1490100900 T-EMV-S-PG42(32-38) 9 38 57 54 54-54.3 5

1490101000 T-EMV-S-PG48(37-44) 10 40 64 59.3 59.3-59.6 4

1490101100 T-EMV-S-NPT1/4(3-6.5) 8 18 14/15 13.7 13.7-14 100

1490101200 T-EMV-S-NPT1/4(4-8) 8 20 17 13.7 13.7-14 50

1490101300 T-EMV-S-NPT3/8(4-8) 15 20 17/18 17 17-17.3 50

1490101400 T-EMV-S-NPT3/8(5-10) 15 21 20 17 17-17.3 50

1490101500 T-EMV-S-NPT1/2(6-12) 13 22 22 21.2 21.2-21.5 50

1490101600 T-EMV-S-NPT1/2(10-14) 13 23 24 21.2 21.2-21.5 50

1490101700 T-EMV-S-NPT3/4(13-18) 15 25 30 26.6 26.6-26.9 25

1490101800 T-EMV-S-NPT1(18-25) 16 30 40 33.3 33.3-33.6 10

1490101900 T-EMV-S-NPT1¼(18-25) 18 30 40/44 42 42-42.3 10

1490102000 T-EMV-S-NPT1¼(22-32) 18 35 50 42 42-42.3 5

88



订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size(mm)

包装
Pack

1490102100 T-EMV-S-NPT1½(22-32) 18 35 50 48 48-48.3 5

1490102200 T-EMV-S-NPT1½(32-38) 18 38 57 48 48-48.3 5

1490102300 T-EMV-S-NPT2(37-44) 18 40 64 60 60-60.3 4

1490102400 T-EMV-S-M12×1.5(3-6.5) 5 18 14 12 12-12.3 100

1490102500 T-EMV-S-M12×1.5(4-8) 6 20 17 12 12-12.3 50

1490102600 T-EMV-S-M14×1.5(4-8) 6 20 17 14 14-14.3 50

1490102700 T-EMV-S-M16×1.5(4-8) 6 20 17 16 16-16.3 50

1490102800 T-EMV-S-M16×1.5(5-10) 6 21 20 16 16-16.3 50

1490102900 T-EMV-S-M18×1.5(5-10) 6 21 20 18 18-18.3 50

1490103000 T-EMV-S-M20×1.5(6-12) 6.5 22 22 20 20-20.3 50

1490103100 T-EMV-S-M20×1.5(10-14) 6.5 23 24 20 20-20.3 50

1490103200 T-EMV-S-M22×1.5(10-14) 6.5 23 24 22 22-22.3 50

1490103300 T-EMV-S-M24×1.5(10-14) 6.5 23 24/27 24 24-24.3 50

1490103400 T-EMV-S-M25×1.5(13-18) 7 25 30 25 25-25.3 25

1490103500 T-EMV-S-M27×1.5(13-18) 7 25 30 27 27-27.3 25

1490103600 T-EMV-S-M28×1.5(13-18) 7 25 30 28 28-28.3 25

1490103700 T-EMV-S-M30×1.5(13-18) 8 25 30/32 30 30-30.3 25

1490103800 T-EMV-S-M32×1.5(13-18) 8 25 30/34 32 32-32.3 10

1490103900 T-EMV-S-M32×1.5(18-25) 8 30 40 32 32-32.3 10

1490104000 T-EMV-S-M33×1.5(18-25) 8 30 40 33 33-33.3 10

1490104100 T-EMV-S-M36×1.5(18-25) 8 30 40 36 36-36.3 10

1490104200 T-EMV-S-M37×1.5(18-25) 8 30 40 37 37-37.3 10

1490104300 T-EMV-S-M40×1.5(22-32) 8 35 50 40 40-40.3 5

1490104400 T-EMV-S-M42×1.5(22-32) 8 35 50 42 42-42.3 5

1490104500 T-EMV-S-M47×1.5(22-32) 8 35 50 47 47-47.3 5

1490104600 T-EMV-S-M48×1.5(22-32) 8 35 50/52 48 48-48.3 5

1490104700 T-EMV-S-M50×1.5(32-38) 9 38 57 50 50-50.3 5

1490104800 T-EMV-S-M54×1.5(32-38) 9 38 57 54 54-54.3 5

1490104900 T-EMV-S-M56×1.5(32-38) 9 38 57/59 56 56-56.3 5

1490105000 T-EMV-S-M60×1.5(37-44) 10 40 64 60 60-60.3 4

1490105100 T-EMV-S-M63×1.5(37-44) 10 40 64/68 63 63-63.3 4

1490105200 T-EMV-S-M64×1.5(37-44) 10 40 64/68 64 64-64.3 4

1490105300 T-EMV-S-G1/4"(3-6.5) 7 18 14/15 13.1 13.1-13.4 100

1490105400 T-EMV-S-G1/4"(4-8) 7 20 17 13.1 13.1-13.4 50

1490105500 T-EMV-S-G3/8"(4-8) 8 20 17/18 16.6 16.6-16.9 50

1490105600 T-EMV-S-G3/8"(5-10) 8 21 20 16.6 16.6-16.9 50

1490105700 T-EMV-S-G1/2"(6-12) 8 22 22 20.9 20.9-21.2 50

1490105800 T-EMV-S-G1/2"(10-14) 8 23 24 20.9 20.9-21.2 50

1490105900 T-EMV-S-G3/4"(13-18) 8 25 30 26.4 26.4-26.7 25

1490106000 T-EMV-S-G1"(18-25) 10 30 40 33.2 33.2-33.5 10

1490106100 T-EMV-S-G1¼"(18-25) 10 30 40/44 41.9 41.9-42.2 10

1490106200 T-EMV-S-G1¼"(22-32) 10 35 50 41.9 41.9-42.2 5

1490106300 T-EMV-S-G1½"(22-32) 10 35 50 47.8 47.8-48.1 5

1490106400 T-EMV-S-G1½"(32-38) 10 38 57 47.8 47.8-48.1 5

1490106500 T-EMV-S-G2"(37-44) 12 40 64 59.6 59.6-59.9 4
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驱易电气 ® ┃金属电缆接头

T-EMV-L 加长螺纹 防磁波金属电缆接头
T-EMV-L Long Thread EMC Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：可以屏蔽掉可能干扰的电磁辐射杂波，保证电气设备的可靠运行。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type:PG according to DIN 40430

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Block out clutter interference of electromagnetic radiation,to 

ensure reliable operation of electrical equipment.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size(mm)

包装
Pack

1490200100 T-EMV-L-PG7(3-6.5) 10 18 14 12.5 12.5-12.8 100
1490200200 T-EMV-L-PG9(4-8) 10 20 17 15.2 15.2-15.5 50
1490200300 T-EMV-L-PG11(5-10) 10 21 20 18.6 18.6-18.9 50
1490200400 T-EMV-L-PG13.5(6-12) 10 22 22 20.4 20.4-20.7 50
1490200500 T-EMV-L-PG16(10-14) 10 23 24 22.5 22.5-22.8 50
1490200600 T-EMV-L-PG21(13-18) 12 25 30 28.3 28.3-28.6 25
1490200700 T-EMV-L-PG29(18-25) 12 30 40 37 37-37.3 10
1490200800 T-EMV-L-PG36(23-32) 15 35 50 47 47-47.3 5
1490200900 T-EMV-L-PG42(32-38) 15 38 57 54 54-54.3 5
1490201000 T-EMV-L-PG48(37-44) 15 40 64 59.3 59.3-59.6 4
1490201100 T-EMV-L-M12×1.5(3-6.5) 10 18 14 12 12-12.3 100
1490201200 T-EMV-L-M12×1.5(4-8) 10 20 17 12 12-12.3 50
1490201300 T-EMV-L-M14×1.5(4-8) 10 20 17 14 14-14.3 50
1490201400 T-EMV-L-M16×1.5(4-8) 10 20 17 16 16-16.3 50
1490201500 T-EMV-L-M16×1.5(5-10) 10 21 20 16 16-16.3 50
1490201600 T-EMV-L-M18×1.5(5-10) 10 21 20 18 18-18.3 50
1490201700 T-EMV-L-M20×1.5(6-12) 10 22 22 20 20-20.3 50
1490201800 T-EMV-L-M20×1.5(10-14) 10 23 24 20 20-20.3 50
1490201900 T-EMV-L-M22×1.5(10-14) 10 23 24 22 22-22.3 50
1490202000 T-EMV-L-M24×1.5(10-14) 10 23 24/27 24 24-24.3 50
1490202100 T-EMV-L-M25×1.5(13-18) 12 25 30 25 25-25.3 25
1490202200 T-EMV-L-M27×1.5(13-18) 12 25 30 27 27-27.3 25
1490202300 T-EMV-L-M28×1.5(13-18) 12 25 30 28 28-28.3 25
1490202400 T-EMV-L-M30×1.5(13-18) 12 25 30/32 30 30-30.3 25
1490202500 T-EMV-L-M32×1.5(13-18) 12 25 30/34 32 32-32.3 10
1490202600 T-EMV-L-M32×1.5(18-25) 12 30 40 32 32-32.3 10
1490202700 T-EMV-L-M33×1.5(18-25) 12 30 40 33 33-33.3 10
1490202800 T-EMV-L-M36×1.5(18-25) 12 30 40 36 36-36.3 10
1490202900 T-EMV-L-M37×1.5(18-25) 12 30 40 37 37-37.3 10
1490203000 T-EMV-L-M40×1.5(22-32) 12 35 50 40 40-40.3 5
1490203100 T-EMV-L-M42×1.5(22-32) 12 35 50 42 42-42.3 5
1490203200 T-EMV-L-M47×1.5(22-32) 12 35 50 47 47-47.3 5
1490203300 T-EMV-L-M48×1.5(22-32) 12 35 50/52 48 48-48.3 5
1490203400 T-EMV-L-M50×1.5(27-35) 15 37 55 50 50-50.3 5
1490203500 T-EMV-L-M50×1.5(32-38) 15 38 57 50 50-50.3 5
1490203600 T-EMV-L-M54×1.5(32-38) 15 38 57 54 54-54.3 5
1490203700 T-EMV-L-M56×1.5(32-38) 15 38 57/59 56 56-56.3 5
1490203800 T-EMV-L-M60×1.5(37-44) 15 40 64 60 60-60.3 4
1490203900 T-EMV-L-M63×1.5(37-44) 15 40 64/68 63 63-63.3 4
1490204000 T-EMV-L-M64×1.5(37-44) 15 40 64/68 64 64-64.3 4
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T-EMV-SF 标准螺纹 防磁波金属防折弯电缆接头
T-EMV-SF Standard Thread EMC Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防折弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：带有保护线缆过度弯折，并可以屏蔽掉可能干扰的电磁辐射杂波。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Anti-fold spring:stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type:PG according to DIN 40430

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Used to protect the cable outlet to prevent excessive bending 

of metal cable gland,and block out clutter interference of electromagnetic 

radiation

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size(mm)

包装
Pack

1401100100 T-EMV-SF-PG7(3-6.5) 5 53 14 12.5 12.5-12.8 50
1401100200 T-EMV-SF-PG9(4-8) 6 66 17 15.2 15.2-15.5 50
1401100300 T-EMV-SF-PG11(5-10) 6 77 20 18.6 18.6-18.9 20
1401100400 T-EMV-SF-PG13.5(6-12) 6.5 88 22 20.4 20.4-20.7 20
1401100500 T-EMV-SF-PG16(10-14) 6.5 98 24 22.5 22.5-22.8 20
1401100600 T-EMV-SF-PG21(13-18) 7 111 30 28.3 28.3-28.6 10
1401100700 T-EMV-SF-NPT1/4(3-6.5) 8 53 14/15 13.7 13.7-14 50
1401100800 T-EMV-SF-NPT1/4(4-8) 8 66 17 13.7 13.7-14 50
1401100900 T-EMV-SF-NPT3/8(4-8) 15 66 17/18 17 17-17.3 20
1401101000 T-EMV-SF-NPT3/8(5-10) 15 77 20 17 17-17.3 20
1401101100 T-EMV-SF-NPT1/2(6-12) 13 88 22 21.2 21.2-21.5 50
1401101200 T-EMV-SF-NPT1/2(10-14) 13 98 24 21.2 21.2-21.5 20
1401101300 T-EMV-SF-NPT3/4(13-18) 15 111 30 26.6 26.6-26.9 10
1401101400 T-EMV-SF-G1/4(3-6.5) 7 53 14/15 13.1 13.1-13.4 50
1401101500 T-EMV-SF-G1/4(4-8) 7 66 17 13.1 13.1-13.4 50
1401101600 T-EMV-SF-G3/8(4-8) 8 66 17/18 16.6 16.6-16.9 20
1401101700 T-EMV-SF-G3/8(5-10) 8 77 20 16.6 16.6-16.9 20
1401101800 T-EMV-SF-G1/2(6-12) 8 88 22 20.9 20.9-21.2 20
1401101900 T-EMV-SF-G1/2(10-14) 8 98 24 20.9 20.9-20.2 20
1401102000 T-EMV-SF-G3/4(13-18) 8 111 30 26.4 26.4-26.7 10
1401102100 T-EMV-SF-M12×1.5(3-6.5) 5 53 14 12 12-12.3 50
1401102200 T-EMV-SF-M12×1.5(4-8) 6 66 17 12 12-12.3 50
1401102300 T-EMV-SF-M14×1.5(4-8) 6 66 17 14 14-14.3 50
1401102400 T-EMV-SF-M16×1.5(4-8) 6 66 17 16 16-16.3 50
1401102500 T-EMV-SF-M16×1.5(5-10) 6 77 20 16 16-16.3 20
1401102600 T-EMV-SF-M18×1.5(5-10) 6 77 20 18 18-18.3 20
1401102700 T-EMV-SF-M20×1.5(6-12) 6.5 88 22 20 20-20.3 20
1401102800 T-EMV-SF-M20×1.5(10-14) 6.5 98 24 20 20-20.3 20
1401102900 T-EMV-SF-M22×1.5(10-14) 6.5 98 24 22 22-22.3 20
1401103000 T-EMV-SF-M24×1.5(12-14) 6.5 98 24/27 24 24-24.3 10
1401103100 T-EMV-SF-M25×1.5(13-18) 7 111 30 25 25-25.3 10
1401103200 T-EMV-SF-M27×1.5(13-18) 7 111 30 27 27-27.3 10
1401103300 T-EMV-SF-M28×1.5(13-18) 7 111 30 28 28-28.3 10
1401103400 T-EMV-SF-M30×1.5(13-18) 8 111 30/32 30 30-30.3 10

91

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃金属电缆接头

T-EMV-LF 加长螺纹 防磁波金属防折弯电缆接头
T-EMV-LF Long Thread EMC Metal Spiral Cable Gland

・	材 料：黄铜镀镍

・	防折弹簧：不锈钢 1.4310/ASTM301/SUS301

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：带有保护线缆过度弯折，并可以屏蔽掉可能干扰的电磁辐射杂波。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Anti-fold spring:stainless steel 1.4310/ASTM301/SUS301

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type:PG according to DIN 40430

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Used to protect the cable outlet to prevent excessive bending 

of metal cable gland,and block out clutter interference of electromagnetic 

radiation

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1401200100 T-EMV-LF-PG7(3-6.5) 10 53 14 12.5 12.5-12.8 50

1401200200 T-EMV-LF-PG9(4-8) 10 66 17 15.2 15.2-15.5 50

1401200300 T-EMV-LF-PG11(5-10) 10 77 20 18.6 18.6-18.9 20

1401200400 T-EMV-LF-PG13.5(6.7-12) 10 88 22 20.4 20.4-20.7 20

1401200500 T-EMV-LF-PG16(10.2-14) 10 98 24 22.5 22.5-22.8 20

1401200600 T-EMV-LF-PG21(13-18) 12 111 30 28.3 28.3-28.6 10

1401200700 T-EMV-LF-M12×1.5(3-6.5) 10 53 14 12 12-12.3 50

1401200800 T-EMV-LF-M12×1.5(4-8) 10 66 17 12 12-12.3 50

1401200900 T-EMV-LF-M14×1.5(4-8) 10 66 17 14 14-14.3 50

1401201000 T-EMV-LF-M16×1.5(4-8) 10 66 17 16 16-16.3 50

1401201100 T-EMV-LF-M16×1.5(5-10) 10 77 20 16 16-16.3 20

1401201200 T-EMV-LF-M18×1.5(5-10) 10 77 20 18 18-18.3 20

1401201300 T-EMV-LF-M20×1.5(6-12) 10 88 22 20 20-20.3 20

1401201400 T-EMV-LF-M20×1.5(10-14) 10 98 24 20 20-20.3 20

1401201500 T-EMV-LF-M22×1.5(10-14) 10 98 24 22 22-22.3 20

1401201600 T-EMV-LF-M24×1.5(10-14) 10 98 24/27 24 24-24.3 20

1401201700 T-EMV-LF-M25×1.5(13-18) 12 111 30 25 25-25.3 10

1401201800 T-EMV-LF-M27×1.5(13-18) 12 111 30 27 27-27.3 10

1401201900 T-EMV-LF-M28×1.5(13-18) 12 111 30 28 28-28.3 10

1401202000 T-EMV-LF-M30×1.5(13-18) 12 111 30/32 30 30-30.3 10
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T-EMV-Z 标准螺纹 防磁波金属抗拉力电缆接头
T-EMV-Z Standard Thread EMC Metal Stretching Resistance Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：对线缆密封、抗拉有特别要求的场合，并可以屏蔽掉可能干扰的电磁辐射

杂波。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type:PG according to DIN 40430

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Cable seal for tensile special requirements of the occasion,and it 

can block out clutter interference of electromagnetic radiation.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1402100100 T-EMV-Z-PG7(3-6.5) 5 25 14 12.5 12.5-12.8 50

1402100200 T-EMV-Z-PG9(4-8) 6 27 17 15.2 15.2-15.5 50

1402100300 T-EMV-Z-PG11(5-10) 6 29 20 18.6 18.6-18.9 50

1402100400 T-EMV-Z-PG13.5(6-12) 6.5 31 22 20.4 20.4-20.7 50

1402100500 T-EMV-Z-PG16(10-14) 6.5 31 24 22.5 22.5-22.8 50

1402100600 T-EMV-Z-PG21(13-18) 7 37 30 28.3 28.3-28.6 20

1402100700 T-EMV-Z-PG29(18-25) 8 42 40 37 37-37.3 10

1402100800 T-EMV-Z-PG36(22-32) 8 48 50 47 47-47.3 4

1402100900 T-EMV-Z-PG42(32-38) 9 50 57 54 54-54.3 4

1402101000 T-EMV-Z-PG48(37-44) 10 51 64 59.3 59.3-59.6 4

1402101100 T-EMV-Z-NPT1/4(3-6.5) 8 25 14/15 13.7 13.7-14 50

1402101200 T-EMV-Z-NPT1/4(4-8) 8 27 17 13.7 13.7-14 50

1402101300 T-EMV-Z-NPT3/8(4-8) 15 27 17/18 17 17-17.3 50

1402101400 T-EMV-Z-NPT3/8(5-10) 15 29 20 17 17-17.3 50

1402101500 T-EMV-Z-NPT1/2(6-12) 13 31 22 21.2 21.2-21.5 50
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1402101600 T-EMV-Z-NPT1/2(10-14) 13 31 24 21.2 21.2-21.5 50

1402101700 T-EMV-Z-NPT3/4(13-18) 15 37 30 26.6 26.6-26.9 20

1402101800 T-EMV-Z-NPT1(18-25) 16 42 40 33.3 33.3-33.6 10

1402101900 T-EMV-Z-NPT1¼(18-25) 18 42 40/44 42 42-42.3 10

1402102000 T-EMV-Z-NPT1¼(22-32) 18 48 50 42 42-42.3 4

1402102100 T-EMV-Z-NPT1½(22-32) 18 48 50 48 48-48.3 4

1402102200 T-EMV-Z-NPT1½(32-38) 18 50 57 48 48-48.3 4

1402102300 T-EMV-Z-NPT2(37-44) 18 51 64 60 60-60.3 4

1402102400 T-EMV-Z-M12×1.5(3-6.5) 5 25 14 12 12-12.3 50

1402102500 T-EMV-Z-M12×1.5(4-8) 6 27 17 12 12-12.3 50

1402102600 T-EMV-Z-M14×1.5(4-8) 6 27 17 14 14-14.3 50

1402102700 T-EMV-Z-M16×1.5(4-8) 6 27 17 16 16-16.3 50

1402102800 T-EMV-Z-M16×1.5(5-10) 6 29 20 16 16-16.3 50

1402102900 T-EMV-Z-M18×1.5(5-10) 6 29 20 18 18-18.3 50

1402103000 T-EMV-Z-M20×1.5(6-12) 6.5 31 22 20 20-20.3 50

1402103100 T-EMV-Z-M20×1.5(10-14) 6.5 31 24 20 20-20.3 50

1402103200 T-EMV-Z-M22×1.5(10-14) 6.5 31 24 22 22-22.3 50

1402103300 T-EMV-Z-M24×1.5(10-14) 6.5 31 24/27 24 24-24.3 50

1402103400 T-EMV-Z-M25×1.5(13-18) 7 37 30 25 25-25.3 20

1402103500 T-EMV-Z-M27×1.5(13-18) 7 37 30 27 27-27.3 20

1402103600 T-EMV-Z-M28×1.5(13-18) 7 37 30 28 28-28.3 20

1402103700 T-EMV-Z-M30×1.5(13-18) 8 37 30/32 30 30-30.3 20

1402103800 T-EMV-Z-M32×1.5(18-25) 8 42 40 32 32-32.3 10

1402103900 T-EMV-Z-M33×1.5(18-25) 8 42 40 33 33-33.3 10

1402104000 T-EMV-Z-M36×1.5(18-25) 8 42 40 36 36-36.3 10

1402104100 T-EMV-Z-M37×1.5(18-25) 8 42 40 37 37-37.3 10

1402104200 T-EMV-Z-M40×1.5(22-32) 8 48 50 40 40-40.3 4

1402104300 T-EMV-Z-M42×1.5(22-32) 8 48 50 42 42-42.3 4

1402104400 T-EMV-Z-M47×1.5(22-32) 8 48 50 47 47-47.3 4

1402104500 T-EMV-Z-M48×1.5(22-32) 8 48 50/52 48 48-48.3 4

1402104600 T-EMV-Z-M50×1.5(32-38) 9 50 57 50 50-50.3 4

1402104700 T-EMV-Z-M54×1.5(32-38) 9 50 57 54 54-54.3 4

1402104800 T-EMV-Z-M56×1.5(32-38) 9 50 57/59 56 56-56.3 4

1402104900 T-EMV-Z-M60×1.5(37-44) 10 51 64 60 60-60.3 4

1402105000 T-EMV-Z-M63×1.5(37-44) 10 51 64/68 63 63-63.3 4

1402105100 T-EMV-Z-M64×1.5(37-44) 10 51 64/68 64 64-64.3 4
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T-EMV-LZ 加长螺纹 防磁波金属抗拉力电缆接头
T-EMV-LZ Long Thread EMC Metal Stretching Resistance Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +100℃

・	应用特点：对线缆密封、抗拉有特别要求的场合，并可以屏蔽掉可能干扰的电磁辐射

杂波。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated

・	Clamp jaw: Nylon PA(UL File NO.E240925).UL94-V2

・	Sealing element: NBR 

・	Thread Type:PG according to DIN 40430

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Test Standard : EN62444,DIN89345,2014/30/EU

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Cable seal for tensile special requirements of the occasion,and it 

can block out clutter interference of electromagnetic radiation.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1402200100 T-EMV-LZ-G1/4(3-6.5) 7 25 14/15 13.1 13.1-13.4 50

1402200200 T-EMV-LZ-G1/4(4-8) 7 27 17 13.1 13.1-13.4 50

1402200300 T-EMV-LZ-G3/8(4-8) 8 27 17/18 16.6 16.6-16.9 50

1402200400 T-EMV-LZ-G3/8(5-10) 8 29 20 16.6 16.6-16.9 50

1402200500 T-EMV-LZ-G1/2(6-12) 8 31 22 20.9 20.9-21.2 50

1402200600 T-EMV-LZ-G1/2(10-14) 8 31 24 20.9 20.9-21.2 50

1402200700 T-EMV-LZ-G3/4(13-18) 8 37 30 26.4 26.4-26.7 20

1402200800 T-EMV-LZ-G1(18-25) 10 42 40 33.2 33.2-33.5 10

1402200900 T-EMV-LZ-G1¼(18-25) 10 42 40/44 41.9 41.9-42.2 10

1402201000 T-EMV-LZ-G1¼(22-32) 10 48 50 41.9 41.9-42.2 4

1402201100 T-EMV-LZ-G1½(22-32) 10 48 50 47.8 47.8-48.1 4

1402201200 T-EMV-LZ-G1½(32-38) 10 50 57 47.8 47.8-48.1 4

1402201300 T-EMV-LZ-G2(37-44) 12 51 64 59.6 59.6-59.9 4

1402201400 T-EMV-LZ-PG7(3-6.5) 10 25 14 12.5 12.5-12.8 50

1402201500 T-EMV-LZ-PG9(4-8) 10 27 17 15.2 15.2-15.5 50

1402201600 T-EMV-LZ-PG11(5-10) 10 29 20 18.6 18.6-18.9 50
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驱易电气 ® ┃金属电缆接头

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1402201700 T-EMV-LZ-PG13.5(6-12) 10 31 22 20.4 20.4-20.7 50

1402201800 T-EMV-LZ-PG16(10-14) 10 31 24 22.5 22.5-22.8 50

1402201900 T-EMV-LZ-PG21(13-18) 12 37 30 28.3 28.3-28.6 20

1402202000 T-EMV-LZ-PG29(18-25) 12 42 40 37 37-37.3 10

1402202100 T-EMV-LZ-PG36(22-32) 15 48 50 47 47-47.3 4

1402202200 T-EMV-LZ-PG42(32-38) 15 50 57 54 54-54.3 4

1402202300 T-EMV-LZ-PG48(37-44) 15 51 64 59.3 59.3-59.6 4

1402202400 T-EMV-LZ-M12×1.5(3-6.5) 10 25 14 12 12-12.3 50

1402202500 T-EMV-LZ-M12×1.5(4-8) 10 27 17 12 12-12.3 50

1402202600 T-EMV-LZ-M14×1.5(4-8) 10 27 17 14 14-14.3 50

1402202700 T-EMV-LZ-M16×1.5(4-8) 10 27 17 16 16-16.3 50

1402202800 T-EMV-LZ-M16×1.5(5-10) 10 29 20 16 16-16.3 50

1402202900 T-EMV-LZ-M18×1.5(5-10) 10 29 20 18 18-18.3 50

1402203000 T-EMV-LZ-M20×1.5(6-12) 10 31 22 20 20-20.3 50

1402203100 T-EMV-LZ-M20×1.5(10-14) 10 31 24 20 20-20.3 50

1402203200 T-EMV-LZ-M22×1.5(10-14) 10 31 24 22 22-22.3 50

1402203300 T-EMV-LZ-M24×1.5(10-14) 10 31 24/27 24 24-24.3 50

1402203400 T-EMV-LZ-M25×1.5(13-18) 12 37 30 25 25-25.3 20

1402203500 T-EMV-LZ-M27×1.5(13-18) 12 37 30 27 27-27.3 20

1402203600 T-EMV-LZ-M28×1.5(13-18) 12 37 30 28 28-28.3 20

1402203700 T-EMV-LZ-M30×1.5(13-18) 12 37 30/32 30 30-30.3 20

1402203800 T-EMV-LZ-M32×1.5(18-25) 12 42 40 32 32-32.3 10

1402203900 T-EMV-LZ-M33×1.5(18-25) 12 42 40 33 33-33.3 10

1402204000 T-EMV-LZ-M36×1.5(18-25) 12 42 40 36 36-36.3 10

1402204100 T-EMV-LZ-M37×1.5(18-25) 12 42 40 37 37-37.3 10

1402204200 T-EMV-LZ-M40×1.5(22-32) 15 48 50 40 40-40.3 4

1402204300 T-EMV-LZ-M42×1.5(22-32) 15 48 50 42 42-42.3 4

1402204400 T-EMV-LZ-M47×1.5(22-32) 15 48 50 47 47-47.3 4

1402204500 T-EMV-LZ-M48×1.5(22-32) 15 48 50/52 48 48-48.3 4

1402204600 T-EMV-LZ-M50×1.5(32-38) 15 50 57 50 50-50.3 4

1402204700 T-EMV-LZ-M54×1.5(32-38) 15 50 57 54 54-54.3 4

1402204800 T-EMV-LZ-M56×1.5(32-38) 15 50 57/59 56 56-56.3 4

1402204900 T-EMV-LZ-M60×1.5(37-44) 15 51 64 60 60-60.3 4

1402205000 T-EMV-LZ-M63×1.5(37-44) 15 51 64/68 63 63-63.3 4

1402205100 T-EMV-LZ-M64×1.5(37-44) 15 51 64/68 64 64-64.3 4
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T-MNG 防磁波金属螺母
T-MNG EMC Metal Lock Nut

・	材料：黄铜镀镍

・	应用特点：锋锐的六角边缘，用于表面涂漆的箱体，保证可靠接地屏蔽，与金属 电缆

接头及其他螺纹制式附件配合使用。

・	Material:Brass with nickel plated

・	Test Standard:PG according to DIN 40430

・	Test Standard:NPT according to ANSI/ASME B 1.20.

・	Test Standard:G according to ISO 228-1/JIS B 0202

・	Application:Hexagonal edges sharpened,cabinet for surface paint,to ensure 

reliable grounding shield with metal cable gland and other accessorirs used 

in conjunction with standars thread.

订货号 (P.N.) 产品型号 Model 螺母厚度 H(mm) 扳手直径 (mm) 包装 Pack

1403100100 T-MNG-PG7 2.8 15 100
1403100200 T-MNG-PG9 2.8 18 50
1403100300 T-MNG-PG11 3.0 21 50
1403100400 T-MNG-PG13.5 3.0 23 50
1403100500 T-MNG-PG16 3.0 26 50
1403100600 T-MNG-PG21 3.5 32 25
1403100700 T-MNG-PG29 4.0 41 10
1403100800 T-MNG-PG36 5.0 51 5
1403100900 T-MNG-PG42 5.0 60 5
1403101000 T-MNG-PG48 5,5 64 4
1403101100 T-MNG-NPT1/4 3 17 100
1403101200 T-MNG-NPT3/8 3.5 20 50
1403101300 T-MNG-NPT1/2 3.5 24 50
1403101400 T-MNG-NPT3/4 4.0 30 25
1403101500 T-MNG-NPT1 4.5 40 10
1403101600 T-MNG-NPT1¼ 5.0 46 10
1403101700 T-MNG-NPT1½ 5.0 55 5
1403101800 T-MNG-NPT2 5.5 68 4
1403101900 T-MNG-G1/4 3.0 17 100
1403102000 T-MNG-G3/8 3.0 20 50
1403102100 T-MNG-G1/2 3.0 24 50
1403102200 T-MNG-G3/4 40 30 25
1403102300 T-MNG-G1 4.5 40 10
1403102400 T-MNG-G1¼ 5 46 10
1403102500 T-MNG-G1½ 5 55 5
1403102600 T-MNG-G2 5.5 68 4
1403102700 T-MNG-M12×1.5 2.8 14 100
1403102800 T-MNG-M12×1.5 2.8 15 100
1403102900 T-MNG-M14×1.5 2.8 17 50
1403103000 T-MNG-M16×1.5 2.8 18 50
1403103100 T-MNG-M16×1.5 2.8 19 50
1403103200 T-MNG-M18×1.5 3.0 20 50
1403103300 T-MNG-M20×1.5 3.0 22 50
1403103400 T-MNG-M20×1.5 3.0 23 50
1403103500 T-MNG-M20×1.5 3.0 24 50
1403103600 T-MNG-M22×1.5 3.0 24 50
1403103700 T-MNG-M24×1.5 3.0 27 50
1403103800 T-MNG-M25×1.5 3.5 27 25
1403103900 T-MNG-M25×1.5 3.5 29 25
1403104000 T-MNG-M27×1.5 3.5 30 25
1403104100 T-MNG-M28×1.5 3.5 32 25
1403104200 T-MNG-M30×1.5 4.0 34 10
1403104300 T-MNG-M32×1.5 4.0 36 10
1403104400 T-MNG-M33×1.5 4.0 36 10
1403104500 T-MNG-M36×1.5 4.5 40 10
1403104600 T-MNG-M37×1.5 4.5 40 10
1403104700 T-MNG-M40×1.5 4.5 46 5
1403104800 T-MNG-M42×1.5 4.5 46 5
1403104900 T-MNG-M47×1.5 4.5 50 5
1403105000 T-MNG-M48×1.5 4.5 51 5
1403105100 T-MNG-M50×1.5 5.0 55 5
1403105200 T-MNG-M54×1.5 5.0 57 5
1403105300 T-MNG-M56×1.5 5.0 60 5
1403105400 T-MNG-M60×1.5 5.5 64 4
1403105500 T-MNG-M63×1.5 5.5 68 4
1403105600 T-MNG-M63×1.5 5.5 70 4
1403105700 T-MNG-M64×1.5 5.5 68 4
1403105800 T-MNG-M64×1.5 5.5 70 4
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驱易电气 ® ┃金属电缆接头

T-Exe-S 标准螺纹 增安型防爆金属电缆接头
T-Exe-S Standard Thread Increased Safety Explosion-proof Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：应用于防爆要求场合的电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Apply to have explosion-proof requirements of cable gland

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1404100100 T-Exe-S-PG7(3-6.5) 8 18 14 12.5 12.5-12.8 100

1404100200 T-Exe-S-PG7(2-5) 8 18 14 12.5 12.5-12.8 100

1404100300 T-Exe-S-PG9(4-8) 8.2 20 17 15.2 15.2-15.5 50

1404100400 T-Exe-S-PG9(2-6) 8.2 20 17 15.2 15.2-15.5 50

1404100500 T-Exe-S-PG11(5-10) 8.6 21 20 18.6 18.6-18.9 50

1404100600 T-Exe-S-PG11(3-7) 8.6 21 20 18.6 18.6-18.9 50

1404100700 T-Exe-S-PG13.5(6.7-12) 9 22 22 20.4 20.4-20.7 50

1404100800 T-Exe-S-PG13.5(5-9) 9 22 22 20.4 20.4-20.7 50

1404100900 T-Exe-S-PG16(10.2-14) 10 23 24 22.5 22.5-22.8 50

1404101000 T-Exe-S-PG16(7-12) 10 23 24 22.5 22.5-22.8 50

1404101100 T-Exe-S-PG21(13-18) 10 25 30 28.3 28.3-28.6 25

1404101200 T-Exe-S-PG21(9-16) 10 25 30 28.3 28.3-28.6 25

1404101300 T-Exe-S-PG29(18.5-25) 12 30 40 37 37-37.3 10

1404101400 T-Exe-S-PG29(13-20) 12 30 40 37 37-37.3 10

1404101500 T-Exe-S-PG36(23-32) 14 35 50 47 47-47.3 5

1404101600 T-Exe-S-PG36(20-26) 14 35 50 47 47-47.3 5

1404101700 T-Exe-S-PG42(32.7-38) 14 38 57 54 54-54.3 5

1404101800 T-Exe-S-PG42(25-31) 14 38 57 54 54-54.3 5

1404101900 T-Exe-S-PG48(37-44) 16.6 40 64 59.3 59.3-59.6 4

1404102000 T-Exe-S-PG48(29-35) 16.6 40 64 59.3 59.3-59.6 4

1404102100 T-Exe-S-M12×1.5(3-6.5) 8 18 14 12 12-12.3 100

1404102200 T-Exe-S-M12×1.5(2-5) 8 18 14 12 12-12.3 100

1404102300 T-Exe-S-M12×1.5(4-8) 8 20 17 12 12-12.3 50

1404102400 T-Exe-S-M12×1.5(2-6) 8 20 17 12 12-12.3 50

1404102500 T-Exe-S-M16×1.5(4-8) 8.2 20 17 16 16-16.3 50

1404102600 T-Exe-S-M16×1.5(2-6) 8.2 20 17 16 16-16.3 50

1404102700 T-Exe-S-M16×1.5(5-10) 8.6 21 20 16 16-16.3 50

1404102800 T-Exe-S-M16×1.5(3-7) 8.6 21 20 16 16-16.3 50

1404102900 T-Exe-S-M20×1.5(6.7-12) 9 22 22 20 20-20.3 50

1404103000 T-Exe-S-M20×1.5(5-9) 9 22 22 20 20-20.3 50

1404103100 T-Exe-S-M20×1.5(10.2-14) 10 23 24 20 20-20.3 50
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1404103200 T-Exe-S-M20×1.5(7-12) 10 23 24 20 20-20.3 50

1404103300 T-Exe-S-M25×1.5(13-18) 10 25 30 25 25-25.3 25

1404103400 T-Exe-S-M25×1.5(9-16) 10 25 30 25 25-25.3 25

1404103500 T-Exe-S-M32×1.5(18.5-25) 12 30 40 32 32-32.3 10

1404103600 T-Exe-S-M32×1.5(13-20) 12 30 40 32 32-32.3 10

1404103700 T-Exe-S-M40×1.5(23-32) 14 35 50 40 40-40.3 5

1404103800 T-Exe-S-M40×1.5(20-26) 14 35 50 40 40-40.3 5

1404103900 T-Exe-S-M50×1.5(32.7-38) 14 38 57 50 50-50.3 5

1404104000 T-Exe-S-M50×1.5(25-31) 14 38 57 50 50-50.3 5

1404104100 T-Exe-S-M63×1.5(37-44) 16.6 40 64/68 63 63-63.3 4

1404104200 T-Exe-S-M63×1.5(29-35) 16.6 40 64/68 63 63-63.3 4

1404104300 T-Exe-S-NPT1/4(3-6.5) 8 18 14/15 13.7 13.7-14 100

1404104400 T-Exe-S-NPT1/4(2-5) 8 18 14/15 13.7 13.7-14 100

1404104500 T-Exe-S-NPT1/4(4-8) 8 20 17 13.7 13.7-14 50

1404104600 T-Exe-S-NPT1/4(2-6) 8 20 17 13.7 13.7-14 50

1404104700 T-Exe-S-NPT3/8(4-8) 15 20 17/18 17 17-17.3 50

1404104800 T-Exe-S-NPT3/8(2-6) 15 20 17/18 17 17-17.3 50

1404104900 T-Exe-S-NPT3/8(5-10) 15 21 20 17 17-17.3 50

1404105000 T-Exe-S-NPT3/8(3-7) 15 21 20 17 17-17.3 50

1404105100 T-Exe-S-NPT1/2(6.7-12) 13 22 22 21.2 21.2-21.5 50

1404105200 T-Exe-S-NPT1/2(5-9) 13 22 22 21.2 21.2-21.5 50

1404105300 T-Exe-S-NPT1/2(10-14) 13 23 24 21.2 21.2-21.5 50

1404105400 T-Exe-S-NPT1/2(7-12) 13 23 24 21.2 21.2-21.5 50

1404105500 T-Exe-S-NPT3/4(13-18) 15 25 30 26.2 26.6-26.9 25

1404105600 T-Exe-S-NPT3/4(9-16) 15 25 30 26.2 26.6-26.9 25

1404105700 T-Exe-S-NPT1(18.5-25) 19 30 40 33.3 33.3-33.6 10

1404105800 T-Exe-S-NPT1(13-20) 19 30 40 33.3 33.3-33.6 10

1404105900 T-Exe-S-NPT1¼(18.5-25) 16 30 40/44 42 42-42.3 10

1404106000 T-Exe-S-NPT1¼(13-20) 16 30 40/44 42 42-42.3 10

1404106100 T-Exe-S-NPT1¼(22-32) 18 35 50 42 42-42.3 5

1404106200 T-Exe-S-NPT1¼(20-26) 18 35 50 42 42-42.3 5

1404106300 T-Exe-S-NPT1½(23-32) 20 35 50 48 48-48.3 5

1404106400 T-Exe-S-NPT1½(20-26) 20 35 50 48 48-48.3 5

1404106500 T-Exe-S-NPT1½(32-38) 18 38 57 48 48-48.3 5

1404106600 T-Exe-S-NPT1½(25-31) 18 38 57 48 48-48.3 5

1404106700 T-Exe-S-NPT2(37-44) 18 40 64 60 60-60.3 4

1404106800 T-Exe-S-NPT2(29-35) 18 40 64 60 60-60.3 4

1404106900 T-Exe-S-G1/4"(3-6.5) 7 18 14/15 13.1 13.1-13.4 100

1404107000 T-Exe-S-G1/4"(2-5) 7 18 14/15 13.1 13.1-13.4 100

1404107100 T-Exe-S-G1/4"(4-8) 7 20 17 13.1 13.1-13.4 50

1404107200 T-Exe-S-G1/4"(2-6) 7 20 17 13.1 13.1-13.4 50

1404107300 T-Exe-S-G3/8"(4-8) 8 20 17/18 16.6 16.6-16.9 50

1404107400 T-Exe-S-G3/8"(2-6) 8 20 17/18 16.6 16.6-16.9 50

1404107500 T-Exe-S-G3/8"(5-10) 8 21 20 16.6 16.6-16.9 50

1404107600 T-Exe-S-G3/8"(3-7) 8 21 20 16.6 16.6-16.9 50

1404107700 T-Exe-S-G1/2"(6-12) 8 22 22 20.9 20.9-21.2 50

1404107800 T-Exe-S-G1/2"(5-9) 8 22 22 20.9 20.9-21.2 50

1404107900 T-Exe-S-G1/2"(10-14) 8 23 24 20.9 20.9-20.2 50

1404108000 T-Exe-S-G1/2"(7-12) 8 23 24 20.9 20.9-20.2 50

1404108100 T-Exe-S-G3/4"(13-18) 8 25 30 26.4 26.4-26.7 25

1404108200 T-Exe-S-G3/4"(9-16) 8 25 30 26.4 26.4-26.7 25

1404108300 T-Exe-S-G1"(18-25) 10 30 40 33.2 33.2-33.5 10

1404108400 T-Exe-S-G1"(13-20) 10 30 40 33.2 33.2-33.5 10

1404108500 T-Exe-S-G1¼"(18-25) 10 30 40/44 41.9 41.9-42.2 10

1404108600 T-Exe-S-G1¼"(13-20) 10 30 40/44 41.9 41.9-42.2 10

1404108700 T-Exe-S-G1¼"(22-32) 10 35 50 41.9 41.9-42.2 5

1404108800 T-Exe-S-G1¼"(20-26) 10 35 50 41.9 41.9-42.2 5

1404108900 T-Exe-S-G1½"(22-32) 10 35 50 47.8 47.8-48.1 5

1404109000 T-Exe-S-G1½"(20-26) 10 35 50 47.8 47.8-48.1 5

1404109100 T-Exe-S-G1½"(32-38) 10 38 57 47.8 47.8-48.1 5

1404109200 T-Exe-S-G1½"(25-31) 10 38 57 47.8 47.8-48.1 5

1404109300 T-Exe-S-G2"(37-44) 12 40 64 59.6 59.6-59.9 4

1404109400 T-Exe-S-G2"(29-35) 12 40 64 59.6 59.6-59.9 4
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驱易电气 ® ┃金属电缆接头

T-Exe-L 加长螺纹 增安型防爆金属电缆接头
T-Exe-L Long Thread Increased Safety Explosion-proof Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 (UL File NO.E240925) 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：应用于防爆要求场合的电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Apply to have explosion-proof requirements of cable gland

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1404200100 T-Exe-L-PG7(3-6.5) 15 18 14 12.5 12.5-12.8 100

1404200200 T-Exe-L-PG7(2-5) 15 18 14 12.5 12.5-12.8 100

1404200300 T-Exe-L-PG9(4-8) 15 20 17 15.2 15.2-15.5 50

1404200400 T-Exe-L-PG9(2-6) 15 20 17 15.2 15.2-15.5 50

1404200500 T-Exe-L-PG11(5-10) 15 21 20 18.6 18.6-18.9 50

1404200600 T-Exe-L-PG11(3-7) 15 21 20 18.6 18.6-18.9 50

1404200700 T-Exe-L-PG13.5(6.7-12) 15 22 22 20.4 20.4-20.7 50

1404200800 T-Exe-L-PG13.5(5-9) 15 22 22 20.4 20.4-20.7 50

1404200900 T-Exe-L-PG16(10.2-14) 15 23 24 22.5 22.5-22.8 50

1404201000 T-Exe-L-PG16(7-12) 15 23 24 22.5 22.5-22.8 50

1404201100 T-Exe-L-PG21(13-18) 15 25 30 28.3 28.3-28.6 25

1404201200 T-Exe-L-PG21(9-16) 18 25 30 28.3 28.3-28.6 25

1404201300 T-Exe-L-PG29(18.5-25) 18 30 40 37 37-37.3 10

1404201400 T-Exe-L-PG29(13-20) 18 30 40 37 37-37.3 10
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1404201500 T-Exe-L-PG36(23-32) 18 35 50 47 47-47.3 5

1404201600 T-Exe-L-PG36(20-26) 18 35 50 47 47-47.3 5

1404201700 T-Exe-L-PG42(32.7-38) 18 38 57 54 54-54.3 5

1404201800 T-Exe-L-PG42(25-31) 18 38 57 54 54-54.3 5

1404201900 T-Exe-L-PG48(37-44) 19 40 64 59.3 59.3-59.6 4

1404202000 T-Exe-L-PG48(29-35) 19 40 64 59.3 59.3-59.6 4

1404202100 T-Exe-L-M12×1.5(3-6.5) 15 18 14 12 12-12.3 100

1404202200 T-Exe-L-M12×1.5(2-5) 15 18 14 12 12-12.3 100

1404202300 T-Exe-L-M12×1.5(4-8) 15 20 17 12 12-12.3 50

1404202400 T-Exe-L-M12×1.5(2-6) 15 20 17 12 12-12.3 50

1404202500 T-Exe-L-M16×1.5(4-8) 15 20 17 16 16-16.3 50

1404202600 T-Exe-L-M16×1.5(2-6) 15 20 17 16 16-16.3 50

1404202700 T-Exe-L-M16×1.5(5-10) 15 21 20 16 16-16.3 50

1404202800 T-Exe-L-M16×1.5(3-7) 15 21 20 16 16-16.3 50

1404202900 T-Exe-L-M20×1.5(6.7-12) 15 22 22 20 20-20.3 50

1404203000 T-Exe-L-M20×1.5(5-9) 15 22 22 20 20-20.3 50

1404203100 T-Exe-L-M20×1.5(10.2-14) 15 23 24 20 20-20.3 50

1404203200 T-Exe-L-M20×1.5(7-12) 15 23 24 20 20-20.3 50

1404203300 T-Exe-L-M25×1.5(13-18) 15 25 30 25 25-25.3 25

1404203400 T-Exe-L-M25×1.5(9-16) 15 25 30 25 25-25.3 25

1404203500 T-Exe-L-M32×1.5(18.5-25) 15 30 40 32 32-32.3 10

1404203600 T-Exe-L-M32×1.5(13-20) 15 30 40 32 32-32.3 10

1404203700 T-Exe-L-M40×1.5(23-32) 18 35 50 40 40-40.3 5

1404203800 T-Exe-L-M40×1.5(20-26) 18 35 50 40 40-40.3 5

1404203900 T-Exe-L-M50×1.5(32.7-38) 18 38 57 50 50-50.3 5

1404204000 T-Exe-L-M50×1.5(25-31) 18 38 57 50 50-50.3 5

1404204100 T-Exe-L-M63×1.5(37-44) 19 40 64/68 63 63-63.3 4

1404204200 T-Exe-L-M63×1.5(29-35) 19 40 64/68 63 63-63.3 4
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驱易电气 ® ┃金属电缆接头

T-Exe-Z 标准螺纹 增安型防爆金属抗拉力电缆接头
T-Exe-Z Standard Thread Increased Safety Explosion-proof Metal Double-lock Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：应用于对线缆抗拉力又特别要求，同时符合防爆标准电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Apply to the cable tensile have special requirements,according 

with standard of ecplosion-proof cable gland at the same time.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

电缆范围
(mm)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1405100100 T-Exe-Z-PG7(3-6.5) 3-6.5 8 25 14 12.5 12.5-12.8 100

1405100200 T-Exe-Z-PG7(2-5) 2-5 8 25 14 12.5 12.5-12.8 100

1405100300 T-Exe-Z-PG9(4-8) 4-8 8.2 27 17 15.2 15.2-15.5 50

1405100400 T-Exe-Z-PG9(2-6) 2-6 8.2 27 17 15.2 15.2-15.5 50

1405100500 T-Exe-Z-PG11(5-10) 5-10 8.6 29 20 18.6 18.6-18.9 50

1405100600 T-Exe-Z-PG11(3-7) 3-7 8.6 29 20 18.6 18.6-18.9 50

1405100700 T-Exe-Z-PG13.5(6.7-12) 6.7-12 9 31 22 20.4 20.4-20.7 50

1405100800 T-Exe-Z-PG13.5(5-9) 5-9 9 31 22 20.4 20.4-20.7 50

1405100900 T-Exe-Z-PG16(10.2-14) 10.2-14 10 31 24 22.5 22.5-22.8 50

1405101000 T-Exe-Z-PG16(7-12) 7-12 10 31 24 22.5 22.5-22.8 50

1405101100 T-Exe-Z-PG21(13-18) 13-18 10 37 30 28.3 28.3-28.6 25

1405101200 T-Exe-Z-PG21(9-16) 9-16 10 37 30 28.3 28.3-28.6 25

1405101300 T-Exe-Z-PG29(18.5-25) 18.5-25 12 42 40 37 37-37.3 10

1405101400 T-Exe-Z-PG29(13-20) 13-20 12 42 40 37 37-37.3 10

1405101500 T-Exe-Z-PG36(23-32) 23-32 14 48 50 47 47-47.3 5

1405101600 T-Exe-Z-PG36(20-26) 20-26 14 48 50 47 47-47.3 5

1405101700 T-Exe-Z-PG42(32.7-38) 32.7-38 14 50 57 54 54-54.3 5

1405101800 T-Exe-Z-PG42(25-31) 25-31 14 50 57 54 54-54.3 5

1405101900 T-Exe-Z-PG48(37-44) 37-44 16.6 51 64 59.3 59.3-59.6 4

1405102000 T-Exe-Z-PG48(29-35) 29-35 16.6 51 64 59.3 59.3-59.6 4

1405102100 T-Exe-Z-M12×1.5(3-6.5) 3-6.5 8 25 14 12 12-12.3 100

1405102200 T-Exe-Z-M12×1.5(2-5) 2-5 8 25 14 12 12-12.3 100

1405102300 T-Exe-Z-M12×1.5(4-8) 4-8 8 27 17 12 12-12.3 50

1405102400 T-Exe-Z-M12×1.5(2-6) 2-6 8 27 17 12 12-12.3 50

1405102500 T-Exe-Z-M16×1.5(4-8) 4-8 8.2 27 17 16 16-16.3 50

1405102600 T-Exe-Z-M16×1.5(2-6) 2-6 8.2 27 17 16 16-16.3 50

1405102700 T-Exe-Z-M16×1.5(5-10) 5-10 8.6 29 20 16 16-16.3 50

1405102800 T-Exe-Z-M16×1.5(3-7) 3-7 8.6 29 20 16 16-16.3 50

1405102900 T-Exe-Z-M20×1.5(6.7-12) 6.7-12 9 31 22 20 20-20.3 50

1405103000 T-Exe-Z-M20×1.5(5-9) 5-9 9 31 22 20 20-20.3 50

1405103100 T-Exe-Z-M20×1.5(10.2-14) 10.2-14 10 31 24 20 20-20.3 50
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

电缆范围
(mm)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1405103200 T-Exe-Z-M20×1.5(7-12) 7-12 10 31 24 20 20-20.3 50

1405103300 T-Exe-Z-M25×1.5(13-18) 13-18 10 37 30 25 25-25.3 25

1405103400 T-Exe-Z-M25×1.5(9-16) 9-16 10 37 30 25 25-25.3 25

1405103500 T-Exe-Z-M32×1.5(18.5-25) 18.5-25 12 42 40 32 32-32.3 10

1405103600 T-Exe-Z-M32×1.5(13-20) 13-20 12 42 40 32 32-32.3 10

1405103700 T-Exe-Z-M40×1.5(23-32) 23-32 14 48 50 40 40-40.3 5

1405103800 T-Exe-Z-M40×1.5(20-26) 20-26 14 48 50 40 40-40.3 5

1405103900 T-Exe-Z-M50×1.5(32.7-38) 32.7-38 14 50 57 50 50-50.3 5

1405104000 T-Exe-Z-M50×1.5(25-31) 25-31 14 50 57 50 50-50.3 5

1405104100 T-Exe-Z-M63×1.5(37-44) 37-44 16.6 51 64/68 63 63-63.3 4

1405104200 T-Exe-Z-M63×1.5(29-35) 29-35 16.6 51 64/68 63 63-63.3 4

1405104300 T-Exe-Z-NPT1/4(3-6.5) 3-6.5 8 25 14/15 13.7 13.7-14 100

1405104400 T-Exe-Z-NPT1/4(2-5) 2-5 8 25 14/15 13.7 13.7-14 100

1405104500 T-Exe-Z-NPT1/4(4-8) 4-8 8 27 17 13.7 13.7-14 50

1405104600 T-Exe-Z-NPT1/4(2-6) 2-6 8 27 17 13.7 13.7-14 50

1405104700 T-Exe-Z-NPT3/8(4-8) 4-8 15 27 17/18 17 17-17.3 50

1405104800 T-Exe-Z-NPT3/8(2-6) 2-6 15 27 17/18 17 17-17.3 50

1405104900 T-Exe-Z-NPT3/8(5-10) 5-10 15 29 20 17 17-17.3 50

1405105000 T-Exe-Z-NPT3/8(3-7) 3-7 15 29 20 17 17-17.3 50

1405105100 T-Exe-Z-NPT1/2(6.7-12) 6.7-12 13 31 22 21.2 21.2-21.5 50

1405105200 T-Exe-Z-NPT1/2(5-9) 5-9 13 31 22 21.2 21.2-21.5 50

1405105300 T-Exe-Z-NPT1/2(10-14) 10-14 13 31 24 21.2 21.2-21.5 50

1405105400 T-Exe-Z-NPT1/2(7-12) 7-12 13 31 24 21.2 21.2-21.5 50

1405105500 T-Exe-Z-NPT3/4(13-18) 13-18 15 37 30 26.2 26.6-26.9 25

1405105600 T-Exe-Z-NPT3/4(9-16) 9-16 15 37 30 26.2 26.6-26.9 25

1405105700 T-Exe-Z-NPT1(18.5-25) 18.5-25 19 42 40 33.3 33.3-33.6 10

1405105800 T-Exe-Z-NPT1(13-20) 13-20 19 42 40 33.3 33.3-33.6 10

1405105900 T-Exe-Z-NPT1¼(18.5-25) 18.5-25 16 42 40/44 42 42-42.3 10

1405106000 T-Exe-Z-NPT1¼(13-20) 13-20 16 42 40/44 42 42-42.3 10

1405106100 T-Exe-Z-NPT1¼(22-32) 22-32 18 48 50 42 42-42.3 5

1405106200 T-Exe-Z-NPT1¼(20-26) 20-26 18 48 50 42 42-42.3 5

1405106300 T-Exe-Z-NPT1½(23-32) 23-32 20 48 50 48 48-48.3 5

1405106400 T-Exe-Z-NPT1½(20-26) 20-26 20 48 50 48 48-48.3 5

1405106500 T-Exe-Z-NPT1½(32-38) 32-38 18 50 57 48 48-48.3 5

1405106600 T-Exe-Z-NPT1½(25-31) 25-31 18 50 57 48 48-48.3 5

1405106700 T-Exe-Z-NPT2(37-44) 37-44 18 51 64 60 60-60.3 4

1405106800 T-Exe-Z-NPT2(29-35) 29-35 18 51 64 60 60-60.3 4

1405106900 T-Exe-Z-G1/4"(3-6.5) 3-6.5 7 25 14/15 13.1 13.1-13.4 100

1405107000 T-Exe-Z-G1/4"(2-5) 2-5 7 25 14/15 13.1 13.1-13.4 100

1405107100 T-Exe-Z-G1/4"(4-8) 4-8 7 27 17 13.1 13.1-13.4 50

1405107200 T-Exe-Z-G1/4"(2-6) 2-6 7 27 17 13.1 13.1-13.4 50

1405107300 T-Exe-Z-G3/8"(4-8) 4-8 8 27 17/18 16.6 16.6-16.9 50

1405107400 T-Exe-Z-G3/8"(2-6) 2-6 8 27 17/18 16.6 16.6-16.9 50

1405107500 T-Exe-Z-G3/8"(5-10) 5-10 8 29 20 16.6 16.6-16.9 50

1405107600 T-Exe-Z-G3/8"(3-7) 3-7 8 29 20 16.6 16.6-16.9 50

1405107700 T-Exe-Z-G1/2"(6-12) 6-12 8 31 22 20.9 20.9-21.2 50

1405107800 T-Exe-Z-G1/2"(5-9) 5-9 8 31 22 20.9 20.9-21.2 50

1405107900 T-Exe-Z-G1/2"(10-14) 10-14 8 31 24 20.9 20.9-20.2 50

1405108000 T-Exe-Z-G1/2"(7-12) 7-12 8 31 24 20.9 20.9-20.2 50

1405108100 T-Exe-Z-G3/4"(13-18) 13-18 8 37 30 26.4 26.4-26.7 25

1405108200 T-Exe-Z-G3/4"(9-16) 9-16 8 37 30 26.4 26.4-26.7 25

1405108300 T-Exe-Z-G1"(18-25) 18-25 10 42 40 33.2 33.2-33.5 10

1405108400 T-Exe-Z-G1"(13-20) 13-20 10 42 40 33.2 33.2-33.5 10

1405108500 T-Exe-Z-G1¼"(18-25) 18-25 10 42 40/44 41.9 41.9-42.2 10

1405108600 T-Exe-Z-G1¼"(13-20) 13-20 10 42 40/44 41.9 41.9-42.2 10

1405108700 T-Exe-Z-G1¼"(22-32) 22-32 10 48 50 41.9 41.9-42.2 5

1405108800 T-Exe-Z-G1¼"(20-26) 20-26 10 48 50 41.9 41.9-42.2 5

1405108900 T-Exe-Z-G1½"(22-32) 22-32 10 48 50 47.8 47.8-48.1 5

1405109000 T-Exe-Z-G1½"  (20-26) 20-26 10 48 50 47.8 47.8-48.1 5

1405109100 T-Exe-Z-G1½"  (32-38) 32-38 10 50 57 47.8 47.8-48.1 5

1405109200 T-Exe-Z-G1½"  (25-31) 25-31 10 50 57 47.8 47.8-48.1 5

1405109300 T-Exe-Z-G2"  (37-44) 37-44 12 51 64 59.6 59.6-59.9 4

1405109400 T-Exe-Z-G2"  (29-35) 29-35 12 51 64 59.6 59.6-59.9 4

103

1

0

2

6

10

14

18

22

26

3

7

11

15

19

23

27

4

8

12

16

20

24

28

5

9

13

17

21

25



驱易电气 ® ┃金属电缆接头

T-Exe-LZ 加长螺纹 增安型防爆金属抗拉力电缆接头
T-Exe-LZ Long Thread Increased Safety Explosion-proof Metal Double-lock Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：应用于对线缆抗拉力又特别要求，同时符合防爆标准电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Apply to the cable tensile have special requirements,according 

with standard of ecplosion-proof cable gland at the same time.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

电缆范围
(mm)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1405200100 T-Exe-LZ-PG7(3-6.5) 3-6.5 15 25 14 12.5 12.5-12.8 100

1405200200 T-Exe-LZ-PG7(2-5) 2-5 15 25 14 12.5 12.5-12.8 100

1405200300 T-Exe-LZ-PG9(4-8) 4-8 15 27 17 15.2 15.2-15.5 50

1405200400 T-Exe-LZ-PG9(2-6) 2-6 15 27 17 15.2 15.2-15.5 50

1405200500 T-Exe-LZ-PG11(5-10) 5-10 15 29 20 18.6 18.6-18.9 50

1405200600 T-Exe-LZ-PG11(3-7) 3-7 15 29 20 18.6 18.6-18.9 50

1405200700 T-Exe-LZ-PG13.5(6.7-12) 6.7-12 15 31 22 20.4 20.4-20.7 50

1405200800 T-Exe-LZ-PG13.5(5-9) 5-9 15 31 22 20.4 20.4-20.7 50

1405200900 T-Exe-LZ-PG16(10.2-14) 10.2-14 15 31 24 22.5 22.5-22.8 50

1405201000 T-Exe-LZ-PG16(7-12) 7-12 15 31 24 22.5 22.5-22.8 50

1405201100 T-Exe-LZ-PG21(13-18) 13-18 15 37 30 28.3 28.3-28.6 25

1405201200 T-Exe-LZ-PG21(9-16) 9-16 18 37 30 28.3 28.3-28.6 25

1405201300 T-Exe-LZ-PG29(18.5-25) 18.5-25 18 42 40 37 37-37.3 10

1405201400 T-Exe-LZ-PG29(13-20) 13-20 18 42 40 37 37-37.3 10
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

电缆范围
(mm)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1405201500 T-Exe-LZ-PG36(23-32) 23-32 18 48 50 47 47-47.3 5

1405201600 T-Exe-LZ-PG36(20-26) 20-26 18 48 50 47 47-47.3 5

1405201700 T-Exe-LZ-PG42(32.7-38) 32.7-38 18 50 57 54 54-54.3 5

1405201800 T-Exe-LZ-PG42(25-31) 25-31 18 50 57 54 54-54.3 5

1405201900 T-Exe-LZ-PG48(37-44) 37-44 19 51 64 59.3 59.3-59.6 4

1405202000 T-Exe-LZ-PG48(29-35) 29-35 19 51 64 59.3 59.3-59.6 4

1405202100 T-Exe-LZ-M12×1.5(3-6.5) 3-6.5 15 25 14 12 12-12.3 100

1405202200 T-Exe-LZ-M12×1.5(2-5) 2-5 15 25 14 12 12-12.3 100

1405202300 T-Exe-LZ-M12×1.5(4-8) 4-8 15 27 17 12 12-12.3 50

1405202400 T-Exe-LZ-M12×1.5(2-6) 2-6 15 27 17 12 12-12.3 50

1405202500 T-Exe-LZ-M16×1.5(4-8) 4-8 15 27 17 16 16-16.3 50

1405202600 T-Exe-LZ-M16×1.5(2-6) 2-6 15 27 17 16 16-16.3 50

1405202700 T-Exe-LZ-M16×1.5(5-10) 5-10 15 29 20 16 16-16.3 50

1405202800 T-Exe-LZ-M16×1.5(3-7) 3-7 15 29 20 16 16-16.3 50

1405202900 T-Exe-LZ-M20×1.5(6.7-12) 6.7-12 15 31 22 20 20-20.3 50

1405203000 T-Exe-LZ-M20×1.5(5-9) 5-9 15 31 22 20 20-20.3 50

1405203100 T-Exe-LZ-M20×1.5(10.2-14) 10.2-14 15 31 24 20 20-20.3 50

1405203200 T-Exe-LZ-M20×1.5(7-12) 7-12 15 31 24 20 20-20.3 50

1405203300 T-Exe-LZ-M25×1.5(13-18) 13-18 15 37 30 25 25-25.3 25

1405203400 T-Exe-LZ-M25×1.5(9-16) 9-16 15 37 30 25 25-25.3 25

1405203500 T-Exe-LZ-M32×1.5(18.5-25) 18.5-25 15 42 40 32 32-32.3 10

1405203600 T-Exe-LZ-M32×1.5(13-20) 13-20 15 42 40 32 32-32.3 10

1405203700 T-Exe-LZ-M40×1.5(23-32) 23-32 18 48 50 40 40-40.3 5

1405203800 T-Exe-LZ-M40×1.5(20-26) 20-26 18 48 50 40 40-40.3 5

1405203900 T-Exe-LZ-M50×1.5(32.7-38) 32.7-38 18 50 57 50 50-50.3 5

1405204000 T-Exe-LZ-M50×1.5(25-31) 25-31 18 50 57 50 50-50.3 5

1405204100 T-Exe-LZ-M63×1.5(37-44) 37-44 19 51 64/68 63 63-63.3 4

1405204200 T-Exe-LZ-M63×1.5(29-35) 29-35 19 51 64/68 63 63-63.3 4
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驱易电气 ® ┃金属电缆接头

T-EMC-Exe-S 标准螺纹 防磁波增安型防爆金属电缆接头
T-EMC-Exe-S Standard Thread EMC Increased Safety Explosion-proof Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：具备电磁兼容特性，同时符合防爆标准电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Electromagnetic compatibility features, explosion-proof standard 

cable aland the same time.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1406100100 T-EMC-Exe-S-PG7(3-6.5) 8 18 14 12.5 12.5-12.8 100
1406100200 T-EMC-Exe-S-PG7(2-5) 8 18 14 12.5 12.5-12.8 100
1406100300 T-EMC-Exe-S-PG9(4-8) 8.2 20 17 15.2 15.2-15.5 50
1406100400 T-EMC-Exe-S-PG9(2-6) 8.2 20 17 15.2 15.2-15.5 50
1406100500 T-EMC-Exe-S-PG11(5-10) 8.6 21 20 18.6 18.6-18.9 50
1406100600 T-EMC-Exe-S-PG11(3-7) 8.6 21 20 18.6 18.6-18.9 50
1406100700 T-EMC-Exe-S-PG13.5(6.7-12) 9 22 22 20.4 20.4-20.7 50
1406100800 T-EMC-Exe-S-PG13.5(5-9) 9 22 22 20.4 20.4-20.7 50
1406100900 T-EMC-Exe-S-PG16(10.2-14) 10 23 24 22.5 22.5-22.8 50
1406101000 T-EMC-Exe-S-PG16(7-12) 10 23 24 22.5 22.5-22.8 50
1406101100 T-EMC-Exe-S-PG21(13-18) 10 25 30 28.3 28.3-28.6 25
1406101200 T-EMC-Exe-S-PG21(9-16) 10 25 30 28.3 28.3-28.6 25
1406101300 T-EMC-Exe-S-PG29(18.5-25) 12 30 40 37 37-37.3 10
1406101400 T-EMC-Exe-S-PG29(13-20) 12 30 40 37 37-37.3 10
1406101500 T-EMC-Exe-S-PG36(23-32) 14 35 50 47 47-47.3 5
1406101600 T-EMC-Exe-S-PG36(20-26) 14 35 50 47 47-47.3 5
1406101700 T-EMC-Exe-S-PG42(32.7-38) 14 38 57 54 54-54.3 5
1406101800 T-EMC-Exe-S-PG42(25-31) 14 38 57 54 54-54.3 5
1406101900 T-EMC-Exe-S-PG48(37-44) 16.6 40 64 59.3 59.3-59.6 4
1406102000 T-EMC-Exe-S-PG48(29-35) 16.6 40 64 59.3 59.3-59.6 4
1406102100 T-EMC-Exe-S-M12×1.5(3-6.5) 8 18 14 12 12-12.3 100
1406102200 T-EMC-Exe-S-M12×1.5(2-5) 8 18 14 12 12-12.3 100
1406102300 T-EMC-Exe-S-M12×1.5(4-8) 8 20 17 12 12-12.3 50
1406102400 T-EMC-Exe-S-M12×1.5(2-6) 8 20 17 12 12-12.3 50
1406102500 T-EMC-Exe-S-M16×1.5(4-8) 8.2 20 17 16 16-16.3 50
1406102600 T-EMC-Exe-S-M16×1.5(2-6) 8.2 20 17 16 16-16.3 50
1406102700 T-EMC-Exe-S-M16×1.5(5-10) 8.6 21 20 16 16-16.3 50
1406102800 T-EMC-Exe-S-M16×1.5(3-7) 8.6 21 20 16 16-16.3 50
1406102900 T-EMC-Exe-S-M20×1.5(6.7-12) 9 22 22 20 20-20.3 50
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1406103000 T-EMC-Exe-S-M20×1.5(5-9) 9 22 22 20 20-20.3 50
1406103100 T-EMC-Exe-S-M20×1.5(10.2-14) 10 23 24 20 20-20.3 50
1406103200 T-EMC-Exe-S-M20×1.5(7-12) 10 23 24 20 20-20.3 50
1406103300 T-EMC-Exe-S-M25×1.5(13-18) 10 25 30 25 25-25.3 25
1406103400 T-EMC-Exe-S-M25×1.5(9-16) 10 25 30 25 25-25.3 25
1406103500 T-EMC-Exe-S-M32×1.5(18.5-25) 12 30 40 32 32-32.3 10
1406103600 T-EMC-Exe-S-M32×1.5(13-20) 12 30 40 32 32-32.3 10
1406103700 T-EMC-Exe-S-M40×1.5(23-32) 14 35 50 40 40-40.3 5
1406103800 T-EMC-Exe-S-M40×1.5(20-26) 14 35 50 40 40-40.3 5
1406103900 T-EMC-Exe-S-M50×1.5(32.7-38) 14 38 57 50 50-50.3 5
1406104000 T-EMC-Exe-S-M50×1.5(25-31) 14 38 57 50 50-50.3 5
1406104100 T-EMC-Exe-S-M63×1.5(37-44) 16.6 40 64/68 63 63-63.3 4
1406104200 T-EMC-Exe-S-M63×1.5(29-35) 16.6 40 64/68 63 63-63.3 4
1406104300 T-EMC-Exe-S-NPT1/4(3-6.5) 8 18 14/15 13.7 13.7-14 100
1406104400 T-EMC-Exe-S-NPT1/4(2-5) 8 18 14/15 13.7 13.7-14 100
1406104500 T-EMC-Exe-S-NPT1/4(4-8) 8 20 17 13.7 13.7-14 50
1406104600 T-EMC-Exe-S-NPT1/4(2-6) 8 20 17 13.7 13.7-14 50
1406104700 T-EMC-Exe-S-NPT3/8(4-8) 15 20 17/18 17 17-17.3 50
1406104800 T-EMC-Exe-S-NPT3/8(2-6) 15 20 17/18 17 17-17.3 50
1406104900 T-EMC-Exe-S-NPT3/8(5-10) 15 21 20 17 17-17.3 50
1406105000 T-EMC-Exe-S-NPT3/8(3-7) 15 21 20 17 17-17.3 50
1406105100 T-EMC-Exe-S-NPT1/2(6.7-12) 13 22 22 21.2 21.2-21.5 50
1406105200 T-EMC-Exe-S-NPT1/2(5-9) 13 22 22 21.2 21.2-21.5 50
1406105300 T-EMC-Exe-S-NPT1/2(10-14) 13 23 24 21.2 21.2-21.5 50
1406105400 T-EMC-Exe-S-NPT1/2(7-12) 13 23 24 21.2 21.2-21.5 50
1406105500 T-EMC-Exe-S-NPT3/4(13-18) 15 25 30 26.2 26.6-26.9 25
1406105600 T-EMC-Exe-S-NPT3/4(9-16) 15 25 30 26.2 26.6-26.9 25
1406105700 T-EMC-Exe-S-NPT1(18.5-25) 19 30 40 33.3 33.3-33.6 10
1406105800 T-EMC-Exe-S-NPT1(13-20) 19 30 40 33.3 33.3-33.6 10
1406105900 T-EMC-Exe-S-NPT1¼(18.5-25) 16 30 40/44 42 42-42.3 10
1406106000 T-EMC-Exe-S-NPT1¼(13-20) 16 30 40/44 42 42-42.3 10
1406106100 T-EMC-Exe-S-NPT1¼(22-32) 18 35 50 42 42-42.3 5
1406106200 T-EMC-Exe-S-NPT1¼(20-26) 18 35 50 42 42-42.3 5
1406106300 T-EMC-Exe-S-NPT1½(23-32) 20 35 50 48 48-48.3 5
1406106400 T-EMC-Exe-S-NPT1½(20-26) 20 35 50 48 48-48.3 5
1406106500 T-EMC-Exe-S-NPT1½(32-38) 18 38 57 48 48-48.3 5
1406106600 T-EMC-Exe-S-NPT1½(25-31) 18 38 57 48 48-48.3 5
1406106700 T-EMC-Exe-S-NPT2(37-44) 18 40 64 60 60-60.3 4
1406106800 T-EMC-Exe-S-NPT2(29-35) 18 40 64 60 60-60.3 4
1406106900 T-EMC-Exe-S-G1/4"(3-6.5) 7 18 14/15 13.1 13.1-13.4 100
1406107000 T-EMC-Exe-S-G1/4"(2-5) 7 18 14/15 13.1 13.1-13.4 100
1406107100 T-EMC-Exe-S-G1/4"(4-8) 7 20 17 13.1 13.1-13.4 50
1406107200 T-EMC-Exe-S-G1/4"(2-6) 7 20 17 13.1 13.1-13.4 50
1406107300 T-EMC-Exe-S-G3/8"(4-8) 8 20 17/18 16.6 16.6-16.9 50
1406107400 T-EMC-Exe-S-G3/8"(2-6) 8 20 17/18 16.6 16.6-16.9 50
1406107500 T-EMC-Exe-S-G3/8"(5-10) 8 21 20 16.6 16.6-16.9 50
1406107600 T-EMC-Exe-S-G3/8"(3-7) 8 21 20 16.6 16.6-16.9 50
1406107700 T-EMC-Exe-S-G1/2"(6-12) 8 22 22 20.9 20.9-21.2 50
1406107800 T-EMC-Exe-S-G1/2"(5-9) 8 22 22 20.9 20.9-21.2 50
1406107900 T-EMC-Exe-S-G1/2"(10-14) 8 23 24 20.9 20.9-20.2 50
1406108000 T-EMC-Exe-S-G1/2"(7-12) 8 23 24 20.9 20.9-20.2 50
1406108100 T-EMC-Exe-S-G3/4"(13-18) 8 25 30 26.4 26.4-26.7 25
1406108200 T-EMC-Exe-S-G3/4"(9-16) 8 25 30 26.4 26.4-26.7 25
1406108300 T-EMC-Exe-S-G1"(18-25) 10 30 40 33.2 33.2-33.5 10
1406108400 T-EMC-Exe-S-G1"(13-20) 10 30 40 33.2 33.2-33.5 10
1406108500 T-EMC-Exe-S-G1¼"(18-25) 10 30 40/44 41.9 41.9-42.2 10
1406108600 T-EMC-Exe-S-G1¼"(13-20) 10 30 40/44 41.9 41.9-42.2 10
1406108700 T-EMC-Exe-S-G1¼"(22-32) 10 35 50 41.9 41.9-42.2 5
1406108800 T-EMC-Exe-S-G1¼"(20-26) 10 35 50 41.9 41.9-42.2 5
1406108900 T-EMC-Exe-S-G1½"(22-32) 10 35 50 47.8 47.8-48.1 5
1406109000 T-EMC-Exe-S-G1½"(20-26) 10 35 50 47.8 47.8-48.1 5
1406109100 T-EMC-Exe-S-G1½"(32-38) 10 38 57 47.8 47.8-48.1 5
1406109200 T-EMC-Exe-S-G1½"(25-31) 10 38 57 47.8 47.8-48.1 5
1406109300 T-EMC-Exe-S-G2"(37-44) 12 40 64 59.6 59.6-59.9 4
1406109400 T-EMC-Exe-S-G2"(29-35) 12 40 64 59.6 59.6-59.9 4
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驱易电气 ® ┃金属电缆接头

T-EMC-Exe-L 加长螺纹 防磁波增安型防爆金属电缆接头
T-EMC-Exe-L Long Thread EMC Increased Safety Explosion-proof Metal Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：具备电磁兼容特性，同时符合防爆标准电缆接头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Electromagnetic compatibility features, explosion-proof standard 

cable aland the same time.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1406200100 T-EMC-Exe-L-PG7(3-6.5) 15 18 14 12.5 12.5-12.8 100

1406200200 T-EMC-Exe-L-PG7(2-5) 15 18 14 12.5 12.5-12.8 100

1406200300 T-EMC-Exe-L-PG9(4-8) 15 20 17 15.2 15.2-15.5 50

1406200400 T-EMC-Exe-L-PG9(2-6) 15 20 17 15.2 15.2-15.5 50

1406200500 T-EMC-Exe-L-PG11(5-10) 15 21 20 18.6 18.6-18.9 50

1406200600 T-EMC-Exe-L-PG11(3-7) 15 21 20 18.6 18.6-18.9 50

1406200700 T-EMC-Exe-L-PG13.5(6.7-12) 15 22 22 20.4 20.4-20.7 50

1406200800 T-EMC-Exe-L-PG13.5(5-9) 15 22 22 20.4 20.4-20.7 50

1406200900 T-EMC-Exe-L-PG16(10.2-14) 15 23 24 22.5 22.5-22.8 50

1406201000 T-EMC-Exe-L-PG16(7-12) 15 23 24 22.5 22.5-22.8 50

1406201100 T-EMC-Exe-L-PG21(13-18) 15 25 30 28.3 28.3-28.6 25

1406201200 T-EMC-Exe-L-PG21(9-16) 18 25 30 28.3 28.3-28.6 25

1406201300 T-EMC-Exe-L-PG29(18.5-25) 18 30 40 37 37-37.3 10
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1406201400 T-EMC-Exe-L-PG29(13-20) 18 30 40 37 37-37.3 10

1406201500 T-EMC-Exe-L-PG36(23-32) 18 35 50 47 47-47.3 5

1406201600 T-EMC-Exe-L-PG36(20-26) 18 35 50 47 47-47.3 5

1406201700 T-EMC-Exe-L-PG42(32.7-38) 18 38 57 54 54-54.3 5

1406201800 T-EMC-Exe-L-PG42(25-31) 18 38 57 54 54-54.3 5

1406201900 T-EMC-Exe-L-PG48(37-44) 19 40 64 59.3 59.3-59.6 4

1406202000 T-EMC-Exe-L-PG48(29-35) 19 40 64 59.3 59.3-59.6 4

1406202100 T-EMC-Exe-L-M12×1.5(3-6.5) 15 18 14 12 12-12.3 100

1406202200 T-EMC-Exe-L-M12×1.5(2-5) 15 18 14 12 12-12.3 100

1406202300 T-EMC-Exe-L-M12×1.5(4-8) 15 20 17 12 12-12.3 50

1406202400 T-EMC-Exe-L-M12×1.5(2-6) 15 20 17 12 12-12.3 50

1406202500 T-EMC-Exe-L-M16×1.5(4-8) 15 20 17 16 16-16.3 50

1406202600 T-EMC-Exe-L-M16×1.5(2-6) 15 20 17 16 16-16.3 50

1406202700 T-EMC-Exe-L-M16×1.5(5-10) 15 21 20 16 16-16.3 50

1406202800 T-EMC-Exe-L-M16×1.5(3-7) 15 21 20 16 16-16.3 50

1406202900 T-EMC-Exe-L-M20×1.5(6.7-12) 15 22 22 20 20-20.3 50

1406203000 T-EMC-Exe-L-M20×1.5(5-9) 15 22 22 20 20-20.3 50

1406203100 T-EMC-Exe-L-M20×1.5(10.2-14) 15 23 24 20 20-20.3 50

1406203200 T-EMC-Exe-L-M20×1.5(7-12) 15 23 24 20 20-20.3 50

1406203300 T-EMC-Exe-L-M25×1.5(13-18) 15 25 30 25 25-25.3 25

1406203400 T-EMC-Exe-L-M25×1.5(9-16) 15 25 30 25 25-25.3 25

1406203500 T-EMC-Exe-L-M32×1.5(18.5-25) 15 30 40 32 32-32.3 10

1406203600 T-EMC-Exe-L-M32×1.5(13-20) 15 30 40 32 32-32.3 10

1406203700 T-EMC-Exe-L-M40×1.5(23-32) 18 35 50 40 40-40.3 5

1406203800 T-EMC-Exe-L-M40×1.5(20-26) 18 35 50 40 40-40.3 5

1406203900 T-EMC-Exe-L-M50×1.5(32.7-38) 18 38 57 50 50-50.3 5

1406204000 T-EMC-Exe-L-M50×1.5(25-31) 18 38 57 50 50-50.3 5

1406204100 T-EMC-Exe-L-M63×1.5(37-44) 19 40 64/68 63 63-63.3 4

1406204200 T-EMC-Exe-L-M63×1.5(29-35) 19 40 64/68 63 63-63.3 4
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驱易电气 ® ┃金属电缆接头

T-EMC-Exe-Z 标准螺纹 防磁波增安型防爆金属抗拉力电缆接头
T-EMC-Exe-Z Standard Thread EMC Increased Safety Explosion-proof Metal Double-lock Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：具备电磁兼容特性，同时符合防爆标准，并有夹紧锁定线缆功能的电缆接

头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Electromagnetic compatibility features, explosion-proof 

standards at the same time,with clip lock function of cables of cable glands.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1407100100 T-EMC-Exe-Z-PG7(3-6.5) 8 25 14 12.5 12.5-12.8 100
1407100200 T-EMC-Exe-Z-PG7(2-5) 8 25 14 12.5 12.5-12.8 100
1407100300 T-EMC-Exe-Z-PG9(4-8) 8.2 27 17 15.2 15.2-15.5 50
1407100400 T-EMC-Exe-Z-PG9(2-6) 8.2 27 17 15.2 15.2-15.5 50
1407100500 T-EMC-Exe-Z-PG11(5-10) 8.6 29 20 18.6 18.6-18.9 50
1407100600 T-EMC-Exe-Z-PG11(3-7) 8.6 29 20 18.6 18.6-18.9 50
1407100700 T-EMC-Exe-Z-PG13.5(6.7-12) 9 31 22 20.4 20.4-20.7 50
1407100800 T-EMC-Exe-Z-PG13.5(5-9) 9 31 22 20.4 20.4-20.7 50
1407100900 T-EMC-Exe-Z-PG16(10.2-14) 10 31 24 22.5 22.5-22.8 50
1407101000 T-EMC-Exe-Z-PG16(7-12) 10 31 24 22.5 22.5-22.8 50
1407101100 T-EMC-Exe-Z-PG21(13-18) 10 37 30 28.3 28.3-28.6 25
1407101200 T-EMC-Exe-Z-PG21(9-16) 10 37 30 28.3 28.3-28.6 25
1407101300 T-EMC-Exe-Z-PG29(18.5-25) 12 42 40 37 37-37.3 10
1407101400 T-EMC-Exe-Z-PG29(13-20) 12 42 40 37 37-37.3 10
1407101500 T-EMC-Exe-Z-PG36(23-32) 14 48 50 47 47-47.3 5
1407101600 T-EMC-Exe-Z-PG36(20-26) 14 48 50 47 47-47.3 5
1407101700 T-EMC-Exe-Z-PG42(32.7-38) 14 50 57 54 54-54.3 5
1407101800 T-EMC-Exe-Z-PG42(25-31) 14 50 57 54 54-54.3 5
1407101900 T-EMC-Exe-Z-PG48(37-44) 16.6 51 64 59.3 59.3-59.6 4
1407102000 T-EMC-Exe-Z-PG48(29-35) 16.6 51 64 59.3 59.3-59.6 4
1407102100 T-EMC-Exe-Z-M12×1.5(3-6.5) 8 25 14 12 12-12.3 100
1407102200 T-EMC-Exe-Z-M12×1.5(2-5) 8 25 14 12 12-12.3 100
1407102300 T-EMC-Exe-Z-M12×1.5(4-8) 8 27 17 12 12-12.3 50
1407102400 T-EMC-Exe-Z-M12×1.5(2-6) 8 27 17 12 12-12.3 50
1407102500 T-EMC-Exe-Z-M16×1.5(4-8) 8.2 27 17 16 16-16.3 50
1407102600 T-EMC-Exe-Z-M16×1.5(2-6) 8.2 27 17 16 16-16.3 50
1407102700 T-EMC-Exe-Z-M16×1.5(5-10) 8.6 29 20 16 16-16.3 50
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1407102800 T-EMC-Exe-Z-M16×1.5(3-7) 8.6 29 20 16 16-16.3 50
1407102900 T-EMC-Exe-Z-M20×1.5(6.7-12) 9 31 22 20 20-20.3 50
1407103000 T-EMC-Exe-Z-M20×1.5(5-9) 9 31 22 20 20-20.3 50
1407103100 T-EMC-Exe-Z-M20×1.5(10.2-14) 10 31 24 20 20-20.3 50
1407103200 T-EMC-Exe-Z-M20×1.5(7-12) 10 31 24 20 20-20.3 50
1407103300 T-EMC-Exe-Z-M25×1.5(13-18) 10 37 30 25 25-25.3 25
1407103400 T-EMC-Exe-Z-M25×1.5(9-16) 10 37 30 25 25-25.3 25
1407103500 T-EMC-Exe-Z-M32×1.5(18.5-25) 12 42 40 32 32-32.3 10
1407103600 T-EMC-Exe-Z-M32×1.5(13-20) 12 42 40 32 32-32.3 10
1407103700 T-EMC-Exe-Z-M40×1.5(23-32) 14 48 50 40 40-40.3 5
1407103800 T-EMC-Exe-Z-M40×1.5(20-26) 14 48 50 40 40-40.3 5
1407103900 T-EMC-Exe-Z-M50×1.5(32.7-38) 14 50 57 50 50-50.3 5
1407104000 T-EMC-Exe-Z-M50×1.5(25-31) 14 50 57 50 50-50.3 5
1407104100 T-EMC-Exe-Z-M63×1.5(37-44) 16.6 51 64/68 63 63-63.3 4
1407104200 T-EMC-Exe-Z-M63×1.5(29-35) 16.6 51 64/68 63 63-63.3 4
1407104300 T-EMC-Exe-Z-NPT1/4(3-6.5) 8 25 14/15 13.7 13.7-14 100
1407104400 T-EMC-Exe-Z-NPT1/4(2-5) 8 25 14/15 13.7 13.7-14 100
1407104500 T-EMC-Exe-Z-NPT1/4(4-8) 8 27 17 13.7 13.7-14 50
1407104600 T-EMC-Exe-Z-NPT1/4(2-6) 8 27 17 13.7 13.7-14 50
1407104700 T-EMC-Exe-Z-NPT3/8(4-8) 15 27 17/18 17 17-17.3 50
1407104800 T-EMC-Exe-Z-NPT3/8(2-6) 15 27 17/18 17 17-17.3 50
1407104900 T-EMC-Exe-Z-NPT3/8(5-10) 15 29 20 17 17-17.3 50
1407105000 T-EMC-Exe-Z-NPT3/8(3-7) 15 29 20 17 17-17.3 50
1407105100 T-EMC-Exe-Z-NPT1/2(6.7-12) 13 31 22 21.2 21.2-21.5 50
1407105200 T-EMC-Exe-Z-NPT1/2(5-9) 13 31 22 21.2 21.2-21.5 50
1407105300 T-EMC-Exe-Z-NPT1/2(10-14) 13 31 24 21.2 21.2-21.5 50
1407105400 T-EMC-Exe-Z-NPT1/2(7-12) 13 31 24 21.2 21.2-21.5 50
1407105500 T-EMC-Exe-Z-NPT3/4(13-18) 15 37 30 26.2 26.6-26.9 25
1407105600 T-EMC-Exe-Z-NPT3/4(9-16) 15 37 30 26.2 26.6-26.9 25
1407105700 T-EMC-Exe-Z-NPT1(18.5-25) 19 42 40 33.3 33.3-33.6 10
1407105800 T-EMC-Exe-Z-NPT1(13-20) 19 42 40 33.3 33.3-33.6 10
1407105900 T-EMC-Exe-Z-NPT1¼(18.5-25) 16 42 40/44 42 42-42.3 10
1407106000 T-EMC-Exe-Z-NPT1¼(13-20) 16 42 40/44 42 42-42.3 10
1407106100 T-EMC-Exe-Z-NPT1¼(22-32) 18 48 50 42 42-42.3 5
1407106200 T-EMC-Exe-Z-NPT1¼(20-26) 18 48 50 42 42-42.3 5
1407106300 T-EMC-Exe-Z-NPT1½(23-32) 20 48 50 48 48-48.3 5
1407106400 T-EMC-Exe-Z-NPT1½(20-26) 20 48 50 48 48-48.3 5
1407106500 T-EMC-Exe-Z-NPT1½(32-38) 18 50 57 48 48-48.3 5
1407106600 T-EMC-Exe-Z-NPT1½(25-31) 18 50 57 48 48-48.3 5
1407106700 T-EMC-Exe-Z-NPT2(37-44) 18 51 64 60 60-60.3 4
1407106800 T-EMC-Exe-Z-NPT2(29-35) 18 51 64 60 60-60.3 4
1407106900 T-EMC-Exe-Z-G1/4"(3-6.5) 7 25 14/15 13.1 13.1-13.4 100
1407107000 T-EMC-Exe-Z-G1/4"(2-5) 7 25 14/15 13.1 13.1-13.4 100
1407107100 T-EMC-Exe-Z-G1/4"(4-8) 7 27 17 13.1 13.1-13.4 50
1407107200 T-EMC-Exe-Z-G1/4"(2-6) 7 27 17 13.1 13.1-13.4 50
1407107300 T-EMC-Exe-Z-G3/8"(4-8) 8 27 17/18 16.6 16.6-16.9 50
1407107400 T-EMC-Exe-Z-G3/8"(2-6) 8 27 17/18 16.6 16.6-16.9 50
1407107500 T-EMC-Exe-Z-G3/8"(5-10) 8 29 20 16.6 16.6-16.9 50
1407107600 T-EMC-Exe-Z-G3/8"(3-7) 8 29 20 16.6 16.6-16.9 50
1407107700 T-EMC-Exe-Z-G1/2"(6-12) 8 31 22 20.9 20.9-21.2 50
1407107800 T-EMC-Exe-Z-G1/2"(5-9) 8 31 22 20.9 20.9-21.2 50
1407107900 T-EMC-Exe-Z-G1/2"(10-14) 8 31 24 20.9 20.9-20.2 50
1407108000 T-EMC-Exe-Z-G1/2"(7-12) 8 31 24 20.9 20.9-20.2 50
1407108100 T-EMC-Exe-Z-G3/4"(13-18) 8 37 30 26.4 26.4-26.7 25
1407108200 T-EMC-Exe-Z-G3/4"(9-16) 8 37 30 26.4 26.4-26.7 25
1407108300 T-EMC-Exe-Z-G1"(18-25) 10 42 40 33.2 33.2-33.5 10
1407108400 T-EMC-Exe-Z-G1"(13-20) 10 42 40 33.2 33.2-33.5 10
1407108500 T-EMC-Exe-Z-G1¼"(18-25) 10 42 40/44 41.9 41.9-42.2 10
1407108600 T-EMC-Exe-Z-G1¼"(13-20) 10 42 40/44 41.9 41.9-42.2 10
1407108700 T-EMC-Exe-Z-G1¼"(22-32) 10 48 50 41.9 41.9-42.2 5
1407108800 T-EMC-Exe-Z-G1¼"(20-26) 10 48 50 41.9 41.9-42.2 5
1407108900 T-EMC-Exe-Z-G1½"(22-32) 10 48 50 47.8 47.8-48.1 5
1407109000 T-EMC-Exe-Z-G1½"(20-26) 10 48 50 47.8 47.8-48.1 5
1407109100 T-EMC-Exe-Z-G1½"(32-38) 10 50 57 47.8 47.8-48.1 5
1407109200 T-EMC-Exe-Z-G1½"(25-31) 10 50 57 47.8 47.8-48.1 5
1407109300 T-EMC-Exe-Z-G2"(37-44) 12 51 64 59.6 59.6-59.9 4
1407109400 T-EMC-Exe-Z-G2"(29-35) 12 51 64 59.6 59.6-59.9 4
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驱易电气 ® ┃金属电缆接头

T-EMC-Exe-LZ 加长螺纹 防磁波增安型防爆金属抗拉力电缆接头
T-EMC-Exe-LZ Long Thread EMC Increased Safety Explosion-proof Metal Double-lock Cable Gland

・	材 料：黄铜镀镍

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：具备电磁兼容特性，同时符合防爆标准，并有夹紧锁定线缆功能的电缆接

头

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Clamp jaw: Nylon PA.UL94-V2

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Electromagnetic compatibility features, explosion-proof 

standards at the same time,with clip lock function of cables of cable glands.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1407200100 T-EMC-Exe-LZ-PG7(3-6.5) 15 25 14 12.5 12.5-12.8 100

1407200200 T-EMC-Exe-LZ-PG7(2-5) 15 25 14 12.5 12.5-12.8 100

1407200300 T-EMC-Exe-LZ-PG9(4-8) 15 27 17 15.2 15.2-15.5 50

1407200400 T-EMC-Exe-LZ-PG9(2-6) 15 27 17 15.2 15.2-15.5 50

1407200500 T-EMC-Exe-LZ-PG11(5-10) 15 29 20 18.6 18.6-18.9 50

1407200600 T-EMC-Exe-LZ-PG11(3-7) 15 29 20 18.6 18.6-18.9 50

1407200700 T-EMC-Exe-LZ-PG13.5(6.7-12) 15 31 22 20.4 20.4-20.7 50

1407200800 T-EMC-Exe-LZ-PG13.5(5-9) 15 31 22 20.4 20.4-20.7 50

1407200900 T-EMC-Exe-LZ-PG16(10.2-14) 15 31 24 22.5 22.5-22.8 50

1407201000 T-EMC-Exe-LZ-PG16(7-12) 15 31 24 22.5 22.5-22.8 50

1407201100 T-EMC-Exe-LZ-PG21(13-18) 15 37 30 28.3 28.3-28.6 25

1407201200 T-EMC-Exe-LZ-PG21(9-16) 18 37 30 28.3 28.3-28.6 25
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订货号
(P.N.)

产品型号 ( 电缆范围 )
Model(Φ)

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1407201300 T-EMC-Exe-LZ-PG29(18.5-25) 18 42 40 37 37-37.3 10

1407201400 T-EMC-Exe-LZ-PG29(13-20) 18 42 40 37 37-37.3 10

1407201500 T-EMC-Exe-LZ-PG36(23-32) 18 48 50 47 47-47.3 5

1407201600 T-EMC-Exe-LZ-PG36(20-26) 18 48 50 47 47-47.3 5

1407201700 T-EMC-Exe-LZ-PG42(32.7-38) 18 50 57 54 54-54.3 5

1407201800 T-EMC-Exe-LZ-PG42(25-31) 18 50 57 54 54-54.3 5

1407201900 T-EMC-Exe-LZ-PG48(37-44) 19 51 64 59.3 59.3-59.6 4

1407202000 T-EMC-Exe-LZ-PG48(29-35) 19 51 64 59.3 59.3-59.6 4

1407202100 T-EMC-Exe-LZ-M12×1.5(3-6.5) 15 25 14 12 12-12.3 100

1407202200 T-EMC-Exe-LZ-M12×1.5(2-5) 15 25 14 12 12-12.3 100

1407202300 T-EMC-Exe-LZ-M12×1.5(4-8) 15 27 17 12 12-12.3 50

1407202400 T-EMC-Exe-LZ-M12×1.5(2-6) 15 27 17 12 12-12.3 50

1407202500 T-EMC-Exe-LZ-M16×1.5(4-8) 15 27 17 16 16-16.3 50

1407202600 T-EMC-Exe-LZ-M16×1.5(2-6) 15 27 17 16 16-16.3 50

1407202700 T-EMC-Exe-LZ-M16×1.5(5-10) 15 29 20 16 16-16.3 50

1407202800 T-EMC-Exe-LZ-M16×1.5(3-7) 15 29 20 16 16-16.3 50

1407202900 T-EMC-Exe-LZ-M20×1.5(6.7-12) 15 31 22 20 20-20.3 50

1407203000 T-EMC-Exe-LZ-M20×1.5(5-9) 15 31 22 20 20-20.3 50

1407203100 T-EMC-Exe-LZ-M20×1.5(10.2-14) 15 31 24 20 20-20.3 50

1407203200 T-EMC-Exe-LZ-M20×1.5(7-12) 15 31 24 20 20-20.3 50

1407203300 T-EMC-Exe-LZ-M25×1.5(13-18) 15 37 30 25 25-25.3 25

1407203400 T-EMC-Exe-LZ-M25×1.5(9-16) 15 37 30 25 25-25.3 25

1407203500 T-EMC-Exe-LZ-M32×1.5(18.5-25) 15 42 40 32 32-32.3 10

1407203600 T-EMC-Exe-LZ-M32×1.5(13-20) 15 42 40 32 32-32.3 10

1407203700 T-EMC-Exe-LZ-M40×1.5(23-32) 18 48 50 40 40-40.3 5

1407203800 T-EMC-Exe-LZ-M40×1.5(20-26) 18 48 50 40 40-40.3 5

1407203900 T-EMC-Exe-LZ-M50×1.5(32.7-38) 18 50 57 50 50-50.3 5

1407204000 T-EMC-Exe-LZ-M50×1.5(25-31) 18 50 57 50 50-50.3 5

1407204100 T-EMC-Exe-LZ-M63×1.5(37-44) 19 51 64/68 63 63-63.3 4

1407204200 T-EMC-Exe-LZ-M63×1.5(29-35) 19 51 64/68 63 63-63.3 4
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驱易电气 ® ┃金属电缆接头

T-Exe-HV 增安型防爆六角形塞头
T-Exe-HV Increased Safety Explosion-proof Hexagonal Screw Plug

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：满足防爆要求的塞头，使用外六角扳手旋紧固定，对预留孔进性密封。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application:Meet the requirements of explosion - proof plug, use outside 

hexagonal wrench and tighten the fixed,to seal the reserved hole.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408100100 T-Exe-HV-PG7 5 8 14 12.5 12.5-12.8 100

1408100200 T-Exe-HV-PG9 6 9 17 15.2 15.2-15.5 100

1408100300 T-Exe-HV-PG11 6 9.5 20 18.6 18.6-18.9 50

1408100400 T-Exe-HV-PG13.5 6.5 10 22 20.4 20.4-20.7 50

1408100500 T-Exe-HV-PG16 6.5 10 24 22.5 22.5-22.8 50

1408100600 T-Exe-HV-PG21 7 10.5 30 28.3 28.3-28.6 25

1408100700 T-Exe-HV-PG29 8 12.5 41 37 37-37.3 20

1408100800 T-Exe-HV-PG36 8 13 50 47 47-47.3 10

1408100900 T-Exe-HV-PG42 9 15 58 54 54-54.3 10

1408101000 T-Exe-HV-PG48 10 16.5 65 59.3 59.3-59.6 10

1408101100 T-Exe-HV-M12×1.5 6.5 9.5 14 12 12-12.3 100

1408101200 T-Exe-HV-M14×1.5 6.5 9.5 17 14 14-14.3 100

1408101300 T-Exe-HV-M16×1.5 6.5 9.5 19 16 16-16.3 100

1408101400 T-Exe-HV-M18×1.5 6.5 9.5 20 18 18-18.3 50

1408101500 T-Exe-HV-M20×1.5 6.5 10 22 20 20-20.3 50

1408101600 T-Exe-HV-M22×1.5 6.5 10 24 22 22-22.3 50

1408101700 T-Exe-HV-M24×1.5 6.5 10 27 24 24-24.3 50

1408101800 T-Exe-HV-M25×1.5 7 10.5 30 25 25-25.3 25

1408101900 T-Exe-HV-M27×1.5 7 10.5 30 27 27-27.3 25

1408102000 T-Exe-HV-M30×1.5 7 11 32 30 30-30.3 20
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订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408102100 T-Exe-HV-M32×1.5 8 12.5 41 32 32-32.3 20

1408102200 T-Exe-HV-M33×1.5 8 12.5 36 33 33-33.3 20

1408102300 T-Exe-HV-M36×1.5 8 12.5 40 36 36-36.3 20

1408102400 T-Exe-HV-M40×1.5 8 13 46 40 40-40.3 10

1408102500 T-Exe-HV-M42×1.5 8 13 45 42 42-42.3 10

1408102600 T-Exe-HV-M44×1.5 9 14 50 44 44-44.3 10

1408102700 T-Exe-HV-M48×1.5 9 14 50 48 48-48.3 10

1408102800 T-Exe-HV-M50×1.5 9 15 55 50 50-50.3 10

1408102900 T-Exe-HV-M56×1.5 9 15 60 56 56-56.3 10

1408103000 T-Exe-HV-M60×1.5 10 15 65 60 60-60.3 10

1408103100 T-Exe-HV-M63×1.5 10 16.5 70 63 63-63.3 10

1408103200 T-Exe-HV-M64×1.5 10 15.5 67 64 64-64.3 5

1408103300 T-Exe-HV-M72×2 10 17 75 72 72-72.3 5

1408103400 T-Exe-HV-M80×2 15 23 90 80 80-80.3 1

1408103500 T-Exe-HV-M90×2 15 23 100 90 90-90.3 1

1408103600 T-Exe-HV-M100×2 15 24 110 100 100-100.3 1

1408103700 T-Exe-HV-M110×2 15 25 120 110 110-110.3 1

1408103800 T-Exe-HV-M120×2 15 25 130 120 120-120.3 1

1408103900 T-Exe-HV-M150×2 15 25 160 150 150-150.3 1

1408104000 T-Exe-HV-NPT1/4 8 11.5 17 13.616 13.7-14 100

1408104100 T-Exe-HV-NPT3/8 15 18.5 20 17.055 17.1-17.4 100

1408104200 T-Exe-HV-NPT1/2 13 17 24 21.224 21.3-21.6 50

1408104300 T-Exe-HV-NPT3/4 13 17 30 26.569 26.6-26.9 25

1408104400 T-Exe-HV-NPT1 16 20.5 41 33.228 33.3-33.6 20

1408104500 T-Exe-HV-NPT1¼ 18 23 46 41.985 42-42.3 10

1408104600 T-Exe-HV-NPT1½ 18 23 55 48.054 48.1-48.4 10

1408104700 T-Exe-HV-NPT2 18 24 65 60.092 60.1-60.4 10

1408104800 T-Exe-HV-NPT2½ 23 30 75 72.699 72.7-73 10

1408104900 T-Exe-HV-NPT3 26 34 100 88.608 88.6-88.9 10

1408105000 T-Exe-HV-NPT4 28 38 120 113.973 114-114.5 10

1408105100 T-Exe-HV-G1/4 7 10 17 13.157 13.2-13.5 100

1408105200 T-Exe-HV-G3/8 8 11.5 20 16.662 16.7-17 100

1408105300 T-Exe-HV-G1/2 8 11.5 24 20.995 21-21.3 50

1408105400 T-Exe-HV-G3/4 8 11.5 30 26.441 26.5-26.8 25

1408105500 T-Exe-HV-G1 10 14.5 41 32.249 33.3-33.6 20

1408105600 T-Exe-HV-G1¼ 10 15 46 41.910 42-42.3 10

1408105700 T-Exe-HV-G1½ 10 16 55 47.803 47.8-48.1 10

1408105800 T-Exe-HV-G2 12 18 65 59.614 59.7-60 10

1408105900 T-Exe-HV-G3 18 26 100 87.884 87.9-88.5 10

1408106000 T-Exe-HV-G4 22 32 120 113.030 113.1-114 10
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驱易电气 ® ┃金属电缆接头

T-Exe-ES 增安型防爆六角形增径件
T-Exe-ES Increased Safety Explosion-proof Hexagonal Enlarge Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：满足防爆要求的增径件，具有小螺纹规格转成大螺纹规格的增大转接功能。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Meet the requirements of explosion - proof enlarge thread 

adaptors, with small thread specification into a switching function with 

increasing of large thread specification.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408200100 T-Exe-ES-PG7/PG9 5 10.5 18 12.5 12.5-12.8 50

1408200200 T-Exe-ES-PG9/PG11 6 12.5 21 15.2 15.2-15.5 50

1408200300 T-Exe-ES-PG9/PG13.5 6 12.5 23 15.2 15.2-15.5 50

1408200400 T-Exe-ES-PG11/PG13.5 6 12.5 23 18.6 18.6-18.9 50

1408200500 T-Exe-ES-PG11/PG16 6 12.5 25 18.6 18.6-18.9 50

1408200600 T-Exe-ES-PG11/PG21 6 14.5 32 18.6 18.6-18.9 25

1408200700 T-Exe-ES-PG13.5/PG16 6.5 12.5 25 20.4 20.4-20.7 50

1408200800 T-Exe-ES-PG13.5/PG21 6.5 14.5 32 20.4 20.4-20.7 25

1408200900 T-Exe-ES-PG16/PG21 6.5 14.5 32 22.5 22.5-22.8 25

1408201000 T-Exe-ES-PG16/PG29 6.5 16.5 41 22.5 22.5-22.8 20

1408201100 T-Exe-ES-PG21/PG29 7 16.5 41 28.3 28.3-28.6 20

1408201200 T-Exe-ES-PG29/PG36 8 19 51 37 37-37.3 10

1408201300 T-Exe-ES-PG36/PG42 9 20 60 47 47-47.3 5

1408201400 T-Exe-ES-PG42/PG48 10 21 65 54 54-54.3 5
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订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408201500 T-Exe-ES-M12×1.5/M16×1.5 6 10.5 18 12 12-12.3 50

1408201600 T-Exe-ES-M16×1.5/M18×1.5 6 12.5 21 16 16-16.3 50

1408201700 T-Exe-ES-M16×1.5/M20×1.5 6 12.5 23 16 16-16.3 50

1408201800 T-Exe-ES-M18×1.5/M20×1.5 6 12.5 23 18 18-18.3 50

1408201900 T-Exe-ES-M20×1.5/M22×1.5 6.5 12.5 25 20 20-20.3 50

1408202000 T-Exe-ES-M20×1.5/M25×1.5 6.5 14.5 29 20 20-20.3 25

1408202100 T-Exe-ES-M22×1.5/M25×1.5 6.5 14.5 29 22 22-22.3 25

1408202200 T-Exe-ES-M25×1.5/M32×1.5 7 16.5 36 25 25-25.3 20

1408202300 T-Exe-ES-M32×1.5/M40×1.5 8 19 45 32 32-32.3 10

1408202400 T-Exe-ES-M40×1.5/M50×1.5 9 20 55 40 40-40.3 5

1408202500 T-Exe-ES-M50×1.5/M63×1.5 10 21 58 50 50-50.3 5

1408202600 T-Exe-ES-NPT3/8-NPT1/2 15 17 24 17.055 17.1-17.4 50

1408202700 T-Exe-ES-NPT1/2-NPT3/4 13 17 30 21.224 21.3-21.6 50

1408202800 T-Exe-ES-NPT3/4-NPT1 13 21 40 26.569 26.6-26.9 25

1408202900 T-Exe-ES-NPT3/4-NPT1¼ 13 23 46 26.569 26.6-26.9 25

1408203000 T-Exe-ES-NPT1-NPT1¼ 16 23 46 33.228 33.3-33.6 20

1408203100 T-Exe-ES-NPT1-NPT1½ 16 24 55 33.228 33.3-33.6 20

1408203200 T-Exe-ES-NPT1¼-NPT1½ 18 24 55 41.985 42-42.3 10

1408203300 T-Exe-ES-NPT1½-NPT2 18 25 65 48.054 48.1-48.4 5

1408203400 T-Exe-ES-G1/4-G3/8 7 11.5 20 13.157 13.2-13.5 50

1408203500 T-Exe-ES-G3/4-G1/2 7 12.5 24 16.662 16.7-17 50

1408203600 T-Exe-ES-G1/2-G3/4 7 13 30 20.995 21-21.3 25

1408203700 T-Exe-ES-G3/4-G1 7 13 40 26.441 26.5-26.8 25

1408203800 T-Exe-ES-G3/4-G1¼ 7 14 46 26.441 26.5-26.8 20

1408203900 T-Exe-ES-G1-G1¼ 8 14 46 33.249 33.3-33.6 20

1408204000 T-Exe-ES-G1-G1½ 8 15 55 33.249 33.3-33.6 10

1408204100 T-Exe-ES-G1¼-G1½ 9 15 55 41.910 42-42.3 10

1408204200 T-Exe-ES-G1½-G2 10 15 65 47.803 47.8-48.1 5
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驱易电气 ® ┃金属电缆接头

T-Exe-RS 增安型防爆六角形缩径件
T-Exe-RS Increased Safety Explosion-proof Hexagonal Reducer Thread Adaptors

・	材 料：黄铜镀镍

・	密 封 件：丁腈橡胶

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68( 在夹紧范围内，并使用 O 型圈 )

・	环境温度：-40℃至 +105℃

・	应用特点：满足防爆要求的增径件，具有大螺纹规格转成小螺纹规格的增大转接功能。

・	建议：其他密封材料，如硅橡胶、三元乙丙，请垂询

・	Material: Brass with nickel plated(CuZn39Pb3,ASTM C37800,JIS C37800)

・	Sealing element: NBR

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:PG according to DIN 40430

・	Protection class: IP68(the wire/cable is in clamping range,and assemble 

O-Ring on the groove)

・	Range of temperature: -40℃ to +100℃

・	Application: Meet the requirements of explosion - proof reducer thread 

adaptors, with large thread specification into a small thread specification of 

the transfer function.

・	Remark:if  you need other  marterial  of  seal ing element.such as 

Silicone,EPDM,etc.Pis feel free to contact us!

订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408300100 T-Exe-RS-PG9/PG7 6 8.8 17 15.2 15.2-15.5 50

1408300200 T-Exe-RS-PG11/PG7 6 9 20 18.6 18.6-18.9 50

1408300300 T-Exe-RS-PG11/PG9 6 9 20 18.6 18.6-18.9 50

1408300400 T-Exe-RS-PG13.5/PG9 6.5 9.5 22 20.4 20.4-20.7 50

1408300500 T-Exe-RS-PG13.5/PG11 6.5 9.5 22 20.4 20.4-20.7 50

1408300600 T-Exe-RS-PG16/PG9 6.5 9.5 24 22.5 22.5-22.8 50

1408300700 T-Exe-RS-PG16/PG11 6.5 9.5 24 22.5 22.5-22.8 50

1408300800 T-Exe-RS-PG16/PG13.5 6.5 9.5 24 22.5 22.5-22.8 50

1408300900 T-Exe-RS-PG21/PG11 7 10.3 30 28.3 28.3-28.6 25

1408301000 T-Exe-RS-PG21/PG13.5 7 10.3 30 28.3 28.3-28.6 25

1408301100 T-Exe-RS-PG21/PG16 7 10.3 30 28.3 28.3-28.6 25

1408301200 T-Exe-RS-PG29/PG16 8 11.5 40 37 37-37.3 20

1408301300 T-Exe-RS-PG29/PG21 8 11.5 40 37 37-37.3 20

1408301400 T-Exe-RS-PG36/PG21 9 12.5 50 47 47-47.3 10

1408301500 T-Exe-RS-PG36/PG29 9 12.5 50 47 47-47.3 10

1408301600 T-Exe-RS-PG42/PG29 10 13.5 57 54 54-54.3 5

1408301700 T-Exe-RS-PG42/PG36 10 13.5 57 54 54-54.3 5
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订货号
(P.N.)

产品型号
Model

螺纹长度
GL(mm)

本体高度
H(mm)

扳手直径
D(mm)

螺纹外径
AG(mm)

开孔尺寸
Mounting Size

(mm)
包装
Pack

1408301800 T-Exe-RS-PG48/PG36 10 13.5 64 59.3 59.3-59.6 5

1408301900 T-Exe-RS-PG48/PG42 10 13.5 64 59.3 59.3-59.6 5

1408302000 T-Exe-RS-M16×1.5/M12×1.5 6 8.8 17 16 16-16.3 50

1408302100 T-Exe-RS-M20×1.5/M12×1.5 6.5 9.5 22 20 20-20.3 50

1408302200 T-Exe-RS-M20×1.5/M16×1.5 6.5 9.5 22 20 20-20.3 50

1408302300 T-Exe-RS-M25×1.5/M16×1.5 7 10 27 25 25-25.3 25

1408302400 T-Exe-RS-M25×1.5/M20×1.5 7 10 27 25 25-25.3 25

1408302500 T-Exe-RS-M32×1.5/M16×1.5 8 11 34 32 32-32.3 20

1408302600 T-Exe-RS-M32×1.5/M20×1.5 8 11 34 32 32-32.3 20

1408302700 T-Exe-RS-M32×1.5/M25×1.5 8 11 34 32 32-32.3 20

1408302800 T-Exe-RS-M40×1.5/M20×1.5 8 12 44 40 40-40.3 10

1408302900 T-Exe-RS-M40×1.5/M25×1.5 8 12 44 40 40-40.3 10

1408303000 T-Exe-RS-M40×1.5/M32×1.5 8 12 44 40 40-40.3 10

1408303100 T-Exe-RS-M50×1.5/M25×1.5 9 13 55 50 50-50.3 5

1408303200 T-Exe-RS-M50×1.5/M32×1.5 9 13 55 50 50-50.3 5

1408303300 T-Exe-RS-M50×1.5/M40×1.5 9 13 55 50 50-50.3 5

1408303400 T-Exe-RS-M63×1.5/M32×1.5 10 14 65 63 63-63.6 5

1408303500 T-Exe-RS-M63×1.5/M40×1.5 10 14 65 63 63-63.6 5

1408303600 T-Exe-RS-M63×1.5/M50×1.5 10 14 65 63 63-63.3 5

1408303700 T-Exe-RS-NPT1/2/NPT3/8 13 16.2 24 21.2 21.2-21.5 50

1408303800 T-Exe-RS-NPT3/4/NPT3/8 13 16.5 30 26.6 26.6-26.9 25

1408303900 T-Exe-RS-NPT3/4/NPT1/2 13 16.5 30 26.6 26.6-26.9 25

1408304000 T-Exe-RS-NPT1/NPT1/2 16 20 36 33.3 33.3-33.6 20

1408304100 T-Exe-RS-NPT1/NPT3/4 16 20 36 33.3 33.3-33.6 20

1408304200 T-Exe-RS-NPT1¼/NPT1/2 18 22.5 45 42 42-42.3 20

1408304300 T-Exe-RS-NPT1¼/NPT3/4 18 22.5 45 42 42-42.3 20

1408304400 T-Exe-RS-NPT1¼/NPT1 18 22.5 45 42 42-42.3 20

1408304500 T-Exe-RS-NPT1½/NPT1/2 18 22.5 51 48 48-48.4 10

1408304600 T-Exe-RS-NPT1½/NPT3/4 18 22.5 51 48 48-48.4 10

1408304700 T-Exe-RS-NPT1½/NPT1 18 22.5 51 48 48-48.4 10

1408304800 T-Exe-RS-NPT1½/NPT1¼ 18 22.5 51 48 48-48.4 10

1408304900 T-Exe-RS-NPT2/NPT1 18 23 64 60 60-60.4 5

1408305000 T-Exe-RS-NPT2/NPT1¼ 18 23 64 60 60-60.4 5

1408305100 T-Exe-RS-NPT2/NPT1½ 18 23 64 60 60-60.4 5
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驱易电气 ® ┃金属电缆接头

UK-Exe-VS 增安型防爆半球形堵头
UK-Exe-VS Increased Safety Explosion-proof Hemispherical Sealing Plug

・	夹 紧 件：尼龙 , 阻燃等级 V-2, 参照 UL94

・	防爆等级：Ex e ll/Ex tD A21

・	测试标准：EN60079-0/EN60079-7

・	防护等级：IP68

・	环境温度：-40℃至 +105℃

・	应用特点：满足防爆要求的堵头，用于电缆接头的暂时封堵，可与各种防爆电缆接头

配合使用

・	Clamp jaw: Nylon PA.UL94-V2

・	Explsion-proof:Ex e ll/Ex tD A21

・	Test Standard:EN60079-0/EN60079-7

・	Thread Type:NPT according to ANSI/ASME B 1.20.1

・	Protection class: IP68

・	Range of temperature: -40℃ to +100℃

・	Application:Meet the requirements of explosion - proof hemispherical sealing 

plug,used for temporary plugging of cable glands,can be used with all kinds 

of explosion-proof cable glands.

订货号 (P.N.)
产品型号

Model
适用于下列尺寸

(mm)
D

(mm)
d

(mm)
H

(mm)
包装
Pack

灰色 Grey 黑色 Black

1408400310 1408400120 UK-Exe-VS-Φ6 3-6.5 9.5 6.3 2.5 100

1408400410 1408400220 UK-Exe-VS-Φ8 4-8 11 7.8 3 100

1408400510 1408400320 UK-Exe-VS-Φ10 5-10 13.5 9.8 3.5 100

1408400610 1408400420 UK-Exe-VS-Φ12 6-12 16 11.8 4.5 100

1408400710 1408400520 UK-Exe-VS-Φ14 10-14 18.5 13.8 5 100

1408400810 1408400620 UK-Exe-VS-Φ18 13-18 22.5 17.8 6 100

1408400910 1408400720 UK-Exe-VS-Φ25 18-25 29 25 7 50

1408401010 1408400820 UK-Exe-VS-Φ32 22-32 38 32 11 20

1408400310 1408400920 UK-Exe-VS-Φ38 32-38 43 38 12 20

1408400410 1408401020 UK-Exe-VS-Φ44 37-44 49 44 12 20
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